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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 



In re Application of: 
Kiyono IKENAKA 
Serial No.: 10/684,461 
Filed: October 15, 2 003 
For: Optical element and 
Optical pickup device 



Art Unit: 2 62 7 
Examiner.: 
LAMB, CHRI STOPHER RAY 



STATEMENT OF ACCURACY OF TRANSLATION 
(37 C.F.R. 1 .55 6c 1.68) 

Honorable Commissioner of Patents 

and Trademarks 

P.O. Box 14 5 0 

Alexandria, VA 22313-1450 

Sir : 

I, Masahiro SUGISAWA hereby declare and say as 
follows : 

I am familiar with both the English and Japanese 
languages and I have compared the annexed English 
translation with the Japanese specification of Japanese 
Patent Application No. 2003-117207. 

To the best of my knowledge and belief, the annexed 
English translation is an accurate translation of the 
above Japanese specification. 

The undersigned declares further that all statements 
made herein of my own knowledge are true and that all 
statements made on information and belief are believed to 
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be true; and further that these statements were made with 
the knowledge that willful false statements and the like 
so made are punishable by fine or imprisonment, or both 
under Section 1001 of Title 18 of the U.S. Code and that 
such willful false statements may jeopardize the validity 
of the above- identified application or any patent issuing 
thereon . 




Masahiro SUG1SAWA 



Dated: This 17th day of September, 2008. 
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)^SA1 <7)Jfl1*}Tf£:, 3KfiA2'(A1 <A2 )Of 2 3tl 
t, A3 ( 1 . 6 • A 1 5A 3 ^ 2 . 0 • A 1 So A 2 <A3 ) <Dff 3 3Uf fc. 

X, |}SBSB2 3!6»#Sa))te5|E€, ff£ t 2 ( 0 . 8 • t 1 £ t 2 5 1 . 2 • t 
3^MtfS<D^6^. B2 t 3 ( 1 . 9 • t'l St 352.1- t 1 ') OftM 

mum 2 xmmmkton&m&m 3 %mmmm.uw\ziti\sx*in? 
mism 1 3fe« $H&&*g#, Htfiam 2 %m mmuw. R&mum 3 %ima5& 



**Hfftn 1 , n 3 ( n 1 » n 3»g3Sf& ) fT^t, 

1.1 M n 1 4 1 ) / ( n 3xA3 ) £ 0 . 9 ( 1 ) £>Sfc 

■r c ti t -r * ^ 7 y y^igffl oft^m? . 

[»#JfI2] 1fflSB/fc»n 1 , n 31^ 
n 1 : n 3 = 2 : 1 ( 2 ) 

3 ] tMBftft A 1 <D3t*u:»-r**aB3te^*^©*^ft** 

m 1 = 0 ( 3 ) 

T^SCt^ttti) S# JS 2 II |B«(D 3fc t.° V 1 T y T^Bffl <o^m^ 0 

4 ] fulB)&S A 3 ©itmu:^* l}SB3t¥* : ?-a)3fe¥mf&*« 

m 3 iitZ 

-17 12.0$ m 3 $ -1/16.0 (4)7= 

5 ] huIBM A 3 <D3tmt:»-r * HjaB^ft^O^mfS**- 
-1/12.0$ m3 $ -1/13.4 (4')T3j 

* c t £ t -r * 2 x » 3 c ib« <d % t: y o t y y^mm <d x^m =t 0 

[S*3fi6] HiflB^ftA2(D^tf-frlB^#m : ?t:Al*Ufc^lZ. BiT 
!B0tf«i£lC<MJf|£T*[s!#f3fea>3 5, «A<0lHl*f»*€Wr*lHl#f3te^© 
M«n2(n2»IM)tt«t > 

( n 2xA2 ) / ( n 3*A3 ) $ 1 ( 5 ) T"$> 

z> c t -r^if 2 ibm. 5 <Du-r h#cEi©*^?' ^7 y -fm.rn.rn 

7 ] HUIB^S A 2 ro^mt^SffirSB^SS^fl)^^** 
-1/12.0$ m 2 $ -1/17.0 (6)7? 

&*zfcs#&fc-r*ig#JS6izfB*B<B#fc^ zTyymmmoftmmTo 



8 1 MiB&m A2 a>#mt:*?r-r* mmx^m? <o^%mm^ 

-1/12.0^ m2 ^ -1/13.4 (6')T-^ 

©Sft«n2(n2BS«»)tt*t, 

( n 1 xA1 ) / ( n 2xA2 ) $ 1 ( 7 ) 

§Ct T^Si^iI 2 72>M 5 O^fn^ ClB*t<7> 3fcbf f f7v r^Sffl 

1] MlB/^RA2(D3fe^U:M-r^BUl33fe^^<7)^^m^ 
m 2 = 0 ( 8 ) 

[it*jsi 3] MiB^SAio^m^tbtir-r^^i^t. mib&ka 

1 ixbi 2izizm<Dft¥y<77y7^m.m<nM^m?o 

mmm 1 3feis#gsBS«H*, miBm 2 *it#8iBi^#&tf mrian 3 *tit isiBii 
^fric^roT^n-rngBsa^ / x»B^€^a)t*c>c, ©gasman huib 



ntftg a>3tem*5iifl£ t* * mum 3 e> mmz n 
tifem h3 oMmtrmmLizv& * * <7z\-^&mLt:m inn*.. * 

1 ^ffilKIB®^S^miBm2^WaiB«^C^UT-?-n^tilB» 
SO 1 / Xl*^^trot«)lC, BiTfBJg 1 «&£mfBlil2 3fc}H#6^ti^ftl!S 

tifc&fi: A 1 SO" A 2 <7)*5|€£ail£ tt-Cti$£lBii®Cig*£ i+*>;!f\ bu 
IB^ 3 6 Mlt ^ n t A 3 (7)3fem^Mii U T fe-R^lB^Mlzm^^ 

mriBH 1 ^Jtc »jjt 1 mjfMM^its nxas u , miBm 2 mmiz&m 2 0 

W-T^Isl^a)^^ n 1AtU KilBUi 1 m^jtlZ^VJ^LT^/^R A2<D 
mtZ>m%T%(r))ZWL* n2AtU wlBM2®ffiMlklZ<£mi\J2>$im K2<D 



n 1 A : n 1 D*n 2 A : n 2 D (9) 

su IBS! 1 3t1f *gfB08t#, buIBH 2 3fe*aaHti«#X^ ffifaS* 3 *«#glB£t 
«t#C»l/Tfnf *iIB»RZF / X&fi^fi 1 -5 HirtBJI1 1 ftfIB 

ll2 3t}TiSa c B([|B^3 3te»6^n^tiM*r^tit^5 A1 , A22fctf A3 0)3te 

**aitt*tt*aii»*fc* 

ft* n &ftfi a 1 a 2 <D3fcm€aia* i*Tfli*fBa®u:m3fe* t**/f , 

IBff 3 3fe»* 6 jSSft* A 3 (D^m^Mi© U X fc'tSfglBii® tt 

»C«1«li«t:(*lll1H*f«3S# , »W'S*iTj3U» WIB* 2 2 m 

#r*@»f3tea)^»*n 1 AfcU »flB*1@tf«3ftU:«MJ£i;*afcftA2«> 

ttlB«2@»f«3ftc«Mj£i;*jtt*Ai ©in*f*o^6, »^©ig#fSfc** 

#r*HI#f^<Z)JJi:»€n 2AtU SnE£2l§|tf«jfiC<MJ£i;*JfcfiA2<D 
»*<&laltf»**#T*lHltf3fe(D;&»€ n 2 D t L7tfc£lZ, 
n1A:n1D=n2A:n2D (10) 
T-^VJ, n 2 AB*»T**Zfc*#«fc**IM*Jli;3£1 4©^r*i#u: 

[S*J119] n2A=5. n 2 D = 3T'$>Z> Z Z>m&m 

m^20] n2A=3, n 2 D = 2 T-&*> £ t -r^fg^Jl 

[|f^JS2 1] MSBJ&2@tf*fcC«MJ£i;*Mi: A3<DH]#r3fc<7)<3*5, 



[It** 2 3] MA1 <D|t 1 &SA2 ( A1 <A2 ) <DH 2 % 

ML. A3(1.6-A1£A3£2.0'M fio A 2 <A3 ) <»m2>%Mt.. 

X, m[IBll2 3fe)Ti^6 0^m«, BZ t 2 ( 0 . 8 • t 1St 2*1 . 2- t 

*«<DlBa&Of / X»H££*TOCfc#"WHgt^T<BU, EC WE* 
3 7fc3f#S<D3fc^£, I*t3( 1 . 9- t 1* t 3S2 . 1 • t1) Ofi^Jl 
U T Iff 3 3fe1»^iBa^a)1t^lBa® t*^> CtC«fcoT, HI #g<7> 

«iBa«H*. ttlBSS 2 3fctit ^iBagltt&tf BiTlBSlt 3 3fe* SglBa&ttCttLT^- 

ti^r+iiBasof / xttpi^ffop&iz, ugB^i3fe»» sriBar 2 stftu 

EC, UiSftfiAl, A3<D^^BUlE3fe¥^^CAftrUfc^C. tulBH 1 

@»f*jfic*u»^T*iHi*f3te<D^s, **<Diiitf Eitf 

tfc£-?-ft^tin 1. n3(n1, n 3 ttgilfe ) tt^t, 

1.1 £ ( n 1 *A 1 ) / ( n 3 *A 3 ) £ 0.9 (1) SJBfc 

[St** 2 4] MIB/fc&n 1 , n3», 
h 1 : n 3 = 2 : 1 (2) 
ZffittZL t^Wiiit %m&-&2 3CIE8<D3fc£v f7^M. 

[lit** 2 5] mflB^SAI ©^mC^TSHriB^SE^ ©3te¥^f&* 
£m 1 tf* 



m 1 = 0 ( 3 ) 

T-£*C4:£4$&fc-r*>f*#JS2 4 ClB«0#t°y 07? 7°^So 

[fjt#Jl2 6] HUlB)^SA3<D3femiZ^-r^>B(flB3fe^^<7)^m^* 

-1/12.0* m3* -1/16.0 (4)7? 

**ci:s#S[fr^ii5i<Ji2 4x1*2 5\zumo^y<77yymm. 0 
m&m2 7] HiriB^SA3O3femu:^-r«)HiriB3te^ig^03te^^ 

-1/12. 0 * m 3 * -1/13.4 ( 4 ' ) 7?« 

*£4:*«ft«fc-jr*II!#JS2 4X»2 5lZ|B®03te^^ ^T^rilfflO^ 

luiBm 1 ®m&3kiz&>)ft£.?z>®ffi%.<D*>i5. «^fl>iHi#fa*€wr*isi*f 

3fe$0M« n 2 ( n 2l*S^ ) fT^t, 

( n 2*A2 ) / ( n 3 *A3 ) * 1 ( 5 ) T"$> 

^>Zlt«#mt-r^ff*3l2 4BI2 7 0)U-r'ti^ClB«0)^t:y ^T^7°^ 

So 

[«5fcJl2 9] MIB^SA2 0^mu:^-r^friB3fe^^<7)3fe^^ 

-1/12.0* m 2 * -1/17.0 (6)7? 
£ t -r^it^Jl 2 8 lC|B«(D3febl 0 y ^7" V 7°^Bo 

[SfcfcJl3 0] aSB3ftfiA2<D3temC*r^*KtBB3te^* : f-G)3t^m^* 

-1/12. 0 * m 2 * -1/13.4 ( 6 ' ) T"$> 

*ct« nwi t?z> m&m 2 8 iz ib«k 0 % t: ? ? 7 v ymmm <n%^^- 0 

[ff*3l3 1] |}IB*SA2fl)3tem*aj»r*J&2 3fe»i:» M IB 5^ ft A 

3 0 lZlB«<D^t°^<77y7°^Bo 

[»#J5 3 2] HrSB»fiA2 03tmtf , arE3t¥* : ?-t:A»Lfc»^t:, 

3tmO/»:»€n 2 ( n 2ttg#U8i) ttSt, 



( n 1 xM ) / ( n 2xA2 )S 1 (7)7?* 

So 

m 2 = 0 ( 8 ) 

T-**Zt€^i:-r^if^3l2 5 , 2 6 , 2 7X1*3 2 tZia«<D3fetl 0 ^ ^77 

3fetM$tt*#**Cfc*#«fc-*-*fif#iS2 9 , 3 0X1*3 3 lZlB«<7)^t.°^ 

2a)^«aiit-r ; 5m2 3te^fc« t "iL-'> MbSttT^ct^^t-r^w^Ji 

3 3 XI* 3 4 lZ|B«<D3fet.°^ IT * 7°^lgo 

[»*3I3 6] aTaH3te¥* : ?« p »1»U>X7?**ili:*^afcr*i»* 
JI2 4J5M3 5<7)^-rn^C|S«<7)3fet. 0 ^^T'>r^So 

[»^313 7] IffliB&g A 2 0)*£l*. MlB^il?lZMLT#£tfc3fc3fc 
0)1**87? AltU MoSulBm2^tBylB^#m^i:<DrB^lZl*^^7 6| J>^U 
>XtfI£S£ftTl^£t£^$CfcT*»>fcJl2 3^13 1 <D^tL°^^-7'>7° 

[S*«3 8] mHB«2 5te«a!B««#U:«LTllia(DSB«RtF / XI* 
bu1B}^«A2<D^^I*, ffiriBrtfflHa«€ffliflU*:fc«fc. SriBlMira 

t*3iiiaufctefc7?»*^/rR**cfc*^atr*ai*3i3 7icib«<d^ 

fcT*H!#il3 8CIB«<&&fc^ ^7^711, 



H£€*r5l»<DWP»N A C C**J&T* t l/T, SulB* * X'J >^ 

fc*«ilUfc4;#fcT?»IJcft* p *Mz:e:*««fr*i!**4 0C1B«<D# 
^^7^81, 

^r*i*CSB«?<D3fet:?' ^79 7°^So 

H££*T-5|5g<7)PgP$fcN ADtZ^Jfc-r^teg^it^fcUT^ huIB^^7°'J>^ 
t « > hu SBttft A 2 <D * Jfc £ tt & V$ 4 1 p ^ W zi - S £ M BftMm 

4 4 ] mBW 3 3fe» t BJaS3fe¥*^ t OMCtt* f X'J U 

MlB^3>fett^|B^^lC^UT'tf$g<7)lB0Sy : / Xtt^^fi 1 ^ ^(DH P 
tfeN AcC»«-r*ttH**fllt LT\ MIB*^XU>^U>X<D^#®«, 
3fe*llU:3fiVrtffl!l««t, 3te«l*S51U^fl««tU:»ttA:t*. HTfB»ftA3 



IR#JI4 5] »#JI3 4 fn*C 1B» (7) fttl'y X 

*ftmt?z>m&m a q tumour votv x^So 

[i*«4 8i MiBgsp^j^^tt^-r^p^^^ruxAT^^zt 

4 9 ] rnmm p * xu >^u>xt-$5 ct«^ 

^(^^■^^314 6lZlB«<D3fetl'^^T^X^go 

[»M5 0] miBi8p$iJK^^i*<i*iii^T-ife*ct«#mt-r^iS 

*^4 6 lZlB«C7)^t: 0 ^^7^X^tto 

[S*3S5 1] MlB3fc¥J^(D^&< tfc-^a>*^®l*> 
iy IBH 1 3fctf $&IB§igM*> BtrlB^ 2 3fe1f ^IB^^S^ liflBm 3 Tfe-tg ^1B^ 
^IZ^rUT^ti^tilB^S^" / XttS^^^fot^lZ, BulBUi 1 &3§L fylB 
m2^^St>*MlB^3 3te)1l^6^ti j etiBil^tit^«A1 , A2&tf A3<D* 

/ X&nttZlfvtitbiZ. mBM 1 3fe}HS.2>*lylBm2 3fe^^6- : 5-n j rnBl 

tifcSKfi a 1 rv K2 0)ye$i%mmizi±z>tf. mum 3 »6i^ n 
#-r^>ct^#^t-r^>m*Ji2 373^4 4 , 4 6jiM5 o<D^-rti^tziBa 



n2%MJk&mmz%mfte>^ft^nm.Mi£ftti%L^K j \ , A2&# a3o# 

RZf I X&Pi^fTofci&lZ, fulfill 1 3t)BS.t>*Mlfi^2 3fe^6^*i^+iM 

w-r*£t£4$£&fc-r3»>fcJS2 375^4 4 , 4 6 73^5 2<D^-rn^ci5« 

^izMLT^ti^nifi^S^ / Xl*H££fT-5Jti&£, MlBIg 1 3fc)B. buIB 
^2 3te)^^HUlB^3^^6^-n^nMit^tl7t^SA1 ,K2TkZf KZ<D% 

mzmmzv&m 1 mat, 
fltrlB^ 1 3fel»#lfi0«#s^MlB^2 3telf^lfi^^u:^UT^n^*iia0 

/ Xl*Pi££fT-2>fc*C, fulfill 1 3fe)liS.C>"Hylfl0 2 3t^^6^ti^tiBil 
tifc&S A 1 SO" A2 (D^^^SM^itT'tflgifi^Hlzm^^ti:^^. mT 

ism 3 3t»# 6 msj* n tas a 3 ro^m^aifl tmmmmizmMiz 1+ 

#-r^Iel^CD}^ife« n 1AtU tulB^ 1 IU#f«i^U:^ U ^U'^iSS A 2 0) 
#-r*@«f3feO^»€n 2 AtU MiB£ 2 HI#f«li£C<fc U £i;*3fcft A2 <D 



n 1A: n 1D*n2A: n2D (9) 
T**;: 8*51*312 4 , 4 6 5 3 0>Vftl#\Z&m 

gffiB^ 1 3titfgiB^^<*. hjibh 2 %mmmmwRzfm&m 3 isiBst 

^IC^LT^*!-^ ftlB^Rtf / fro;t#>C. tulBfli 1 3fe», aTSS 

ntM a 1 so* A2 (DXiz&mmzvTmmmffiizmftzvztf. m 

3 6 S n Jfcft* A 3 <7>#m#jIiE U T fcffi$&lB^® CH&£ tt 

m&m 1*«CB* 1 HUfffcjSjflrtfcltSftTfcU, IJIB^2lH«U:B:j*2lHl 

MIBJI 1 la]^f«3tU:«fcU^U'^^SA1 (DlU^roa^, ftAOIsl^f^^ 
mSZ>m%x%<Dmk* n 1 AfcU t}aE*1iatf*£C<Mj£i;*;fcfiA2<D 
ls]#r3fc<D-5*5, «^<DlHl»fa2p*Wr*lsl*f3tea>^»*n 1DtU 

uiBS*2iHi*fflij&c<fcu^i;*»SAi <7)mtff3te<Dos, «A<7)iujf^^ 

^-r^>0#f3fe(7)^^ n 2 AfcU MIBJ*2lHlJf#iSt:«fcU^i;*3ftftA2<D 

n1A:n1D=n2A:n2D (10) 
T"&U. n 2 A&^$fcT-&£Zt£4^fcT5IS5}<Jl2 3M4 4 , 4 6 73^ 
5 3(D^-rtl^tZ|B»<7)>febl-^^7 7 ^7 0 ^go 

[»^J156] n2A=5, n 2 D = 3T'$5Zt$#lltt*»*Ji 
5 5 U:gB«<Z>3febf ^ ^T^^SIl. 

[^5 7] n2A=3, n 2 D = 2T'$*Zt^ti:tSa*Ji 

5 5 iziB«<D^tr^ 0Tv^mm. o 

Ii*#JS5 8] MgB»2@#f*3SU:«feU^i;*»S A3 <0^%O^ *5, 



[»*3I6 1] BiTlB/lfcS A1 <7)#lfc<7>?fc£&±tC, <D3fe^U: 
[|f*3S6 2] H}BE«ftA2 0>3fe<D3telfr±C, hJSEM A2 <D3te3fcCo 

A1 <Dft&Cr>VTeiVBLmffiIE&4T5t:lfo<Dm 1 feiRSft IE** *i, 
mflB)^ftA2 0^mO^tf'31jlt^^±lZ v mflB)^SA2(D^^lCO^Tfe 

S**3I 3 3 CfB*£<D3fct:y 7°^a o 

[»*«6 4] HUlB/SS A 1 <D^mtmiIB)^SA2<7)^mt^'W51LT 

feiRMMIE^^llg^n, MIBiSS A2(D3fe^co^^ffljg-r^>feS&±lC, bit 
IBftg A 2 <D -d [A X feiJXMMIE £ ff a * (7) St 2 feiJXMMIEJSi ^tflfig 

-*<MJ3te««u:, MIBj&ft A1 oytJ&tt&M^&tthoM 1 t*-A5>x^y\° 
-^g£ ttTl^Ct "T^S^iS 6 5 ClS«<7)#t°y ^7y/gl« 

[b*#JI6 7] MIBm 1 t-Ayi^/t-B, USBftS A 1 0)3t*U:o 
^TfeiRS€«IE-r*z:t*#lftt-r*SI*Jl6 6iZgB«<D3tetf v ^7f7« 

So 



MS#JI6 9] mrfB3t2 tr-Avx>m-», !5iB^SA2<D3l6miCO 

So 

[fflf#JS7 0] huIE/KS A1 (7)^mt|yIBm2<7)3tmt^ r ±t®LT3ljl 
X I* lif lB2fcg A 2 <7) * m £ MJfc -T * t «> <7) £ - A v x ^ /\°- ^Uti *l T ^ 

[»*3H7 2] MSBftfiAl ©#3fcfcHjBB«fiA2<03femfcJ5ra51UT 
»#JI7 2tClBm<0^ti o ^<7T^7 e ^Sc 

uriB^s a 2 p3tem©*#Sia-*-*3tes&-tu:ie 2 □ u 

*i# ClB»<D3fe tL° »^7f y^So 

[»*JI7 5] ErlBH 1 H'J^-^tmffBm2Z]U^-^(7)o5> 
< t - ^ <D Zl U .X - £ 0 5g« » 7° 7 7n J- * O T- <& 3> £ t € 4# Wi t 7T * 5R * JS 

7 4\zum<n%¥V7Tyzfmw.o 

6] 7°^7.5 1 '>^«mWi:-r^ttrlB^^< fcfc-#<D=IU* 

--si/rfejRSittiE*^-?** c t «iitt -r^ii^Ji 7 5 turnout:? <?t 



[f**Jl7 9] ffiffi»«A2<D3tem#ffliaT*3te#±CB, MIBHU.X 

[IMSJS8 0] BiTfB3i2 tl--Avi-r/\ , -«H?lB^2fei|Xll1«iE^^T- 
&*£fc£#^£:-r*>S*Jl7 9 CSB*©*!^ 27* T^Bo 

[8»*3I8 1] MIB^AI 0)ft<D%.m±IZ&. HulBmiDU^-^t 
HJiBJII3t3t^mfca>MiZ. luIB^S A1 <&3te3Mc»&T*fc*><0* 1 t-AI 

* 7°^Bo 

[f»*JS8 2] HtrlBMS A2 0)*<7)3fcS&_LlZfcJ:, itrlBUi2I]U*-£t 
By|BS^3te^t(7)^lZ, BUlB^RA2<D^m€M^-r ; g>t*<75m2 bl"-AM 

JI3 7 73M8 2<D^-rti^C|B«<D7fcbi o ^^T^7 0 ^So 
[f|BJ3<&f¥lffl&l&Hjn 
[0 0 0 1 ] 

m^ffi^T, 3 o<7)f|&*&ffl$glB^£ttC*tU7\ ^ti^tifflfBOlBiiRtf 
y ? 7 v 7*^SU: II -r * o 

[0 0 0 2] 

iB»«#tfc^5 ) T-**, C D ( ZI>A°^ hfa^7 ) fc|^Ijg<7)*€ST- 



Atil^i+t i^03fef^^T'$5 DVD ( TZ/ZJin—VZ-UlT** 

£ti*o ^0) tablet*. ^T-**u--tf<D^S'fk^^u>Xa)i«PlPtfc 

^3><7)l*, SS4 0 0 n mejK<DSjgfe¥##U— VTftSo 
[0 0 0 31 

c(D^a^i4 o o nmnmonm&^mitis—v&mvTs mmo&m 

U7\ NAO . 8 5, 3feflti&ft4 0 5 n m<7)tt«T"tf IglBli / S^S^TO^T"* 

fc*. DVD ( NAO . 6, 6 5 0 n nru !BlS#fi 4 , 7GB ) t^U' 

A^ST&^ES 1 2 c mO&T-WT^lI^rUT, 1 I^ttJ 2 0 - 3 0 G B 
<om m<D BBff RT b& T- & o # JflT * DVD <Dlt#gIE0® Ul^tUT M 

l^* ( 1 #J» ) . 

4$§§ 2002-236253 
[0 0 0 4] 

*&^o SlfcCfc^T* ^tt^#&'t»$g£fBiiUfcD VDfC D^^^tiT 
l/fcSMt****.* t % M^jgD VDC*tUTiH2JlZ'tS$g£iB0 / S£T-#3> 
£ W-CBJ£6*\ ^J^tfll-^-^pffWLT^^^OD V D^^l*C D 



[0 0 0 5] 
[0 0 0 6] 

ms^flm-r* £*>£>¥&:] 

»5|<JS 1 CiB*E<D#h? v X^afflW^^^ 1 B, A 1 <7)H 1 

}&KA2 ( A1 <A2 ) <D^2 3te)¥t, >#SA3 ( 1 . 6 - A1£A3£2 . 
0- A 1 MO A 2 <A3 ) Oi3*lt, ^i?«tt)$*^il€tU, 

* t 2 ( 0 . 8 • t 1S t 2* 1 . 2- t 1 ) ©fllS^UTf 2 3te*«IB» 

«#©1saiBaiSC:it3t*i±*iitu:<fcoT, ttlgolBii&tf / XBPI££*T 

^Ct^RTit^oT^U, HCMlBlJi3 3te^#6Q#3|€£, BiZ t 3 ( 1 . 
9- t 1St 3*2 .1- t 1 ) <D#M€^UTm33te#asBaai#a)1»aSB 

fff|B^^^(75^^<i:fe 1 MUZBUl^it^lSltSti, MIBll 1 3fc1i$6l3 

MBit, mum 2 ftflm&s&fr&tf iftSBft 3 %m *8SBS«#t:*tuT*-*i-r 

+1130^.^ / XBIf££*TC>l$U:, mflBSg 1 3fe», buIBI! 2 , SO'tulBH 
3 3fe)¥^6^ti^+iM^nt3temB, |}SBIaltf«j&**ai,TjIiflUfcSL 
rnJlBH 1 *tit$gIBtt&#. MfBH 2 *til$gl5lt&#. Stf hTSB* 3 fttiifglBit 



tUftinl, n3(n1, n3»SMi) tt*t, 

1.1 ^(n1xA1)/(n3xA3)^ 0.9 (1) 

[0 0 0 7] 

1 csd.m<D%.mm*iz&vx&. ( 1 )^mtz^ztx'. buib^ 
mxmoxmR&m&n 3 *tft $&iB»&#<7>iimiBii®u: mm* nz> mm &m 

(D%mif& vj [ ( n 1 xA 1 ) / ( n 3 *A 3 ) if 1 ] 0>T% 

1ft $g <D S £ & & X ^ - K> m & Si U X ^ - 0 ife i: £ JH Ift IZ ffil ffel X" £ Z> o 
[0 0 0 81 

if5)<Ji2iziB«<7>*bi o y oT^rmm.m<o%^m^. 1 iciB^ofi 

BJilCfc^Tv fylB&gfcn 1 , n3l n 1 : n 3 = 2 : 1 
[0 0 0 9] 

f»^3i3lZ|B«<7)3tet:^^7 7 y7 e ^Sffl<D^^^l*, IS^I 2 C1B«£0)#I 
BSCfc^T, luIB)^S A1 <D%*\Zl$^%mZ%^m*<»%^%fem*r(\ 1 t 

m 1 = 0 ( 3 ) 

T»£*(DT«, ^®iJXM^«MlE-r^±T-*feffl^t^ti*MIB)KSA1 <7)3fem 

vi-r;\°-^ti--Ax^7.A 0 >^-^ 3 £ffl^T3fem«sm-r^^e>^^> J f- 

n6«lulB^S^<7)3fe)li<itZffAt-*i:Y^m^A^^*^^lZ^vj, * 
^l^m^Otl^ttB, 1 %^jg<DlUi£m&*, ^<tt |m 

1 1^1/10 oo^^-t-tjfewt-r^o 

[0 0 10] 



m&m. 4 izBmo^y vt? ymm.m<D%.&m?&. m xb 3 cib 
m 3 t-r^>t, 

■1/12.0S m3 S -1/16.0 (4)T 

ti>Z><T>T-. m 1BH 1 RZf mBM 2 3te1t4HBM#<0|jlM^, IBHf 3 3fcW*g 

^C&offcifc&m*: UTmrlS^3 7feili^6<7)>fem^MIB3te^^U:Alir^-t+^ 

[0011] 

m3tt5t ( 

■1/12.0^ m3 S -1/13.4 ( 4' ) T'& 

[0 0 12] 

Tfn^ ClE»0#feB8 IZ 33 ^T, mFlB/^S A 2 (D^tf" ETlB^Jit^ C AS* U 

0#f^<Z)^f»* n 2 ( n 2tti*&») fTSt, 

(n2xA2)/(n3xA3)^ 1 ( 5 ) 

SCtSHtttS, KStA9C»( n2*A2 ) tt, «<? <D|I*1*M *i3>#\ ^ 

tmriBH3^t€i^i;s«±t:iisufciL-y S3te**jsi**»^ £:*>6 
*>„ fct% ( 5 ) ^=£iifr^-5ic-r^>ctT% iuiB/^s A2o^mic^-r 

[0013] 

^^7t:iB»a)^bi , '>^Tvr^Sffl<7)3te¥m^»> S!#j3 6u:8b«<b» 



-1/12.0* m2* -1/17.0 (6)T- 
[0014] 

-1/12.0* m2* -1/13.4 (6*) 
[0015] 

m&m 9 iziB«o^t.°^ ?t v rmm.m<n%^m^. m&m 7x1*8 cib 

«0>MC<I5^T, Er!BftgA2<D3te3fc£ailt**ai2 3fe»fc, MIB&SA3 
[0 0 16] 

f»5|<J«1 OlZlBao^tl'^^T^r^gfflO^^^t*. fi*3i2 75M5<D 
l^ft#£lB»<Df&BJlC<J3^T, Bfr!B)^SA2(7)^^HfflB^^^U:Al^U 
Jt*^t % |}|BlHl»f«jttZ<feU»^T*lHl#f3tea)^*, «A(7)lslW«tt 
*laI#f3te^<Z»5:»* n 2 ( n 2tt£S$ifc ) fT^t. 

( n 1 *A1 ) / ( n 2><A2 ) * 1 ( 7 ) 

MlBUt 1 &»fcWSBiH2 3fe»fc*l!i;a«±K:iJ 

^^6<7>^miC^UTfeHUlB^^^O^^^«^U<-r^^^^ ; i>o 

^■^T", ( 7 ) ^fit-r^ac-r^ctx*, b?ib)^sai o^mcM-r^Kf 

IB^Ht^O^mte^fc, mrlB)^gA2(D3fe^lC^-rSMlB^¥^^0^^ 
mte$fc£llL<T-£*<£e> ULTIMO 
[0017] 



m&mi 1 iz&moxev ?rv7%im.m<Dy6¥m?#. m#m3 ,4,5 

m 2 = 0 ( 8 ) 

T-$5(DT\ ^fc>W>3>BylBHf 1 3fe}lii:BulEll2 3te)lii:^ r ll-a*5±CKS^ti 

jt,&^ 'J>K< tfc | m 2 |^1 / 10 OO^StOtOtt^o 
[00 18] 

<fco Mitt Z> t , MIBIslJfMit^fflM 1/ fc* jfcC <I5 ^T3*®i|XM£ c*. *J T 

>#-iz-r*^#te«#LTi^<DT-. MIBiii^«j£iz##^#sa>3tem£ 

MM £ -tt ;g> C i: T\ JaB iff JH C £ U MSLUit B# C £ U* * 3*® ^IflJPy 
h WA^ y=f/r H T"£ V 2> tt ^ 7s A CMlE€fTX. * t * , 

[0019] 

«5J<3S1 3CIB«03feti o y ^/^r^ifflO^ifB, li^ill 1XB1 
SA2<7)#£ttl^^Jg2#}Tfi:;!f:i-y K^nx^st, »^7^7 
[0 0 2 0] 

4lZlB«03febi*^^Ty7 o ^gfflOmilB^^^W:, ff5fciS2 7?>M 
1 3 0^Yft#CIB»i<7)^BEC<l3^T, Ml/>XT"$^tff$l/^^ cti 

[0 0 2 1 ] 

«^3S1 5tClB«CD3febl 0 y ^7^$llfflfl)*¥*fH:, »^JS 1 73M 1 4 
ttU-rfttfClBaof^Cfcl/T, ffifiB3t¥H^0^3S:< tt-o©^lB 4 

mnn 1 3fc««iB««u** mibh 2 *«#BiBii&tt&tf m isai 3 ^ts^iB^^ 



zmmzvzm 1 miess 1 ^w^ib^^s^ i-tibii 2 ^-tsistBti^ 

ttC^LT^ti^tilBa&tf / Xfc*IS££*T-5fc«>lC> IfilBUi 1 ft/TilK.tfmrfB 

iBm 3 *>:w 6 mm$ ti t a 3 <D&3itrmm L&u^f^cKy^zi-h 
[0022] 

0HH«iza^T, mfiB^-i'^p-fy^zi-h^JS^nT^^^Huiy:, msf 

[0 0 2 3] 

is*3ii 7 tumox^y ?Tv7%im.m<r>y6¥m?&. 1 ^1 1 4 
MiBH 1 3fe-w ^fBitgs#, m ism 2 %m mmmftRvmmm 3 ^^ibh^ 

^IZ^UT^-ti^tilB^SO" / XfcJ:Pi££*f5fc«>C, MIBH 1 *i®> buIBH 
2^)TiSa c HulBm3^^6^ti^tiBllir*nfc^ftA1 , A2&tf A3<7>*m 
^SiiiS tt*>Jg 1 fH«fc* mflB^ 1 3tflt«IBS«l#R^«raB*2 3teflllRIB0« 

siiu:iii3test**#\ HjSBiS3 3te»#sj(i»**i«:«SA3<D3temxr3ajaLT 
Kiii^sitsnTasvj. buIbjh 2 mkcbjh 2 Btfttfejirtti-t 6 *it<jsvj> m 

SB»1 l3#f«liSU:<fcU^L;*«SA1 <Z)li|Jf3te<D5S» iA(Dlsl^$%t 
*|Hl«f3teO^»*n 1AtU BUlBJit 1 |sl&r*i&C«Mj£i;*2£gA2<0|H|&r 
*^<Dlil#f«i**W-r*lsI#f3fea)J5:»*n 1DtU MlBlg 2 Biff 



n 1 A : n 1 D*n 2 A : n 2 D (9) 
[0 0 2 4] 

fc*S££*T5|5£<7)^ntfcN AcfcU^^<-r^>Ci:^^ti^>* r , 
B\ MfBSJt 3 3te«aiB»«#U: ffiffl Bf t PI P IS N A vj ft t & 
§o ^CS^Ttt, (9)*«»m5CLT^*. 3ofl)3feflt*RIBS 
*g#<D5&« 1131 -T A2, A3 O^AlJUfcW^U:^ 

IBft 3 3teflt #RBB08t#<&1ff ISIBS® C m%1f*i£ ti-T, ^niC^UPBPgfcNA 
[0 0 2 5] 

MiBm 1 HtriBii 2 3te*aiBa«#&tf mib0 3 3tw mmu 

#c*jLT*n^*iiBsatf / xtts^^^Tot^iz, aHBjei3fc«» arts* 

2 3fe)lfS^mffBm3 3t^6^-^ j rtiMIJ^n^^SA1 , A 2 SO* A3 03fe^ 
£Mia£t±*JJI 1 fufBJfr 1 ^W#fB0«#^y : miIBm2^'»^lB^^ 

#C»l/Ttnfti8B»Stf / fctolZ, ffrgBSI 1 ^/TP&tffiflB 

ft 2 6 * n-^tUWI** ftfcftft 2 <7)#jfc£ffliM£ ttTtiMRIB 

«SUlS*3te£i**;S\ BUlBm3^^6Mlt^nt^ftA3a)^m^SilLT 

t«aBB«iic:iii3te*tt«:^*2««t. iirsBaii<a«u:tt*iiHi#f 

«3&^|gl-t6*iT^vj, t»B»2«J«CH:fll2@iff«ia/rKltS*iTjSU» mT 
IBH1 H*f*HftC:«Mj£i;*;ttftAi ©HI»9S. I^ronilf^Stt 
*HlJf3fero^»*n 1AtL 4 tuIBSfll E#f«j£C<MJ A 2 <7)0jjf 



2fc»€n 2 AfcU l}|B*2lHl^*JSt:«*;VJ^i;*j»fiA2<DlHl#f3te05 6» 

n1A:n1D=n2A:n2D (10) 
n2AMW:t^Htt5o 
[0 0 2 6] 

^^BJlzfe^Tl*. ( 1 0 ) 5££}ifcLT^3>(&T% MfBj&S A 3 tfMlBilfc 
5A10)2ftT-$5tt5>*6B\ B}SBSe2lsl#f*iS*3aiaUfcWiBJSft A1 
©#*Cfc»***00lff»*©2fcft*n 2Att*t> mTlBig 2 HI 
MiMUfcrnflB^S A3<7)#jfcCmt*«*<D0^^tt;££fcn 2 A / 2t^5 
&»n 2 A#fl»T?*titf» KTIBSIl2«**31iftUfc«HB3ftftA3fl)3te 

UtfU&tfS, n 2 A^ifcfcTfttfn 2 A / 2Cj£^gf&<7)tf:lfc<7} 
ffl U fcM a 3 a>3fc&fulBI£ 3 3tefltaiS*JK4*:a)flt«!BSiS±u: ja*<fc < 

[0 0 2 7] 

<D^B^lC33UT, n2A=5, n 2 D = 3 T'$>% Z. £ S%> OX'. MVJ 

in jff % € ffl ^ t m mm ftumsB&tti* c m u x mo c m n 

[0 0 2 8] 

S»#JS2 0CIB*<D3tet:f rSIBfflO^JR^t*, S5#JI1 8M2 
1 (D^-rtlAMZlBaOlilB^Ca^T^ n2A=3, n 2 D = 2T*$5Ct?H 
gii:^©!-, M^^^^lsl^^ffl^THiflBm 1 RtfJli2 3fefll*iBS«M* 
CSJLTMlZ'tgfgOlB^S.tf / XttS^^^fX-^o 
[0 0 2 9] 

©»«C»UT, KrlBS2Isl*f«jtC<fcVJ^U*S^gA3a>lHl#f3feOolS. ft 
*0>[I]tff$«tt6 0%MTT-35^>Zi:«^t-r^(DT% WSB^ 3 3fefll*S» 



[0 0 3 0] 
[0 0 3 1 ] 

2 ( A1 <A2 ) (Di2*It ) &SA3 ( 1 . 6 - A1^A3^2 . 0 - A 1 A 
2<A3 ^if«tfc*3t3fe^tS^U, mUm%%^ 

mut&Mtmfte>o)%tt. t 1 ©«ng«^utf 1 3fc*aiBit 

oCttfqTBgt^XiBU. X, BylBJg2 3fc)lI#Sa>#Jit:£, JS£ t 2 ( 0 . 

8- t ist 2^1 . 2- t 1 ) <D&mmzftUTm2%mmmMW<Dmmnd. 

fc&^X&U. Ht«r5Bm3 3fe»*S<D3fc5S*» J5*-t 3(1.9- t 1^t 
3*2 . 1- t 1 ) <D^S^/rLTm3 3t'tfaiB0^#(7)t»aiE0®lC»^ 

* # bi° y 1 T V 7° ^ B IC S3 X , 
tylB^6¥^^(D^< t 1 ®Cl*Sg 1 Isl^fM^lSt-tSti, KflBm 1 3fetS 

aiB&tttt. ktibii 2 xmmmmwRzf miam 3 3t*aiB««{* u x 
n^niB^s^ / xtt^^^T^^tc, ibibss 1 «rsB*2 3te3BL J&vm 
is«3 3fe«*s^+i^ti«Rit*tiJt3fcmi*» Mian 1 m#f*j££&Mux®i§ 
ufcm, tuisfft 1 3te«asB»ai#, ktsb» 2 3tetitaBB»«#. & orient 3 # 



»*f*ifhn1, n3(n1, n 3 BS#tft ) tt*fc, 

1.1 ^(n1xA1)/(n3xA3)^ 0.9 ( 1 ) *J8fc 

tut*««tt*. *»«0)f^ffl»*H:, 11*381 \Z&moftWtL&MT-& 

[0 0 3 2] 

IBJft:»n 1 , n 3tt, 

n 1 : n 3 = 2 : 1 (2) 

[0 0 3 3] 

m 1 = 0 ( 3 ) 
[0 0 3 4] 

8**35 2 6C8Bifl>*t^f^7s'rSIB, »^2 4X1*2 5 (Delias 
l^T> frlB^S A 3 fl)*3RC»t ©mft* S m 3 k 1 5 t , 

■1/12.0^ m3 S -1/16.0 (4)T- 

$§Ct«tt§, *»*0Ma»B, »*3i4U:fB«fl)»i!Bfc|^«7? 

[0 0 3 5] 

ff;£Jl2 7 CSBllG) Stems' ^^r^IB, IS*JI2 4 XI* 2 5<D^lCifc 
- 1 / 1 2 . OS m 3 £ -1/13.4 (4') 

[0 0 3 6] 



n 2 ( n 2l*g$S£fc ) 
( n 242 ) / ( n 3><A3 )^ 1 ( 5 ) T'& 

[0 0 3 7] 

-1/12. 0 * m 2 ^ -1/17.0 (6)T 

o 

[0 0 3 8] 

iB&ft A 2 (D^lZSt-TS HiTlB^li? <D3fc^2M£^£ m 2tt*t, 
-1/12.0* m2* -1/13.4 (6') 

[0 0 3 9] 

1E&S A 2 <D3fcSk£ dilt-r 2>m 2 3fc}Tf t , MIB&K A 3 fl>3fe* ttJ^f Z>M 3 * 
[0 0 4 0] 

S#JI3 2tZSH«<D3febff r^Btt, m*JS2 4^12 7(D^fn# 

(DUB^C^^T, |tilB^RA2(D^m^ r mrlB^^^^lCA^Ut^lZ, MIB 

©3fc»*n 2 ( n 2t*S*&») 



( n 1 xA1 ) / ( n 2*A2 ) ^ 1 ( 7 ) T'& 

o 

[0 0 4 1 1 

^JS3 3 iz&moyetzvvry r^isi*. im*ji2 5 , 26 , 27x1*3 

2<D3|BSU:<f3^T, BtrlB^A2<7)3femC^-r^>BiFlE^¥^^<7)3fe#m^ 3 £ 
m 2 = 0 ( 8 ) 

[0 0 4 2] 

m$tm3 4\zBm<Dft¥y<7Ty7°%im.&. m#m2 9 , 30x1*331115 

[0 0 4 3] 

m&m3 5izBm<D^yoT^rmm». »*js3 3x1*3 4izmmo)^. 

#jJHl*. »*35 1 3CIE*<&5fei!l3fclWe**o 
[0 0 4 4] 

IS^313 6lZiB«<D3ttl 0 y ^T^r^St*. »*JS2 4M3 5©l^r*i# 
[0 0 4 5] 

m&m3 7iziB«<7)3tfy ^t^t^si*, it^Ji 2375^3 1 oi^f n# 

[0 0 4 6] 



[0 0 4 7] 

cms,?* z. t &ih5fcteVo jE&$kfttfnsL-£ nii^i^t^tfcjs^ 

Jfc^ t ^<7)^^*^ t (7) n C 3te*X U # '£ U* * MIT TiRM 
[0 0 4 8] 

^y7'J>^U>X ( =IU*-£ ) 1 1 5£tt, WPUtN AD = 0.65 
ADO^HrtT-li^SiRM^riHlJfRg^J^TT-^vj. ^0) N A D <7)£Mi<7)SIii£T- 

[0 0 4 9] 



^IZ^yXUV^L^XCX^^SS^Tfc, tttiHZflta 

XU^UVXfcfflU^ZfcT", W&S^£MiMLfc3te5|€lI^UT'tt$glB»® 

ttTfc, HI 1 3te««iBS«#<0fll*Ra>iE«;&tf / X»B^iC»^Stt^Uo 
[0 0 5 0] 

[0 0 5 1 1 

a*3S4 oiziamo^bi'^^Tyx^si*, 11*113 7753*3 9©i^n# 

£IB«<D#feBJ§U:<l5UT, mF!B}^RA3(D3fe^», alTiB* ? 7°U >?U>X£M 
[0052] 

»#Jfi4 1 lClB«(7)^bl 0 ^^T^X^S»> «*^4 0 \ZBm<D&W£&V 
T\ ltflBm3 3te'f»lgIB^^lZ^UT«^<DlB0SO c / XttS^S^T^BRroM 
□ »N ACC»J&T*tti**#tl/T, |ylB^^7*U>^U>X<7)^¥®«> 
3fc*Cifit*rtfllfH«fc, 3te«i#6iiiW*9ll«fcc#wfcfc«, arlB2£fiA3 



[0 0 5 3] 

mtt v X'J >^U>XOHi[lBrt«lJ^tluIBMiJ^ 

[0 0 5 4] 

^tSfti^MtUT, mr!B#^fit^0^®£, 
[0 0 5 5] 

»*J14 4lZ|B»<D3fetl'^^T^X^Ml*, fg^Jf 3 7lClB«O^B^lza^ 

t , bifib^ 3 %m £ mm%.^m?ti ©ncBAy/u >^ u >x*rug£ nx 

MP&N ACC^-r^-fia^^t LT> s([IB^yXU>^U>X<D^6¥® 



*J*3te5***©Hn»N ACC*}jfcUfcWamt, »yyj>^u>xoiip 

Sfc N A C C U t #^#^*«^ U fcfsa © * £ Mifl L £ l^3fe 
[0 0 5 6] 

niB«(D^t:^^7 7 ^r^gt:ffi^^^^7 0| j>^u>xt:a^T. m ib as n 

[0 0 5 7] 

ClBK<D§feB^u:^^T, MIB^SA3<D3fe^O^S&±C*S^T, IJIB*3te3te3* 

[0 0 5 8] 
[0 0 5 9] 

■#«4 8C|Bt(D*t5'^79r*ttj:, If ^4 6 ClBifc&fMllCfc^ 
[0 0 6 0] 

m#Jl4 9lC|B«<7»fct'y ^T^T^EO^ S#JS4 6lZlBtttf>#£HElZ<J5^ 
t, H&IBMP$IK*?t*ayXU>^U>XT**fc#*U^o 
[0 0 6 1 ] 

[0 0 6 2] 

fi*JS5 1 cIB»<7)^tl 0 ^^7 7 ^X^gl*> m^JS2 3 73M4 4 , 4 6 
5 0O^-rtl^U:|B»(7)fi|B«lZ*3^T > m^%^m^-<D^<tL^-'D(n%^ 



m&s mzm 1 Mmmtmm^ m&m 2 %^ 3 Otitis 

WIBJIl2 3fe»2irF»lB*3 3teill*S**i^tlM»**i)t«ftA1 , A2SZ>" A3 

<D%m*mmiEi±z>m 1 mibis 1 3t^$giBii&tt;&o c fiiBJg2*'ttfg 

# wssst 2 3te»# 6 n«a»* tiJtsftft a 1 sop a 2 <D#m€ai®s t** 
#\ mibh 3 s mite n &«« a 3 a> u&i^-r^p-fy^ 

[0 0 6 3] 

T, WiB^-f^P-rf ^□-S« p J6**iT^*3te^®CB, (H Iff *3t# IS W 6 
[0 0 6 4] 

»*315 3 CfB*fcfl>3tefc:s' ?7*?HRBl*, li5fcJi2 3 73S4 4 , 4 6^1 
5 2(DU-T>l^lZlBttO)ffeBJC^^T, IJSB£3te3te^O>3!>fc< fcfc— 3<D3fe 
¥®tt, 1MB* 1 *11MMB»i#* HylB^2 3fe1SlgIB^^Sy : tyl3^3 3te'tf 

miB^2 3fe^y : MlBm3>feif^6^tl^nHllt$tlt^SA1 , A2&tf A3 
<D*3fc£Mijl£-t±*>Sii 1 «J*fc» ItrfB* 1 3te«*B»*#&imiB*2 3fe1»* 

cfijsb* 2 %mt? nt)M a 1 A2 <D^mi^it§ 

, BiTlBm 3 3fc35W 6 ffitt £ ft fc A 3 0) 3fc J&tfMil U^^^-Y^P-1">^ 
3-hSILtf2Mt, StUTU^t, «TSBai3 3teflta5Ba«#t:*tL 

[0 0 6 5] 

lf^3S5 4lClB»(D^tl 0> >^T^r^S«> If ^31 2 3 73>M4 4 , 4 6M 
5 3<D^-r*l^CZ|B«<7)^^lZ*3^T. HUlB3fe¥^^ <D'J>1Z< L fc-0<7)3fe^ 
®B, MIBffl 1 3fe«agB««{*. WIB* 2 3te*aiB»«H*SOfffi5BSI 3 3tetit* 
lB0&#C*tLT^-ft^ftlB0Rtf / Xfc*IS££*Ta fcfclZ, fyfBSH 1 3fe», 



m&m2ftnR&mnm3ftmft£>*ti*tim&2ftt:fe&k'i , A2&o*A3 
0)%$Lzmm2it*m 1 mmti. mmm 1 &mmmmM&R& mmm 2 %mm 

# bjibh 2 xwtrs^rti'etimmiEtifiimm a 1 so* a 2 vftmzmmz ttx 
-ttisiBii® i±*>#\ mibh 3 ftMfrsmmzntiftim a 3 (nxi&tfm 

ilLTfc^|gfEii®lCifi&£tt&^Jfi2^iit, MlBH 1 pI^ICI*^ 

1 IsJ^^ISl-tStiTdSU, fjIBm2^Cl*m2[Hl*f«^iStt6tiT*S 
VJ, MlBm 1 IsltffM^Ul^U A 1 (7)|H]#f^a>-5S, i^(0[Hl^? 

£W-r*lil#f*0;£ifc£n 1AtU, MlBmi IU#f«atC^vj^L;*^SA2 

ifBfc<7)&tfc£ n 2 A fc U mflBH 2 @#f«^U:^ U ^L'^i&fi A2 OI°]#f*<7)-5 
n1A:n1D*n2A:n2D (9) 

[0 0 6 6] 

5£fB«<D3fctl 0 y ^T^y^lBtt, fiM 2 3 4 4 ,4 6^1 
5 3<7)l\^tt#CfB«<Di£BJllZ<fc^T\ MIB^^^<D^< iz=b--D0^m 

BmM&lzitilsTTrti^titmj&ZJ? I R&MZi&fi^ tabic, miBl! 1 3te;^. fu 
IBH 2 ft^&tf mffBlli 3 3fe* # 6 * ft* nSfUHS titMAI , A 2 A 3 (D 

3fcm£Mj®£tt*>jg 1 mibis 1 ftmmmmftR&mBn2 &mmm 

man 2 ftnt?£ ^ti^nmmz titass a 1 a 2 <D3fem«iiii^ ttii 
mmmtrnxz tt*>#\ mmm 3 s ss*t$ n£&s a 3 o^trmm 
LT&mmmffi£mftzv:tevm2mMii. Miami ^tcttmi 
i°]jf«^^^t-t6 tixa u , mzm 2 mmz urn 2 ©tf^^istt e ti T *s u . 

-r*n]#f)te<7)/£2&£n 1 Atu mib^i m*f«^u:^u^i;^>^SA2<7)ii] 



±uz>fem^^ <7>ie]#t#<d-55> m^oy^m^m^m-^^mm^o) 

2£»€n 2AtU, h5!BH 2 @#f*ifilZJi vj ^LT*aS A2 <»mtt%<»0 5> 
n1A:n1D=n2A:n2D (10) 

8 CfB*<D»Wfcl^«T?«*o 
[0 0 6 7] 

X, n2A=5. n 2 D = 3WCt$#Stt5. ^f^O'fcffl&imfc*, 
[0 0 6 8] 

T, n2A=3. n 2 D = 2WCt«Httt*o 
»*3fi2 0lZlB«<7)HQ^t|^«T-*^>o 
[0 0 6 9] 

lC|B«<7)^B^lZd3^T, M!B®2lal*f»!fiU:«feU^i;*ftfiA3«)lHl#f3te©^ 
[0 0 7 0] 

tt§. ^BSo^ffl^m». m*3a2 2t:iH«a)»iflfci^«T?**o 

[0 0 7 1 ] 

»5}<3i6 0lZlBtt<7)^b o y ^T^y^Sl*. fM<JS3 3 73^5 9<D^-f*i# 
IZ|B«<D||B^IZ*5^T, tyfBJil 3 U--fT-&^fc. mflBJft 3 

[0 0 7 2] 

»#JH6 1 ClB*0;fct'y ^T^T^Sl*. l»**3 3CIB«<Z)Sfei!BlZfcl,* 



C#LTia«CtiMR<DlBa;&tf / XttH^S^rx-^o 
[0 0 7 3] 

»5fcJl6 2ClB»<D#bi 0 y ^TyTHKBtt, SM^SB 1 CfB«<Df£BJ3lZ<l5 ^ 
T, MlB^gA2<D^03feS&±UI. h&SB»S A 2 tf>3temc o U*TfeiRM*iIE* 
0-5 1 4t>fl>fll 2 feiDUMSjESR-ftfEBS ftTt*% fc, HT9B* 2 &Wf81Ba^# 

[0 0 7 4] 

MM 6 3£lB«<D#t: 0 y ^T^^fil*, II*J13 3ClB««>»giU:aSl* 

to on 2 &wmffiiEm? trmmz *it v * t , msh 1 snam 2 *«#sib 

[0 0 7 5] 

»*3S6 4lZlB«05^tr^^7^r^g», IS*3S3 3lZlB«tf>3&0SC<J5^ 
T, fflB^ft A1 O^mtHUlB/^S A2<D>femtXf«ML/TMil-r^^5&±U:, 

B£*u MIB>]£KA2CD^<D&tfMMT ; 2>7fcS&-tU:, h}!BJ££ A 2 
-DUTfeiRMMiE^fi : ottoom2fei|XMMiEm^iBg^nT^*t, buIB 

[0 0 7 6] 

a*jfi6 5 iciBa^^tr^^T 7 ^ 7°^st*, im^S2 1 x»6 1 rase 40 

[0 0 7 7] 

m#m6 6UHB«<D3tet.°*>^7^^«l*, »*3S6 5£lB«(D§feBEC<|5^ 



[0 0 7 8] 

-r*>fc, sulBJft 1 3fe#$glB0^H*tLTiS«]U:'tt$g<7)lB0Sy c / Xttlf££ 
[0 0 7 9] 

m*Jl6 8H|B«<7)^tl 0 ^^7 7l >7°^Sl*. li*Jl6 5 C1S» (DffcBJl life ^ 

mB$im A 2 0) 3fc3fc £ M^-T £ At) <D Dt 2 f- A v x -< A-tfKSS tiT ^ * 
MlBm2 3fe1f^lB0^U:^rUTjS^C'ti^(7)lB0SO : / XttS^^tTX. 

[0 0 8 0] 
[0 0 8 1 ] 

»^3I7 0Cl3«t<7>&tl o y ?7y7°=£S&, m*3S6 5tZlB«<D5SBJllZ<l3^ 

t, mib&sai cD^^tmriBm2<7)^^t^^auTaii-r^^is&Jiu:», 

M1BZ]'JP<-^^U^MJU:, MI3}^SA1 ro3fe^€^UX»HUlB^MA2 
[0 0 8 2] 

ClB*tf>#|fy3tC<fc^T, BiTlBD l JP<-^(7>fig#tt7 0 ^7,5 1 '>^T-^^i:, <£H 
[0 0 8 3] 

t, HiriB^SAi oxm£m&temk2o%miitf&m[sTmm-? ; s>ftm±iz 



[0 0 8 4] 
[0 0 8 5] 

1 ziujx-^^iBS^ti, «rsa^«A2fl)3te*fl)*xr3ijar*3te»±t:»2=i 

[0 0 8 6] 

If #Jfi 7 5lZ|3*(D?fcbl 0 y ^T^T^Sl*. lf^JS7 4lZlB»(7)f|B^lzatN 
X, fyfBHf 1 ZIU;* — ££:MIBJjt2ZIU,>< — 4>$:< t^-^(DZl U 
^ - £ 0ig^r»7°^ * <7 T'$> Z> t % -fficZI X S T41T- € 3> 0 
[0 0 8 7] 

»*3I7 6t|B«03fet:y ^7">y^Stt, li*JS7 5ClB«a>#£BJ3C&^ 
X, r^7.5 1 y^^fii#ht-^luIB^<i:t,-^<7)=IUP<-^^"fei|XMffiiE 
MIB0 1 Rtf / Xl*MlBm2 7fet»lglB0^#:U:^UX]l«JlZlt 

ig^iBms^ / x&m±*fix.z>o 

[0 0 8 8] 

Xl^t. buIBII 1 3teflf«!Ba«#iZ»OXia«tZtiiaOBB»R^ / X«IS£ 
[0 0 8 9] 



[0 0 9 0] 

»*JS7 9lClB«<7))fetl"y <7T^7°^Sl*. l»*Ji7 8lC|B«(7)f|ajlZ*3^ 

mtmm a 2 tivxnm t:- A5> * -r n-tf ibb£ tix 

[0 0 9 1 ] 

T, lulB^2 t:-A5/i-rA— l*ffiHB«2feiRM«iEft : f7?»%fc, BUlBfjl2 
^'ti^lBaJi#lC^UTM^JC«^OlBaSO* / X&Pi££*TX.*i:fcfcU: > 

[0 0 9 2] 

if*JS8 1 lZlB*W3fet: 0 y ^7y7'iitt, »*JI7 4 C 1B« 05 §£fE£<fc^ 

^ntl^t, MIBIS 1 7fet*lgIBa^U:^L,TjS«]lCli^<DlB0Sy : / XB 
[0 0 9 3] 

»*JI8 2iZs&Wi(D%^y<PTyym^. I*** 8 1 ClB«<D^lZfe^ 
T, IUIBMA2 <7>7fc<7)3fcS&±C», fflfBSg 2 =l U JX-S? fc1&SBIfc3te3fe^ t 
<DNIU:» mrlB&SA2<D3fc3fc£Mff^*£*!><DS)i2 ASJBX'JXAjJfBill 
^tiTUSt, HuIB^2^fglBa^U:^LT)S«C1i^<DlB®Sy ; / XB 

[0 0 9 4] 

W*JI8 3ClB«0))fetl , ^^T^X^gl*> »*JI3 7J318 2 *l# 



[0 0 9 5] 
[0 0 9 6] 

^ac-rs*!^ r T>^-c-r^>j tsit*, ft, Planus <Mjfcit£ 

[0 0 9 7] 
[0 0 9 8] 



[0 0 9 9] 

M,DVD-Vi deo Ofa. W£. I lB0«*te^ DVD-RAM, D V D - 
R , DVD - RWWlDVDMfa^?tt)t0)T3j5o X, fH 3 
7fcffl$B!B0$t#fctt, CD - R , CD - RW^CDWf'f^Sl^, 
[0100] 
[f|HB<7)HS60j&*g] 

VD ( m 1 0)3tf-f^tt^5 ) . TODVD ( It 2 (D3fef^^tt^ 
[0101] 

S2 1Z*S^T», Hl^It LT©^l¥iftU- *f 1 11(»fiA1 = 3 
80nm~450nm) # 6 t±ilt£ nfc&3k», 1 / 1 1 1 

JfcSL MlZ02<7)t:-A7,7*U v Z 1 1 6£MilU £6lZi®VJ 1 7tZ<^^T 
i&Sft, lfc&3fc¥fii^i:LT<D^U>X 1 6lZ<MJUt1 <r)%=r<7,l2. 00) 
|jlli2 1 ( JP£ t1=0.5>0.7mm, $f^U<« 0 .6mm) £:fM, 
TtffB!B»M 2 2 ft*> o 

[0102] 

^OTlt$glB0®2 2T"t»^bl 0 y htC«fcVJ^P^tiTJ5*rLt3fe^W:, SO* 
*M*U>X 1 6, J£*J 1 7^jgjlUT, ^2 0t-A7>7' l J * 5U 1 6 , H "J 
1 1 5£Mi®U H 1 (D£-AX7°U 1 CCT'SftT 

£*U 5>'J> K'J:fiJUU>X 1 1 7T?#^i|XM^X.6ti. [H]U>X1 1 8£ 
ttUT#t*tfjSl 1 9±'\A&TU *<DitiAft-"f«fl!VT, i10)3tfa^ 
2 0lZ*«!B»*nt««<Z)B6*SlU«-^#'»Sti*o 



[0 10 3] 

( ) if% 1 ¥?H*U-+f 1 1 1 1 (D^6t-W 7s 

<7 2 0OlB^®2 2±Cfe«r**-5t:>*4»U>X 1 6 

^^#U-+f1 1 1 ft s <DftM*r%m<D t-^ V lZ)tfV0\^>X 

1 6&®B$VZ>o 

[0 10 4] 

i2^1tLT(Dl2¥i#U- H f 112(»SA2 = 6 0 0 nm- 
7 0 0 nm ) #6 fttt£ 1 / 4&6*1 1 3&tf3£ 1 (Dt'-AA 
7'Jv$M 14£3§j!U Zl'jy— ^1 1 5T-¥*T#miC^&£*ifcgL EC 
H2(Dt:-A7.7*U * £ 1 1 6£MilU £SlCi®vj 1 7lZ^oT,^6+i, m 
^iftlT0WiU>X 1 6K:<MJJli2(7)#T-"-i'7^2 0 0)^112 1 
( Bc£ t 2 = 0 . 5-0 . 7 mm, #£U<&0 .6mm) £ rfr U T 1i$glE^ 

12 2i:$^n«o 

[0 10 5] 

*-UT«#glE&®2 2TMJMRfcfy hC«MmH£ttTJ5#Ufc3fe*l*, 
*M^U>X 16, 7^IUT, m2(7)hl"-A7.7"U^^ 1 1 6 , =l U 

1 1 5£jli!U SI 1 <Dt*-AA7°'J '^11 4CASJU CZT-JSJ* 
£*U V'J>I< I J*JUU>X1 1 7T-#*iRM^^.6ti, IH]U>X1 18S 
^•LT3fe1#l±Sil1 19±^A#*U *a>aijb1s#*fflUT, H 2 <0% : r -C AC? 

2 ou:i»«Ea*n«:ifaa)R*Bi»j<B#/r»6ti*o 

[0106] 

^^x-^ ( ^B/tn ) tfSjt2<D¥^#u— ? 1 1 2n^<r>%^n2(h%^^ 

A<72 0<DlBtt®2 2±lCi^#-r**-5lZ^U>X 1 6 £^fi)£ tt*> t , 

f 1 1 2^6(7)^m : £^oh^^^c^#-r^ckaizM^u>x 

1 6£^fij£t!:£o 
[0107] 



SIC, m3XM£lsT<»m3¥mftls— tf 1 2 1 ( &SA3 = 7 O O nm~ 
8 0 0 nm ) ft 6 tit)t$», 1 / 4SRfi«1 2 3 Stflg 3 <D t'-AT. 
r'Jy^l 2 4*i5iftU ttlEa^FTfcSIlU*-* 1 2 5Tfff**Cffll 
StlfcgL W.lzm2<D¥-JA*7' , Jy 5 1 1 eSSBiBU SSUUfcU 1 7£cfc 
oT^6^ *J»U>X 1 6C<kUS£3<D3feT»-f 7.^ 2 0 (D&SJf 2 1 ( J5£ 
t 3 = 1 . 1 ~ 1 . 3 mm, #35U<& 1 .2mm) £:frLTlfffgfB^® 2 2 

[0 10 8] 

*M&U>X 1 6, «U 1 7£SjMUT, *2fl>K-A7>rU*£ 1 1 6CAJH 
L , £C:T"Jki*£*U UU^-^ 1 2 5£jIiML, If! 3 (D tl"-A7.7°U *J 5 1 
24CA|}U MCJ&tt£*U vU> KU*JIU>X 1 2 7T-^«M^%^ 
6*1, D3U>X 1 2 8£^LT#1£i±ii§1 2 9±^At*U ^-(7)tii;bfI-§-£ffl 
^T, |3fl)3tfU^ 2 OCtflglEitStifclflgO^&IKU^tf^Sft^o 
[0109] 

^nl-* ( ) #S»i3(D¥a9ttU-+f 1 2 1 #6(D^^30))fef^ 

7^ 2 0<7)IESt®2 2±Cte*-*-*<k5fc:***0U>X 1 6 *^»* it* fc^C, 

^®#u-+f i 2 1 ^so^m^m^os^^^iz^-r^^-pic^uvx 

1 6*®M2V:Z> 0 
[0 110] 

Il/Tt^/r, ^tllZ^6-rH2 3t)Btm3^iIit«|^-^±tZifiSUT ; fc 

a^u »2 3fe»soPsi-3 3te»*i^-a«±7?*<, R**<tnc 

[0 1 1 1 ] 

0 31*. MIDVD ( m 1 0%=r<( ^fctUa ) , »DVD ( lit 2 
^f-r^ttl^ ) StfC D ( Ht3(7>*T-*-f' A^fcfcl^ ) <D±T\Z)tfls 



[0 1 12] 

0 3C<B^Tl*. *13fe»fcLT<DJgl¥S{*U-1fAL. ( >ES A 1 =38 
0nm~450nm) * 6 Ub*f£ ft£3fcm», 1 / 4)^?S^H FT-JS.t*<*n, 
f|1 t.'-A7,7°U^^B S 1 £SilU X^T^y ?SJ[<7) ZIU^-^P LCL 

UT<7>*t^U>XO B L IZ eMJ H 1 ^fV^DSK^II 
TL(J?£t1=0.5~0.7mnru $?£U<»0 . 6mm ) ^rfrUTltlg 
BBSBRPCJII3fe£*i*o 
[01 131 

*LT*#RSB«S5RPT?tiMRfcfv h£<MJ^fi£ttTJ£ltUfc*mtt, MZf 
»*l/>7;OB L£jgi&LT. l2fl)t*-AX/U 1 ^BS 2 , ZMJ*-£P 
LCL, HI 1 (Dt:— S 1 SMiflL,, 1 / 4)^«^H F^fflilL, 
»13te»fflG>3tettai»AS±^AiJU, * 0 ft /B^T> i103ferV 

x? d s k cm «sb»£ ntw#<DSi^i5Uii^-^«6 n^> 0 

[01 14] 

^tiJi§AS±T-<7)A^y So^ig<k, <ig^<ffcu:<k;5&s^ffc£ 

nl-* ( T@fN ) 1 ¥i#l/-fAL*6a)3fe$$i 1 <7)^T-WX^D 
SK©BB»HRP±t:ie«T**oU:**i»U>XOB L£^gj£tt3>t«lC, 
^ftU-^ALAS<Dm^S7 , ^(:felltl»J;?i:*f4!!l/>7:o 
B L *®m2VZ>o 
[01 15] 

^ 2 3fe)lT'$ U*P U-^fT-fc$*f 2 ¥«*U-VD H L ( Sfcfi A 
2 = 600nm~700nm) # 6 aj*T^ *ifc3fc3fc», ^ 1 t"-A77U ? £ 
B S 1 T-J££f£ft, 77^f ?«fl>3U.X — £P L C LT«¥*T*3|IC^&S 

ntt, sizm2otr-AX7°u^^B s 2^®iiu, iM^ftutro 

^U>XOB LlZ < fcVJ^2<7)^7-"'r7v^D S K<D^J1T L ( JS£ t 2 = 0 . 
5-0 . 7 mm, $?3=U<ttO .6mm) LTW^BIBHSR P *i 

[01 16] 



MU>XOB L £jgi®UT> m2(Dtl*-A7.7°U^^B S 2 , □ — #P 
LCLfcjiiMU 111 rotl'-A^'J^BS 1T'J£l*£n, ^2¥i#U- 
IfD H L|*|(7)^tiJii ( T@fN ) ±^A#U ^(Dtt^^ffl ^T, ^20) 

[0 1 171 

( ) ^ff 2 U-f D H L * 6 <D3fe$ « f 2 (D3tf -f X 

^7DSK<7)|B0MR P±lZ^#-r^>cfcolZ^U>XOB L 1±3> 

>XOB L £^gjSt*3>o 
[0 1 18] 

IC, f3»ife»J*aU- ^T-^^^m 3 ¥«^U-+f CH L (ftftA 
3 = 700nm~800nm) # 6 UJtJ^ tit2%.M&. * ^ X'J >^U>XC 
PL^fflilU m2<7)tl--AX7"U ^B S 2T'fcM2tiT. Mj*I$<Dtl 
T'$^fi?T'ife*>P}ttU>Xl 6 AMU, fuA^iSW^f-f^DS 
K(7)^MJ1T L ( JP£ t3=1.1~1.3mm> $f^L< 1 . 2 mm ) £ 

[01 19] 

^UTtSfgfSiS®RPT-t»fgb:°y hC<Mmp£*iTJ£l*U£ftjfcfc*, MZJf 
^l/>XOB L £jgi®LT, i2 0)t-A7>7 l J'^BS2lZAlfU , 

L|*]<D3te*fcttii§ ( ) .h^A^U ^<7)t±i;t><t-^£ffl^T, 

x^ d s k iztf$gfE®<* tittt $g<om*mu^i-§-^6 n^&o 

[0120] 

21-^ ( ^FS^ ) ^3(7)^3g#U-+fCH L*6©mf 3(D^f-f7 
^DSK<7)ie^®RP±lC^#-r*^-5lC^U>XOB L*®MZi±Z>}i& 



>XOB L Z®W)2VZ>o 
[0121] 

^^Ct^TT-e^ ( Ii*3l4 6, 4 9#i). 
[0 12 2] 

C, mi#ll2(Dt*-AXXUy £B S 2 h^U>XOB L fc<D^lI % Jg 3 
0))fef^^D S K(Dlf^lBa®R PCig-SJC'tifgOlBiS&tf / XttB^fT 

M n $fctc*M& u t R Jf^rngp^ mt z> $ << o a -c y o =i- h zffix. t $ << 
PtjjL-r^^^iz^-r?) ( m#m4 7#*$ ) 0 

[0123] 

UC, ^J^.»")^ftA3<D3feS&rtt:, iSO^f-fX^D SK<DttlBlBOTR P 

CiaHjDC««a>BB»RaP / x»S£€^**0BP»u:tt&LfcRra#l8t»**r 

1 #M ) o 

[0 12 4] 

SB»®r PCiStou:l»«<DSB«;&tf / xi*S£**T**HP»u:**J&b;fcHJB 



[0 12 5] 

^IZO^TfeiRM^MlELT^^ ( »^JI3 7 , 3 8#1), ^&fc>5, MWd 

IsUfMM^IgltTfc^^o X, SU^^^iJtUT, M2*mW\^— fDH L£ 
*PL-+f£-r*tt*>vj£. 3fe^ttilAST% t|l¥iI#U-^AL#6<D/T£ 
SA1 0^^(7)JS^3t0^^6-r\ i2¥l#U-fDHL*6(D^SA20 

^mosi^^^^tJb-r^^acLT^^^o ft, *mm<nMMT-&. i^-ai 

( fS^3S6 4 , 6 6#M) o X, =PJ*-*P L CLlZt'-AiMi«j| 
[0 12 6] 

$Jx.tf*t^U>XOB L<7>#^®IC, g 3 (?)^t 7,^7 D S K 0f ilBtl R 

^ ) \zn2m%xmm.*.m-tz>z.t : bT'Zz> 0 ca>*§£\ Miu>xoBL0)3fe 

ftfB§i&tf / Xl*IS££fT5fc«>C. mi¥«#U-+fAL, i2¥i#U- 
+f D H LMi3¥iftU- f C H LtfS^ft^ftBiltenfc^AI , A2R 

A3 0)*¥£jliM£1±;i>JJt M 1 ^rV^Mi2 3ferV^l: 

ttUT^ti^ttlBlt&tf / R&m3it£ftz> m 1 ¥a»#U~+f'A LM 



m 2 F D H L ftSTrtL^timMZ tlfciftfi A 1 A2 0)*3fc£3a 

$1i^C^ 1 Hl^3t^lt6*lT*3VJ, m2^tzi*m2isi#f«ii/ris 
ftA2 0lH]#r#<Do*5, «*0E^$£Wt-*E^*<7)tf:ifc£ n 1 DtU, 

«2iai«f«aiu:«fcu^i;*jttSA2<z)iai#f3te<o5^, s^omsf^^w-rs 
ig»f3te<o^»«n 2 AfcU v »2iHi#f*jsu:«fe*;^i;*jRSA2a)iHj#f3tea)5 

n1A:n1D=n2A:n2D (10) 
T*<fcU, n 2 Att^gfcTcfc* ( 9$J£ 1 8#M ) 0 X, £(7)t£, n2A=5, 
n 2 D = 3T-&3># ( 9#Jfi 1 9#M ) , n2A=3. n2D=2T'$5tjf 
( ff*Jg2 0#M ) o MC*2 0tf«&C<MJ£U*%5ftftA3<D@»f3te 
(DoS, «*<7)[s]#r$«B:6 0%MTT-3d^ ( 9*312 1 #M ) 0 
[0 12 7] 

tt'l, n1A:n1D*n2A:n2 D T & * & 6 1*\ n 2 A&^gfclZ&g 
(9*311 7#M) 0 
[0 1 2 8] 

iS^JgD VD(|1 (D&T"** T^fcfcl^O ) , |5|?0)DVD ( H 2 

H3<DHiSa>JBlglI**U ^2¥I^U-fD HLt«1 OL'-A^'J^ 
D H L*60)MA2 <D3femt:-3^TfeiRSttiE*fi : -5lsl#f«je€flt^.t6iR 

b 3 ommomm ( «jg«*tj ) fci^«T?a&*<D7?siw*i!?i»r*o n*. ss 

A 1 <D^mS.O"}^ft A2 (7)3fem^'«fflUTMjl-r*3fe«&±lZ^^>^U>XO B 
603fe^lCO^Tfei|XM$MiEf SCtra* ( 9*il5 9 , 6 1 #M ) 0 



iZO^TfeiRIIMiE^^T^, L C L <7) Islamite cM J , MIHH 1 

[0 1 2 9] 

I^tDVD ( It 1 0)3tTV7>^ttl\o ) , U^OD VD ( H2 
(D&T-'i'T^fcfcl^ ) StfC D ( |3(D3tfa^ttl^ ) (D:£TC*tU 

[0 13 0] 

^5lZ<t5^Tl*. gl3feItl/TOfl¥i#U- FAL (t«A1 = 38 
0nm~450nm) # 6 t±il*£ ti H 1 b*— AXX'J * £ B S 1 £ 

AM^XUXAB S PtCAitLTbi*-AMJg<£*U M£7°UXAP, ^2(Dt." 
-AXX'J^BS 2£3ai&U if t UT0)*[iU>XO B L*6 

ft 1 03lcfU^DSK©«IlT L ( W-iE t 1=0. 5-0. 7mm, 
U<1*0 . 6mm ) ^^rUTlf^lBa®R Plcm^^+l^o 
[0131] 

JSttU>XOB L€3SiftUT\ ^2(Dtl"-A7,XU^^B S 2SffljlL, X'J 
XAPT?JRJ»*tl, 1 / 3tet*ai«ADS±'\Af*U 
*0>aiA«*ffl^T, II 1 (D^t-WX^D SKC1f*IB»4*iA:«aoBE* 

[0 1 3 2] 

^thUAD S±T"0>X**y hOJKtt^b, <fclMrtSC<k*#m£flS 

fH-$! ( ^Hf> ) tfH 1 — tf A Lft€><D%.M*m 1 O^t-'i-Tv^ 
D SK(7)|E«®R P±lZ^#-r^><^-5lZ^U>XOB L £^S)£ tt£ , 

B L *®MZi±Z>o 
[0133] 



-15s M2%mt. LT^2¥i#U- tTD L ()SfiA2 = 6 0 0 nm~ 7 
0 0 nm ) #6iiJ*r£*ifc*mt*, J! 1 b'-AZ7U ^ B S 1T*Jk&T£ft, 

PfcMj&T^UlMJ&Sft, £fcllt2a>t:"-AXXUy £B S 2£SiMU ft 
^#Iftl,T«U>XOB LC<£USJt2(D&7 l f X^D S KOfiWl 
TL (1^ t 2 = 0 . 5-0 . 7mm, #3= U < » 0 . 6mm ) =£:frUTltfg 

iBftiSR pct^ni., 

[0 13 4] 

MU>XOB Lfcjgi&UT, S 2 <D tl*-A7,rU ? £B S 2£fflilU 7*'J 
XAPT*JkM£*U 1 / 4)&S^H FfcfflilU ^tbHAD S±^\A*TU, 
^(Dtii^fl-^ffl^T, m2(D3feT""f X^D S K Cf»$glE^£ ttfcttfgO)^* 

[0135] 

^03tettaj«AD S±T-a>7.#y KOJKtt^k, ttfMflSC«fc*3fc» 
^b^^UT, ^ttdi^h^f ^tH*^5o Z(D^tiJCS^^T2^7C 
£ ( ^FS^ ) ^fi2 0¥iftU-+f D L#6ro3fe$S^2ro3tf 
* X?DSK<DIBS®R P±Csf£&-r*<fcoC>«U>XOB L*®MZV:Z> 

u>xob LZ^mzttZo 

[0136] 

IC, «3 3teS5T?«U*PL/— 3¥i#U- fCH L (ISA 
3 = 700nm~800nm) tt 6 tti*J£ *J * 7°U >"?U>XC 

PLSSiflU S|2 C&tf-AXX'J ^B S 2 T-JSlt^ tlT, »«C«J^<Z)ttl8 
T'ift3te3fc#3g^T"&**t^U>X 1 6A#U ^C#6f3©3trV^DS 
K (DtikWkM T L ( J5& t3=1 . 1-1 . 3mm. $?£U<l* 1 . 2mm)? 

[0137] 

*fiU>XOB LSiSilLT, Jfl2<Dt:-AX7*Uy£B S 21ZAIJU , 



[0 13 8] 

( ) 1fnzO*mW\s—y C H L*6O3fe$^3 0)3tf^ 

S K<DlB0®R P±lZ^-r^cl;olZ^U>XOB L *&M£V:Z>li& 

>XOB L £^&£tt3>o 
[0 13 9] 

*HSSfl>Jgl6C: t N T> Ut 3 (D^t 1 * ^^7DSK 0l»#£ieti® R P CififlJ C 
fltftOSBfcRtf / XttlS£€0**g{iPi&CttJ&LfcR^#EJItS& ( 3fe«l* + ^ 

TMig^it^CttZ^U, :*jy7°U>^U>XC P LfcHPftUPBlS^t UTJB 
l^Ctm* ( IS5J<3I4 8, 51#1). 
[0 14 0] 

IZ, 0lJ^«^2<7)t:-AXXU S 2 t»iU>XOB L tCD^C, f 3 

[0141] 

UC, ^Jx.tt"}^g A3(D3tlE&rtlC, ^SO^T-'-rX^DSKCDlft^lE^HRP 

ts^^r^p^ ^^□-h$^ut5<^p^^^7 , uxA$isttT. mo 

MV&m*tL LTtd;^, CO)^, ^Y^P^^3-S», ^3¥i#U- 



0#J$ ) o 

[0 14 2] 

t>UC #"J*l#^0U>XOB L <7>#^®C, ££3<7>3fc7-"^7^D S K(7)1t#g 

^H-hO&^fH^tt, *3¥*#U-1fCH L*60MA303fef(D 
*fflifl€lfiitT*<DTlg 2Mt LTMSBU PJJK#EKg&«* 1 UTI 

m?z> dregs i#M)o z-tva^ ? vzi-^o&zmmt 

[0143] 

*HJS0)JBJBT-H:, **«»U>XOB LOP3JK*ffit»U:iH|#f»jfi€IS:ttT, ST 
IB* 1 A L#6 0&mXttHyiEJii2¥^*U-+f D L#S<D#m 

lCO^Tfei|XM$ffiIEUT^^> ( Ii^3l6 4#M ) , "T^S, ^U>XO 
BLi9 r flSlfeiRII«jE* : ?-Xtt«2feiRII»iE* ; ?-5&«m-r*o ft, ^VUM 

IZM^-T^DU^-^GMC LO^JglZ, ll&fe&iKMafig«1M.£:(£l#rfltft 

»«A1 <7)^mt)^SA2<7)^mi:^«MUTMilT ; g>^±U:a3^T > 
HU^-^GMC L t>Et«JU>XOB L k©BCEit4Ck-e, 
U-+f A L*60)m, §2¥i#U-+fD L^SCD^m^t'-AMff^^f 
nU5 ( a*JS6 6#M ) o 
[0 14 4] 

iS^jgD VD ( Jg1 <D3fe :=s 'i'7^fcfc^o ) , »DVD ( Sjt2 
(DUt* X^fcfc^O ) S^CD ( i3 0))fefW^tfcl\5 ) 0)^Tl:*fL 

[0 14 5] 

S6tza^Ttt, I1^)ltL/T(Dil¥iftU-f AL ( »fi A 1 =38 
0nm~450nm) #sail*£nfc3fe3&», * 1 kT— AX7°U '^BS 1 £ 



MM Us fcT-Avi-TA-B S ET"t*-AM?fc£*U H 3 <D fc:-AX7*'J ? 2 
B S S^ililUT, r^X^^-^McDZIU^-^P L C L XWn Sfc^CS *i, 

XOB LlZAI^Uv ££#SH1 ©JtrV^D S K£>^MJtT L ( ff*?f t 1 
= 0.5-0. 7mm, $f^U<»0 . 6 mm ) UTli$glB^®R P ££1 

[0146] 

^uxmmmmR pxmn^y ^c^^mm^nx^m^^^. n& 

*M2!/U>XOB LZmmisX, H 2 (D — AX'XU y^BS2, =IU.X-£P 
LCL«IIU> i 3 0tT- WJ B S 3 T-M^tlt, 1 / 4^S« 

hf£Mj!u 3t^ttjiiAD s±^awu ^(o^ttm^^m HT, iH 1 <7)# 

[0147] 

3fe^tbHAD s±t-(7)7.tH^ \^<DMVtm<t, ®.mm<t£.&z> mmm.it 

( TEI^ ) *fUt 1 tT A L#6<D&3fc£Jii 1 (r>%=r^7^0 

D S K<7)|B0®R P±lZ^#-r^^olCM^U>XOB L £^Ib£ tt* t ftC, 

B L %®MZi*Z>o 
[0 14 8] 

g23feStUTOl2^#L,-^ D L ( = 6 0 0 nm~ 7 

0 0 nm ) ft nt2ft}&&. M 1 t-A^'Jf 2B S 1 T'SU^tl, 

t*-Avi>f/\'-B S ET-f-AlIi^tl, ^3<7)t"-AXXU £B S 3£ 

(Dt'-AXX'J S 2£®ilU i3fe^ftl/T(»)f}iU>XOB L 

CAItU CC#6i203ferV7^DSK(DfIiT L ( f$ t 2 = 0 . 5 
~0 . 7mm, #3;U<»0 . 6 m m ) UTlt#g|30® R P iZMftZ ft^o 
[0 14 9] 

»*l/>XOB L£5Si®LT, ^2 roti'-Axr'J'^B S 2, P 
LCL^IIU, H 3 (7)tT— AXXU y ^ B S 3 7?JBttJ£ tl"C„ 1 /4>^R^ 



HF55ii®U #*&tiJi§AD S±^Al*U tWhtim^Zm UT, % ^ 
[0150] 

^(D^difiAD S±T?0*#v SO^^k, feBMSC<fcS>#M 

T^^^X-^ ( ) ^ r m2<D¥«#U- H f D HL*6©3t$^20)3fe 

f-fX^DSK0)lBi®RP±l:^tt?) e l;oC»!iU>XO B L £^Ib£t!: 

*MfclU>XOB l *®mzvz>o 

[0151] 

3=7 0 0nm~800nm) tf 6 ttltent 7°U >^U>XC 

PI_£Mi®U Hf 2<7)tl"-A7.XUy S 2 TJ£lt£ ttT. 

KO^IIT L ( J5£ t3=1 . 1-1 .3mm, #^L<» 1 . 2 mm ) £ 

[0152] 

««U>XOB L£j§ilUT, m2(7)tl"-A7,7 0 U '>^B S 2 1ZAMU , 
Tffi»**l, ^y/U>^U>XCP LT-m^^tlT, g3¥39#L/- «f C H 
L ft ^FE^ ) ±^ Alt U *OtlJJb^*ffl^T, ^3<D^t-'-t 

7.^7 D S K CW«bB»* *ifctit«<Z)SE*llUM^»Sn%o 
[0153] 

^<D^aiil±T-<7)7,7Hy S<D«««fk, *&«£*b* 

21-$ ( ) Xfm3<7)¥^U— f CH L/)'6««l3(D3fefa 

^7D S K(D1B0®R P±lZ,^#-T ; 5<fcaiC^U>XOB L £^fi>£-tt*>fc« 

>XOB L^^lJ^-t+^o 
[0 1 5 4] 



[0 15 5] 

IC, ^!lx.ar0 2<7)tl--A7,7 o U S 2 t^U>XOB L k©HC, §3 

[0 15 6] 

0iJ*.tfa£K A3 O&S&rtC $30)3tf-f^D S K (Dlf |glB0® R P 
CiStDC««a)iB»RtF / Xl*IS£*^«WP»U:^fcUfcHra#H8t»**f 
?Z>5t*?n'CWZ\-^ZMmLtim' ^Pfy^X'JXASigttT, RP 

+fc h L^6<7)^SA3 03fe^<7)^fflii^Pi±-r^>^at:^-r^o 

[0 15 7] 

X, HlCSiJ^^^iJt UT, *yru>^U>XCPLU:Sl3tei8t*KW*ft 
fc>UC, «Atf*J»U>XO B L<D3t^®C. i3©^fWX^DSK<Oii 

^P-h<D$^>m^», ^3¥i#U- f C H L#6<D)^S A3 0)^m<D 
[0 15 8] 



IBIS 1 ^^U-^f A L^607femX»HUlB^2¥»#:U-1fD H LfrS<DX 

>xob l <nwmtm^iz®ffiii&&*mttz>Rt>i>) *n\zmfo?2>z\ i Jx 

[0 15 9] 

L^U««yCi£S-r^CtT% HI 1 ¥«#U-+f A LtfSO^jfc&tfJ^* 
*<* U-+f D L jfip 6 <D%^(0 AmMZfi i X , 
[0 16 0] 

iS^gD VD ( H 1 «3feTW^tfel^ ) , &3fc<DD VD ( %2 
H6<DHl£<&JBtBC**U t-Ayi^-BSE^, H 2 ¥*S#U-+f D H 
Tt^tf, *0>£JB0|fcLT\ i 1 t:-AX7'J ^ $ B S 1 2 

^fDLtofiii:, H2 e-Avi-r/f- ( ) siig-rtifcj:, ma 20 

[0161] 

HI 8 &> ffi&&D VD ( Hi <!>%=r 4 7»<? t.*,^^ ) , »DVD ( %2 
ro^f^^tfc^^ ) C D (!3^fU^ttU5 ) <D:£TlC*fL 

jh 1 obi*-A7,ru ^bsi tiomt. m 1 weo^n^or^xf 



v<?&<r>n nu^AP l c lskbu i2¥i#u-ifD h l tat 1 

iHflf^ZIU^-^D P L C L fcffigUfcj&O&tffl&^o CftCMJ, ftS 
A1 <&*Jka>&#*Mj®-r*>H 1 ZI'J^-^AP L C L lZIs]^3t«iSttT, ft 

ia-r*H2=i | j < x-^D p l c l c@*f*ja*ia:frtT, iRfiA2<D3tefco^ 

Tfei|XMffiIE€tTQCt^T-^«>^oC^^) ( MM 6 2,6 3,6 4#jd ) . 

z<D&?&&>&mffiiEm<D®m&iki£. &rai u^-^ 

fctftft A2<7)#milffl0)DU*-2fclZ^ft^*ilS:W3Ch», Mt§i9 
~ 1 3<DHSS<DJfcSCfciSfflT-£3>o ^(D^OjtlCO^Tl*. 0 3 <7)HJ£(7>fl5 
IB ( «Jg«*tS ) fci«T?**OTKl!9«tllt*. 
[0 16 2] 

0 91*. iStDVD ( H 1 O^T-WX^tfc^O ) > 3£3fc<D DVD ( It 2 
OM^-r^t*.^ )MCD (l30)3t7-V^tfcUo ) roitlzMl 
TfS^OlB® /S£€=fT*2>, «8<Dll«ia>^|gt:***3fefliaiB«II^IE 

m 8 (DUIO^CMU > H 2 6 <03te3MM! <F>7=7^ V <?WkZM X — 

^DPL C L CHI&T*j&€&ttT» »S A2 <D3te3fcC^TfeiR£«IE**T?L 
^^olZUfc^M^^o CO>*§£\ ^U>XOB L lCls]BTlfi5g£l£ttT, 

[0 16 3] 

m 1 Ott, S^DVD ( M 1 (D^T-WX^tfcUQ ) , U&OD VD ( H 
2 0)&T-"-f X^fc^O ) Rtf C D ( H3 <T)%=r4 ) <D±TtZ*t 

UTWISOlB^/ if££*T*.^ «9<Dllifia>JBI8C##*3teW?Si50S££ 

[0164] 

01 OCfcl^Tl*. H^tUTOf AL (S25A1 = 3 
80nm~450nm) # 6 ttil*£ ftfc^tt, fl^T^-W K«UD# 1 =□ 1 J 
X — & A G M C L T^*ft« *U *0>&m 1 L"-AMB7"U XABSP X' 



S1, J^Ot'-AXXU^BS 2€MiSLT, ftM^tlTU)^ 
U>XO B L ICAML, CZltfSlI 1 (D3fef'r7,^DSK(D«IiT L ( I5£ 
t 1=0 . 5-0 . 7mm, $?2cL<ttO . 6 mm ) LT-tSfglE^H R P 

[0165] 

^UTttlglBitMR PT-m^y hC<MJ^f|£ftTJ~*ltU;fc3fcj&», BO* 
*f$&JU>XOB L^SilLT, ^2 0t'-AX7 , U s> * B S 2£ffliaU Hi 
©ti'-A7«7 ,| J '^BS 1 7:J5"iiit£ tiT, 1 / 4»SliH #*£tii 
f§AS±'\Ai*L > ^(Da^li^ffl^T. iff 1 (D^t^X^D SKlCtffgfB 

[0 16 6] 

m-* ( Tmm ) trm 1 ^mftis—f a l tr €><Dxm*M 1 ^^x^d 
u— ? a l tf s (d^*-^© s ^ y <7cmm-tz> & ^ izn® u>xo 

[0 16 7] 

SH2 3fc»T**J*PU- : 9 , T***2¥S»#U— f D H L ( 
= 600nm~700nm ) # 6 iUSJS tifc^^l*. r77ff 2 Zl 

IM-^D P L C LT-¥f?3fc3ifcS*U X'JXA P T"J£I*£ tlT, 
AX/'J^BSU f2 (DtT-A^'J B S 2 M%%^9k 
ftUTWU>XOB LlZA*TU cu#6l2(D)fefa^DSK0§ 
^JST L ( J?£ t2 = 0.5~0.7mrru $?^U<» 0 .6mm) $^LT 
MI81B&® R P £ *l3> 0 
[0 16 8] 

*HUU>XOB L^igiaUT, J^Ot'-AXXU^B S 2MI 1 
AXXU'^BSI^IIU, XUXAPT'J5£te*il\ f 2II'jy-^DP 
L C L g2¥I#l/- H fD H L rtO&fciUB ( "f@f ) ±^A#U 



[0 16 9] 

^X-^f ( TEI^ ) tfM2(D¥mW[s— i fD H L*60)^i2fl)3fef^ 
SK0tEilR P±lCi&£^*<fcoC2^U>XO B L £^»£tt*>t& 

>XOBLS#litt§, 
[0 17 0] 

HIZ, fll33fc»-e»U*PU— tTTffc**fll3¥»#U-+rCH L (MA 
3=700nm~800nm) # 6 nt^mtt, ^^7'J>^l/>XC 

PL*ffliflU m2<DtL--A7.7°U^^BS2TS^^*lT, »fMfD3&<BttlB 

K©«ilT L ( J5£ t 3 = 1 . 1 ~ 1 . 3 mm, »^U<l* 1 . 2 mm ) £ 

[0171] 

J9*l/>XOB L^jgilUT, H2(D^-AX7°'J^^B S 2CAltU , 
T-Jklteti, ^^rU>^U>XCPLT'*^*iT, S3¥»#l/-1TCH 

7 k ^DSKc*asB***ifcisaa)g£*aiu#-§-* r #6*i*o 

[0 17 2] 

21-$ ( ^FH^ ) ^SO^iftU-^C H L#6©M^3^tV7> 
^DSK(7)IB^®R P±i:ISIlt*<fc5C^U>XOB L tt*> i:* 

>XOB L $^11)^1+ ^>o 
[0 17 3] 



*mm<oMmiz&vT. m soft?* 4 sKommzmmR pizmxniz 

XCPL0)3t#Si:#^Ci:T\ A 3 0*JR£P]JK#EJBigfla>&£/M, 
TMi®£tt3>£fcCcMJ. ^yrU>^l/>XCP L^ggPftJBIffi^tUTffl 

[0 17 41 

^Jx.l#g2 0)t:-A7,7U B S 2 t*fiU>XO B L tOflC, fg 3 
O^T-'-r7,^DSK<7)1»^lB^®RPlCjS«lCtSlg(D|B0Sa* / X»*f££*T 

P^^3-Stt, g3¥*^U-1fC H L ft SOmm A3 0)3t$0)*II? 
[0175] 

tJC, ^J^.(#}^ftA3<D3fe5&l*lU:, i 3 <7)3fef -r X^ D S K fl)1f tIBtl R P 

+fc HLftsofcm\3<D7cM<Dfrmm*m±?z&?\zmm?&o 

[0 17 6] 

<<V <7Z\-^0)&2>mm&. ^3¥iftU-!fCH L^6<D}^ft A3<D3fem<D 

m?z>o ftftzm&s Zscpuj vou-h<D&%mm,\z\&m]STffiTk&m-te> 

[0 17 7] 



c LizmffimmzWittT. m^.M2*mw\s— tf D H Lft&O^C^^X^ 

H2ZIUP<-:*D P L C LC[s]tf«i£S!£tt£ttfc>UC, *M39b>XOB L0 
[0178] 

m 1 1 i^id vd ( m 1 o^T-wT^tfc^a ) , »dvd ( m 
LxmnvBm / n*£z'iiz.2>. m onnmoBMtftftzftmmmns. 

fflfl)^2 t'-AS^/'JXAB SP 2£1&W-T, MA2©3t$Cot\Tttl* 
[0179] 

m 1 2l*. it^jgD VD ( H 1 <D3fcT-"-< 7.^7 fcfc 1^-5 ) , »DVD ( % 
2(03feT<X^tfeUd ) MCD ( i3(D^fa^tt^a ) <7)±TC*J 

[0 18 0] 

m 1 2C<f5^Ttt, glMtUTCD^ 1 ¥*»teL-+f A L ( jRfi A 1 = 3 
80nm~450nm) ft S % 1 t'-Av i B S E 

T"t--Ag^£*U 1 / 4»S*H FTSftStt, mfv^fO'J 
^-^AP L C LT-^FfT^^t^n. ^<D&2t 1 (Dtl'-AT^XU^ £B S 1 „ 
l2<Dt-AX7 0| j5'$!BS 2£31i©LT > %.%%^=i- 1 UTW*f^lU>X 
OB LIZ Alt U uC#6I1 <T>%=r4^0V S K (O^gJl T L ( J?£ t 1 = 
0 . 5-0 . 7mm, U < & 0 . 6mm) SrfrUTltlglS^® R P 

[0181] 



»*l/>XOB LSJSilUT, ^20tl*-A7,7 O| J^^B S 2. It1(7)fci*-A 
A7°'J ^BS1, HI 1 ZlUP<-^AP L C LT'i^tl, 1 / 4)MiH F 
SliiU, 3fe1ftaiSAS±'sAltU tfl)Hi*ff*ffl^T, *1fl)3tf^. 

*d sKCtiMHB*£ftfc««<0K*Bw^#»sn*o 

[0 18 21 

( ) if% 1 «f A L#S<D3te3fc*St 1 ©afc^-fT^D 

SK£>IBit®R P±tfe«t5*5C««l/>XOB L tt*> t 

B L*#»£1±*o 
[0183] 

JU2*»T»U*PU— 9 , T-$^>m2¥®flsL'— tTD H L (»SA2 
=600nm~700nm) it 6 Hitt£ tifc^l*. T^T^V ?Wl<D$(l 2 □ 
U^-^DP L C LT'¥lT^t^ti t m 1 ©K-A^U ^BS 1 7? Kit 
£*U ^2<Dtl"-A7,7 0 U '>^B S 2S3BiflUT, »****ftUT©»* 
U>XOB LCAItU CC#6i203fef'f^DSK(DftliTL ( J»£ 
t2 = 0.5~0.7mrru »^U<t* 0 .6mm) UTli$g|B0MR P 

[0184] 

*t»U>XOB LfcSiiflUT, J^tttT-AXr'Jy £B S 2£fflilU ff1 
OK-A^U9^BS 17?KSt£*iT, ^2ZlUy — ^DP LC L£31i®L> 
«2¥i#U- "fDH Lrtfl)3te1*aj»( TS^ ) i'vAItU ^-0>fcij;b 

[0185] 

=LX-Z ( ?Fm^ ) « r g2 0¥i#U-tfD H L^6<7)3fem«^2(7)^T-*-<7. 



?DSK<7)IEii®R P±C,^irt ; 2><k-p£*r^U>XOB L tt£ fc& 

>XOB L *®W)t£U:2>o 
[0186] 

It:. 0 3^ilT-^U*PU-+fT:^^*^3¥3g#:U-+fC H L ( A 
3 = 700nm~800nm) # 6 fcfci*& ft£&3fc», 2)^ XU >^U>XC 

pl^mjMu, m2<o^-A7.r i jy^BS2X'^.m^nx. &mftM(DVim 

T-$M^ifT'$5^U>Xl 6 Ail, tC*6l30)^f^^DS 
K 0^11 T L ( m$ t 3 = 1 . 1-1 . 3 mm, U < I* 1 . 2 mm ) £ 
3> U Tit #1B»® R P lZ^}fc£*i-2>o 
[0 18 7] 

^U>XOB L$iILT, ^2(Dtr-AX7°U *>^B S 2lZAltU , 

d s k n-K^ietis ftfcWfgrcm&iKUfi^tf^s n^o 

[0188] 

u-$ ( ) trm 3 <o*mwi>— f c h L*6«^3 03feTvx 

?D SK<DIB0®R P±lZ^#-r^xfce»C^U>XO B L£^H) Si**)*: ft 

>XOB LZ®mi£V:Z>o 
[0 18 9] 

^HJgCDJl^lZfc^T, i30)3tfU^D S KO^fgfB^SR PtCiMC 
XC P L(7)^®i:#4t5CtT\ }£SA3<a*j|C5R^#EMS0<7>&£:frU 
[0 19 0] 



O^-f 7.^DSK<D««SB»SRPCiB«It:fll#fl)gEaR0P / XttPi££*T 
«58P»CttfcOfcR^#HBtSI***r3-*#-f ^CK^Il-S 

U<<V ?P-S», #3¥3H*U— +TC H L^6(7)}^SA3<D^m(D^ail« 

[0191] 

S!l«Jg«tUT, ^y7°U>^U>XC P LC3ft3feiBt*»W-*fU> 
UIZ. 0iJx.«*^S A3<7)*£&|*|tZ, H3(D3feT-*f 7.^D S Ka)-tf^lBa®R P 
CSTCOCflHRalBfi&tf / Xt*f5£«fr**HP»CttfcO;fcH^#NBt»«*f 

+fCH L^6(D)^ftA3(D^^:o^MM«Pfilh-r^^-5t:^tg-r^>o 
[0192] 

fc>VJ£, fil^.tf^L/>XO B L <7)3te^®tZ» g3(D3tf-f7«^D S K (Dltffi 
PlZjl«JlZl»«(7)iB0R^ / X»B££*T*^§BP$fcCttJ&LfcRff2 

i^SP^^-rs^-r^P'i'^^p-s^^muTfc^^o z.<nm^. $-(on 
^■r^o ^-r^p-r*><7ii-sa)**«at:H:iHisf«jsttia:its 

[0193] 

»»l/>XOB L(&R$#Mft^Clsltf*3t€KttT\ mflBUi 1 ¥f#u-ifA 
L#6(D;]£ftA1 <D*3fclZ^TfeiiXM£MlEU iulBlit 2 ¥##U-+f D H 
L#60;£KA2<D#m<7>&^®^t-3Jg2PU*-:£D P L C LlZB&fflHS 
£t£ttT. ^<D*miZ^TfeiKMMlE£*T^T^3> ( li^Ji 6 2#M ) . 
[0194] 



(D)fe^75r5iii-r^^s&±u:fc^T, m 1 =iu*-£ap lcl^i 

ttfcUC }$KA1 (D^^O^Xffflig-r^H 1 tr-Ayi^A-BSEXBH 
[0195] 

0 131*. K^JgD VD ( Jjt1 (D^f-fX^tfel^ ) , »DVD ( 0 
2(D3trV^tfcl^ ) MCD ( l3 03fef-f X^tfeUo ) ©±TC^ 

2¥»#U-+f D L#6<7)#3fc£, g2t-AvH'A , -BS E 2X'tl*-M 
1 / 4>T£St&H FT-J5t*£ttTJit2I]U*-£D P L C ACAttettT 

LCA^ITI / 4}T£^KH F5Mi&U ^tbUD S T"g#£ *l£> 0 X, 
f 2L'-Ayi^n-BSE 2 lZH]*f^^iSWT, A2 (D^mC^T 
fei]m*iIE£fToT^3>o ^<D^fe0^U:o^T», 0 1 2(D^S£<Dff^(^ 

[0196] 

*M&U>X<7)W®fc* [ ft 1 ] T-^^n^>#^®T-^^>o tfb, ZB3t*^ 
ftOSAT", htt^Hll^Srom^, rl*3£lfttt^¥#. K(*P3ltt«», A 2 i 1* 
#M£p5^ftT'<fc*o 



[ft 1 1 



z = 



(A 2 /r) 



+ > A 2i h 



9 



2i 



l + Vl-(l+A:)(h/r) 



2 

i=l 



[0 19 7] 

mm£:UT[&2 ]T-a**i* 0 C(D 2 K&$ktfmffi&ft<Dj&$toto*rt r ?-tf 
[|&2] 

0 (H) = (2C2iH 2i ) X X X n (mm) 

i=l 

fit n : 0 jjf #C* 

[0 19 8] 

( H*6fl!l 1 ) 

a 1 ±iS^*:*Jt<DJgJBU:»iS^||ffi«T*%3te^«^ ( *t*»U>X ) 
0)U>Xr- ^«fto aUUa|6^T$§^ *M^U>XtZ33^T, §1 
^^#U-^tm2^^#:U-^t^3¥^#U-+f^6<D3fem^fflM-r*^ 

<MJT>#-CT*3fc^t££#UTl,^o *H«BffilB, SMS* 6 , 7 1ZIB« 

1 0<D^£^lfc ( flflAtf, 2.5x10-3)4, E ( Mz.&. 2 . 5^E- 

3 ) si^xsn^tt^. 
iai] 



tern 



f 1 =2.4mm 
N A 1*0.65 
n1:2 
m1:0 



f 2=2.4 mm 
NA2:0.65 
n2:1 
m2:-1/13.1 



f 2 =2.49mm 
NA2:0.45 
n3:1 
m3:-1/13.0 



! 


ri 


di(407nm) 


ni (407nm) 


di(655nm) 


ni(655nm) 


di(785nm) ! 


ni (785nm) 


1 0 




13.45 




12.75 




34.74 






oo 


0.1(0 3.1 20mm) 




0.1(0 3.452mm) 




0.1(0 2.392mm) 




2 


1.54056 


1.70 


1.524609 


1.70 


1.506732 


1.70 


1.503453 


i 3 


-5.05826 


1.08 


1.0 


1.35 


1.0 


1.35 


1.0 


i 4 


oo 


0.60 


1.61869 


0.60 


1.57752 


1.20 


1.57063 


i 5 


oo 















K -7.7790 XE-1 
A 4 +5.1727XE-3 
A6 +1.1101 xE-3 
A8 -6.4972 XE-4 
A10 -5.9817 xE-4 
A12 +3.3629 XE-4 
A14 -6.2531 XE-5 
lt&&M& C7U-Xfc2S^1mm) 
C2 -8.1974XE-0 
C4 -5.7385 x E-0 
C6 +1 .8525 x E-0 
C8 -1.7519 x E-0 
C10 +3.7926 XE-1 



S3S 

K -6.6494 XE+1 

A4 +4.7077 x E-3 

A6 +1.8991 XE-3 

A8 -4.8520 XE-3 
A10 +1.6255 XE-3 
A12 -2.4962 XE-4 
A14 +1.1626 XE-5 

[0 19 9] 

*mmM<ni±M&. ttTo)iuT$^o ( 1 ) m 1 ^m^-^f<o-f6mm^ 

A1 : 4 0 7 nm ( 2 ) H 1 6 03te*^@#f*jft*aiiaiT*l» 

»-r«Jfc»n 1(n1A):2S(3 ) M 1 ¥®#U-+f ft 6 a>3fe3fclZ o 
UT©»»U>X<Dft*m1 : 0 ( 4 ) fg 2 ¥«#Lx-+f OftMM A2 : 6 
5 5 nm ( 5 ) M 2 ¥iS#U-+f # 6 <D5fem^@*f«it€Miii-r*l«lZSAlHl 



fft^Mn 2 ( n 1 D ) : 1 /£ ( 6 )l2¥»ftU-f#6roMi:o 
: - 1 / 1 3 . 1 ( 7 ) ^3¥«^U-+fC0^)^SA3 : 7 8 5 n m 

jrt^&n 3 ( n 1 C ) : 1 /£ ( 9 ) SH 3 ¥«#U-+f # 6 <D#3fclI ~0 
^T0j(tiL/>X(D^m 3 
:-1/13.0 
[0 2 0 0] 

( mmm 2 ) 

<DU>Xr-^«fNto m.2&VW£1$T-$>Z>if, ^u>xtca^x, f1 
[t2] 



WfoUlsXa>1&&&m fp2.4mm f^2.46mm f 3 =2.49mm 

@>&MfflU& NA 1:0.65 NA20.65 NA3:0.45 

[5]ffr^3& n1:6 n2:4 n3:3 

m1:0 m2:0 m3--1/12.7 





ri 


di(407nm) 


ni (4Q7nm) 


di(655nm) 


nl (655nm) 


di(785nm) 


ni(785nm) 


0 




oo 




12.75 




33.74 I 




nifty® 


oo 


Q.Ktf 3.120mm) 


0.1(d>3.192mm) 




0.1(<£2.401mm) 




2 


1.59131 


1.60000 


1.524609 


1.60000 


1.506732 


1.60000 


1.503453 


! 2' 


2.1 6692 


0.15126 


1.524609 


0.15126 


1.506732 


0.15126 


1.503453 


I 3 


-5.85891 


1.12 


1.0 


1.16 


1.0 


1.01 


1.0 1 


3' 


-5.51220 


0.00000 


1.0 


0.00000 


1.0 


0.00000 


1 JO 


4 


oo 


0.6 


1.61869 


0.6 


1.57752 


1.2 


1.57063 


5 


oo 















( 0<h<1.56mm : HD-DVD/ DVD +4^11$ ) 

K -7.4653 X E-1 

A 4 +8.3080 XE-3 

A6 -8.7702 x E-4 

AS +1.3463 x E-3 
A10 -7.91 16 x E-4 
A12 +2.9845 x E-4 
A14 -6.6527 XE-5 

C2 -1.2851 XE-1 
C4 -1.8026 xE-0 
C6 -1.1807 xE-2 
C8 -1.0354 x E-1 
CIO +4.8953 XE-3 

£2'B ( 1.56mm<h : DVD^fflflUE ) 

K -7.4653 x E-1 

A4 +8.3080 XE-3 

A6 -8.7702 x E-4 

A8 +1.3463 xE-3 
A10 -7.91 16 x E-4 
A1 2 +2.9845 x E-4 
A14 -6.6527 x E-4 
9t&&m& C?U-Xlt25«1mm> 

C2 -4.0492 X E+1 

C4 +1.2757 XE-0 

C6 +2.8435 x E-0 

C8 +1.0392 XE-0 
C10 -9.0342 x E-1 

B3@ (0<hO. 287mm ) 

K -9.6287 x E+1 

A4 -3.4537 xE-2 

A6 +1.2630 xE-2 

A8 -9.0327 x E-3 
A10 +2.2022 x E-3 
A1 2 -1.0621 x E-4 
A14 -3.1979XE-5 

mvmi 1.287mm<h) 

K -1.5903 xE+2 

A4 +8.4430 x E-4 

A6 +1.2839 XE-2 

A8 -9.6961 x E-3 
A10 +1.9433 XE-3 
A1 2 -8.6437 XE-5 
A 14 -1.8294 XE-5 



[0 2 0 1 ] 

A1 : 4 0 7 nm ( 2 ) ^ 1 ^ftU-tr^S^^mtflHlJffllJ&SjljflT** 

»r*J5:»n 1 ( n 1 A ) : 6/fc( 3 ) ig 1 !fA 4 60)^Co 
^T0)^U>X(D^m1 : 0 ( 4 ) % 2 — tf <03fe»3Kfi A 2 : 6 
5 5 nm ( 5 ) fg 2 V # 6 <&3fe5fc#l§]#*j£* MSB 111 

n 2 ( n 1 D ) : 4/fc ( 6 ) HI 2 ¥«#U-+f #6 (D&mc^ 
l»T©»*U>X©ft*m2 : 0 ( 7 ) i3¥^U-WIf SA3 : 7 

8 5 nm ( 8 ) * 3 ¥*#U-+r# 6 <&3fc3iur@tf*i&*»fflr*i»c«*ig 

»t5Mn 3 ( n 1 C ) : 3/£ ( 9 ) Jg 3 f*6(D3t$CO 
^TO)*f*iU>X©fS*m 3 
: - 1 / 1 2 . 7 
[0 2 0 2] 
( HWJ 3 ) 

oL/>Xf-^«^to a3«Mjni3s#TM/r» *M&u>xca5^T, m 

[13] 







f,=2.4mm 


f 2= 2. 4 mm 


f 2=2. 5mm 












NA1:0.65 


NA2:0.65 


NA2:0.45 












ni :6 


n2:4 


n3:3 








ft* 




m1:0 


m2:0 


m3:-1/13.2 




l&iil] 


ri 


di(407nm) 


ni <407nm) 


di(655nm) 


ni(655nm) 


di(785nm) 


ni (785nm) 


0 




14.15 




12.65 




35.30 




KKUS) 


oo 


0.1 (#3. 120mm) 




0.1 (d> 3.1 23mm) 


0.1 (02.405mm) 


2 


1.94029 


1.60 


1.524609 


1.60 


1.506732 


1.60 


1.503453 


3 


-19.05844 


1.02 


1.0 


1.00 


1.0 


0.90 


1.0 


4 


oo 


0.60 


1.61869 


0.60 


1.57752 


1.20 


1.57063 


5 


oo 


















mto 











m2M 

K -7.6390 XE-1 
A4 +5.7888 XE-3 
A 6 +5.9520 xE-4 
A 8 +9.0951 xE-4 
A10 -9.9238 XE-4 
A12 +4.0468 XE-4 
A14 -7.5725 xE-5 
*S&^H8f& C7U-X{b&^1mm) 
C2 -2.6687 x E+1 
C4 -1.6322XE-0 
C6 +5.5099 x E-2 
C8 -1 .0644 x E-0 
C10 +1.3015 x E-2 



S3ffi 

K -4.5835 XE+2 
A4 +1.8084 X E-2 
A 6 -4.3442 XE-3 
A 8 -4.571 4 xE-3 
A10 +4.1 244 XE-3 
A12 -2.4595 XE-3 
A14 +5.7937 xE-4 



[0 2 0 3] 

A1:407nm(2)»1 ¥3?#U-+f ft 6 OftMtfi°\%fm3&*mm?Z>f& 

n 1 ( n 1 A ) : 6/£( 3 ) % 1 ¥S#Lx-+T# 6 <D3fe^lZ o 
WT©»»U>XOft*m1 : 0 ( 4 ) » 2 A2 : 6 

5 5 n m ( 5 ) Ut 2 ¥^*U--"f# 6 fl)**/rig^*jfi*Hiflr*BRU:*A(Hl 



JT*-*2fc»n 2 ( n 1 D ) : 42fc ( 6 ) Iff 2 ¥i#U-W60)^Co 
^T<7)*M^U>Xa>fS^m2 : 0 ( 7 ) Jjt 3 tf OMMteR A 3 : 7 

8 5 nm ( 8 ) n z *m&is-vft soxj&if®ffim&zmm?2>v%izm*m 

ntZKmn 3 ( n 1 C ) : 3 2fc ( 9 ) Sa^iftU-WSO^C^ 

: - 1 / 1 3 . 2 
[0 2 0 4] 

( mmm 4 ) 

0U>X7 , -£*a*-r o a4<fcvja«6^T-^^>^\ *Mfcu>xc&i^-t\ ii 

Ii4] 



fi=2.4mm f2=2.45mm f 2 =2.50mm 

NA1:0.65 NA2:0.65 NA2:0.45 
n1:8 n2:5 n3:4 

m1:0 m2:-1/333 m3:-1/13.4 





ri 


di(407nm) 


ni (407nm) 


di(655nm) 


ni(655nm) 


di(785nm) 


ni (785nm) 






14.15 




827.00 




36,16 






oo 


0.1(0 3.120mm) 




0.1(<£3.1 98mm) 




0.1 (02.403mm) 




2 


1.92291 


1.60 


1.524609 


1.60 


1.506732 


1.60 


1.503453 


3 


-19.08099 


1.02 


1.0 


1.06 


1.0 


0.89 


1.0 


4 


oo 


0.60 


1.61869 


0.60 


1.57752 


1.20 


1.57063 


5 


oo 















m2m 



K -7.9792 XE-1 

A4 +4.9330 X E-3 

A 6 +7.0747 x E-4 

A 8 +9.4490 x E-4 
A10 -1.0691 x E-3 
A 12 +4.1435 x E-4 
A 14 -7.3960 XE-5 

(^U-Xtt&glmm) 

C2 -1.9643 XE+1 

C4 -1.5085 xE-0 

C6 +1,0855 XE-1 

C8 -1.0371 xE-1 
C10 +1.3735XE-2 



mm 

K -5.2563 XE+2 
A4 +1.7853XE-2 
A 6 -4.7662 x E-3 
A 8 -4.9002 x E-3 
A10 +4.0691 xE-3 
A 12 -1.9875 x E-3 
A 14 +3.9475 x E-4 



[0 2 0 5] 

A 1 : 4 0 7 nm ( 2 ) Jft 1 ¥*9ttU-+f tf G<DftMtfElJTm&*MM?*l& 

n 1 ( n 1 A ) : 8 # ( 3 ) M 1 U— »f# 6 OftMlZ o 

^T©J}»U>X©fi*m1 : 0 ( 4 ) ft 2 ¥«4*U-1f <D3te«»ft A 2 : 6 
5 5 nm ( 5 ) W 2 ¥^#U-+f#6<&*m*f 0^«3£€®iat"SI&Cg;*:[2] 



n 2 ( n 1 D ) : 5/5: ( 6 ) 0 2 ¥«#U-tr# 6 <D%^\Z-D 
: - 1 / 3 3 3 ( 7 )^3¥i#U-W)tSMA3 : 7 8 5 n m 

SltSMn 3 ( n 1 C ) : 4/fc( 9 ) HI 3 ¥^#U-+f#S<7)*5|€CO 

: - 1 / 1 3 . 4 
[0 2 0 61 

( mmm 5 > 

rou>Xf-^^fNto a5<fcvjHSs#T-&^>#\ *m&u>xc*5ut\ n 

^(HD-DVD/DVD / CD^iMtl^ ) 1 mtfffil^tftSttS *U 
^1^«#U-1ftm2¥«#U-+f^6(7)3fem« f ffliM-r ; §>^( HD - DV 
D / D VD&mmHiiV^ ) £Ht2 IU#f^it^i5lt6*iT^^>o *H»iJl*. 

st# « 3 2 c ib« <d * t: y * t v mm o yt^m \z n& lt^s 0 

115] 



38 JEW 5 







f,-3mm 


c —i n o _ 
tj— J.Uomm 


f3=3.09mm 












IMA 1 




NA3:05 








n1:2 


n2:1 


n3:1 






m2@Wfi£lc£*@tfrft;*& 


nl':3 


n2':2 














m1;0 


m2:0 


m3:-1/14.3 






ri 


di(407nm) 


ni (407nnn) 


di(655nrtn) 


ni (655nm) 


di(785nm) 


nK785nm) 


0 




oo 




oo 




47.11 




Ktty«> 


TO 


0.1 (0 4.0mm) 




0.1 (04.0mm) 




0.1(<fr2.40lrmn) 


2 


1.92929 


2.00000 


1.54277 


2.00000 


1.52915 


200000 


1.52541 


2' 


1.84317 


-0.00703 


1.54277 


-0.00703 


1.52915 


-0 00703 


1.52541 


3 


-696399 


1.42 


1.0 


1.48 


1.0 


1.33 


1.0 


4 


oo 


0.6 


1.61869 


0.6 


1.57752 


1.2 


1.57063 


I 5 


oo 















+d2 ^S2®^^^2'S^-C0>|gt±^-r a 



( 0<h< 1.68mm : HD-DVD/DVD/CD*W$|t£ ) 

K -4.5379 xE-l 

A4 +2.0525 xE-3 

A6 -1.1756XE-3 

A8 +2.5759 x E-4 
A10 <-2_3562 xE-6 
A12 -7.9031 xE-6 
%nmM*&0>U-X\ti£L& 1mm) 

C2 -8.4960 xE-1 

C4 +3.5177XE-1 

C6 -1.0464 xE-1 

CB +4 6954XE-2 
C10 -5.6408 xE-3 

M2 ffi ( 1.68mm<h : HD-DVD/DVD±t^fIt£) 

K -b./91 8 x fl 

A4 +9.6782 X E-4 

A6 -1.2926 xE-3 

A8 +7.0939 xE-5 
A10 +9.4340 x E-5 
A12 -1.8905 xE-5 

C2 +2 77B6xE-1 
C4 -5.6866 xE-2 
CB -1 6304 x E-2 
CB +1.3984 xE-3 
CI D -3.5235 x E-4 

K -1.0427 xE+2 

A4 -4.8545 x £-3 

A6 +5.8441 xE-3 

A8 -2. 1908 xE-3 
A10 +3 9724 x E-4 
A12 -3.9184 xE-5 
A14 +1.7473 xE-B 



[0 2 0 7] 



A1:4 0 7 nm(2)I1 tT * 6 <T>%lfrfifM 1 EifrHtit^ ili^T 

€8*r*JS:»n 1 ( n 1 A ) : 2/£ ( 3 ) JH 1 2MH*lx— «f#S©** 
lZ-D^T<D^U>X<D^$m 1 : 0 ( 4 ) % 2 — *f 0>%»jRft A 

2 : 6 5 5 nm ( 5 )i2¥l#U-W6 0)OTI 1 EffrHtitSjiilT^ 

*»»r*/*:»n 2 ( n 1 D ) : 1 2fc ( 6 ) Ut 2 — *fft€><»%* 
CDVTOltiVO^yXOfemm 2 : 0 ( 7 ) H 3 0)3te3B2£fi A 

3 : 7 8 5 n m ( 8 ) SH 3 *f ft €><D 1 E]jff»&€jBiST* 

S^-r^/^tfen 3 ( n 1 C ) : 1 # ( 9 ) % 3 V ft 

:-1/14.3 
[0 2 0 8] 

KggD V D / D VD / CD«ffi^lza^T^S4 2 0 n m (D^Jjiitffflj© U 
ttt, * <D 2Km%x%1f 1 0 0%t&*><fcoC!£f1-£*ifc!! 1 @#f»i&«, 

tf^£*iTfcVJ, fiOiS^SD VD / D V D^ffl^lZ33UT)^S4 2 0 n m 
<7)^^fflilUfct#. *<D2K®ffiy6ft 1 0 0 5 ClSfi-£*i£3g 

t € o m m wmtf^z tix v z> o 









gffiS DVD DVD CD 

2 1 1 

3 2 2 


ioo%] 

JigS DVD DVD 1 CD 
098 0.81 1 100 
0.97 0 95 0 50 



[0 2 0 9] 



[0210] 

[a7i 



S2®E13t*» 

ism 


NA1:0.65 
n1 A :6 
n2A :3 
m1:0 


X —'J i_ L I Ml 1 

ij— t.4mm 
NA2.0.65 
n1D:4 
n2D:2 
m2:0 


f 2 =2.5mm 
NA2:0.45 
n1C:3 

m3:-1/l3.2 




i n 


ri 


diC407nm) 
oo 


ni (407 ran) 


di(655nm) 
oo 


ni(655nm) 


di(765nm) 
35.30 


ni (785nm) 


mmm 


oo 
1.94029 


0.K* 3.1 20mm) 
1 60 


1.524609 


0.1(03.1 23mm) 
1.60 


1.506732 


O.U02.4O5mr 
1.60 
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[Name of Document] Specification 

[Title of Invention] OPTICAL ELEMENT AND OPTICAL PICKUP 

DEVICE 
[Scope of Patent Claims] 

[Claim 1] In an optical element for use in an optical pickup 
apparatus which comprises a first light source having a 
wavelength Xl , a second light source having a wavelength A.2 

(A,1<A,2), a third light source having a wavelength X3 (1.6- A,l 

< A3 ^ 2.0* Xl and X2<\3), and a light converging system 

including an optical element, wherein the light converging 
system converges a light flux from the first light source 
onto an information recording plane of a first optical 
information recording medium through a protective layer 
having a thickness tl so that recording and/or reproducing 
information can be conducted for the first optical 
information recording medium, converges a light flux from the 
second light source onto an information recording plane of a 
second optical information recording medium through a 

protective layer having a thickness t2 ( 0 . 8 • tl ^ t2 < 1 . 2 • 

tl) so that recording and/or reproducing information can be 
conducted for the second optical information recording 
medium, and converges a light flux from the third light 
source onto an information recording plane of a third optical 
information recording medium through a protective layer 

having a thickness t3 ( 1 . 9 • tl < t3 < 2 . 1 • tl) so that 

recording and/or reproducing information can be conducted for 
the third optical information recording medium, the optical 
element is characterized in that: 
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a first diffractive structure is provided on at least 
one surface of the optical element, 

wherein when recording and/or reproducing is conducted 
for the first, second and third information recording mediums 
respectively, a light flux emitted from each of the first, 
second and third light sources passes in common through the 
first diffractive structure and thereafter is converged 
respectively to form a light spot on an information recording 
plane of the first, second and third optical information 
recording mediums, and 

wherein in the case that a light flux having a 
wavelength Xl or A, 3 comes into the optical element, when an 
order number of a diffracted ray having the maximum 
diffraction efficiency among diffracted rays generated by the 
first diffractive structure is nl in the light flux having 
the wavelength A,l and n3 in the light flux having the 
wavelength A,3 (nl and n3 are a natural number respectively) , 
the following formula is satisfied: 

1.1 > (nlxA,l) / (n3xA,3) > 0.9 (1) 
[Claim 2] The optical element for use in an optical pickup 
apparatus described in claim 1 is characterized in that the 
order numbers nl and n3 mentioned above satisfy the following 
expression . 

nl : n3 = 2 : 1 (2) 
[Claim 3] The optical element for use in an optical pickup 
apparatus described in claim 2 is characterized in that the 
following expression is satisfied; 

ml = 0 (3) 

when ml represents an optical system magnification of 
the optical element for the light flux with wavelength Xl . 
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[Claim 4] The optical element for use in an optical pickup 
apparatus described in claim 2 or 3 is characterized in that 
the following expression is satisfied; 

-1/12.0 < m3 < -1/16.0 (4) 
when m3 represents the magnification of an optical 
system of the optical element for the light flux having 
wavelength A3. 

[Claim 5] The optical element for use in an optical pickup 
apparatus described in claim 2 or 3 is characterized in that 
the following expression is satisfied; 

-1/12.0 < m3 < -1/13.4 (4') 
when m3 represents the magnification of an optical 
system of the optical element for the light flux having 
wavelength A3 . 

[Claim 6] The optical element for use in an optical pickup 
apparatus described in any one of claims 2 to 5 is 
characterized in that the following expression is satisfied 
under the assumption that n2 (n2 is a natural number) 
represents the order number of the diffracted light flux 
having the maximum diffraction efficiency among diffracted 
light fluxes generated by the aforesaid diffractive 
structure, when the light flux having the wavelength A2 
enters the optical element. 

(n2 x A2) / (n3 x A3) < 1 (5) 

[Claim 7] The optical element for use in an optical pickup 
apparatus described in claim 6 is characterized in that the 
following expression is satisfied; 

-1/12.0 < m2 < -1/17.0 (6) 
when m2 represents the magnification of an optical 
system of the optical element for the light flux having 
wavelength A2 . 
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[Claim 8] The optical element for use in an optical pickup 

apparatus described in claim 6 is characterized in that the 

following expression is satisfied; 

-1/12.0 < m2 < -1/13.4 (6') 

when m2 represents the magnification of an optical 

system of the optical element for the light flux having 

wavelength %2 . 

[Claim 9] The optical element for use in an optical pickup 
apparatus described in claim 7 or 8 is characterized in that 
the second light source emitting a light flux with wavelength 
\2 and the third light source emitting light with wavelength 
A3 are unitized. 

[Claim 10] The optical element for use in an optical pickup 
apparatus described in any one of claims 2 to 5 is 
characterized in that in a case that a light flux having a 
wavelength \2 comes into the optical element, when an order 
number of a diffracted ray having the maximum diffraction 
efficiency among diffracted rays generated by the diffractive 
structure is n2 in the light flux having the wavelength \2 

(n2 is a natural number) , the following formula is satisfied: 
(nlxA,l) / (n2xA,2) < 1 (7) 

[Claim 11] The optical element for use in an optical pickup 
apparatus described in claim 3, 4, 5 or 10 is characterized 
in that when the optical system magnification of the optical 
element for the wavelength \2 is m2 , the following formula is 
satisfied : 

m2 = 0 (8) 
[Claim 12] The optical element for use in an optical pickup 
apparatus described in claim 7, 8 or 11 is characterized in 
that when a wavelength changes to become longer, the 
diffractive structure has an optical characteristic to make 
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the spherical aberration of a light flux having passed 
through the dif tractive structure to be under. 

[Claim 13] The optical element for use in an optical pickup 
apparatus described in claim 11 or 12 is characterized in 
that the first light source to emit a light flux having a 
wavelength Xl and the second light source to emit a light 
flux having a wavelength X2 are made in a unit . 

[Claim 14] The optical element for use in an optical pickup 
apparatus described in any one of claims 12 to 13 is 
characterized in that the optical element is an objective 
lens . 

[Claim 15] The optical element for use in an optical pickup 
apparatus described in any one of claims 1 to 14 is 
characterized in that at least one optical surface of the 
optical element comprises a first region to allow a light 
flux. having any one of wavelength X, Xl and A3 emitted 
respectively from the first, second and third light sources 
to pass through so as to conduct recording and/or reproducing 
for the first, second and third optical information recording 
mediums respectively, and a second region applied with a 
dichroic coat to allow a light flux having one of wavelength 
A,l and Xl emitted respectively from the first and second 
light sources to pass through so as to conduct recording 
and/or reproducing for the first and second optical 
information recording mediums respectively and not to allow a 
light flux having a wavelength X3 emitted from the third 
light source to pass through, at least one optical surface of 
the optical element comprises a first region to allow a light 
flux having any one of wavelength X, X2 and X3 emitted 
respectively from the first, second and third light sources 
to pass through so as to conduct recording and/or reproducing 
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for the first, second and third optical information recording 
mediums respectively, and a second region applied with a 
dichroic coat to allow a light flux having one of wavelength 
Xl and Xl emitted respectively from the first and second 
light sources to pass through so as to conduct recording 
and/or reproducing for the first and second optical 
information recording mediums respectively and not to allow a 
light flux having a wavelength X3 emitted from the third 
light source to pass through. 

[Claim 16] The optical element for use in an optical pickup 
apparatus described in claim 15 is characterized in that the 
diffractive structure is not provided on the optical surface 
on which the dichroic coat is applied. 

[Claim 17] The optical element for use in an optical pickup 
apparatus described in any one of claims 1 to 14 is 
characterized in that at least one optical surface of the 
optical element comprises a first region to allow a light 
flux having any one of wavelength X, X2 and X3 emitted 
respectively from the first, second and third light sources 
to pass through so as to conduct recording and/or reproducing 
for the first, second and third optical information recording 
mediums respectively, and a second region to allow a light 
flux having one of wavelength Xl and X2 emitted respectively 
from the first and second light sources to pass through so as 
to conduct recording and/or reproducing for the first and 
second optical information recording mediums respectively and 
not to allow a light flux having a wavelength A3 emitted from 
the third light source to pass through, 

wherein the first diffractive structure is provided on 
the first region and a second diffractive structure is 
provided on the second region, 
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wherein when an order number of a diffracted ray having 
the maximum diffraction efficiency among diffracted rays 
having the wavelength Xl generated by the first diffractive 
structure is nlA, an order number of a diffracted ray having 
the maximum diffraction efficiency among diffracted rays 
having the wavelength X2 generated by the first diffractive 
structure is nlD, an order number of a diffracted ray having 
the maximum diffraction efficiency among diffracted rays 
having the wavelength X,l generated by the second diffractive 
structure is n2A, and an order number of a diffracted ray 
having the maximum diffraction efficiency among diffracted 
rays having the wavelength X2 generated by the second 
diffractive structure is n2D, the following formula is 
satisfied : 

nlA : nlD * n2A : n2D (9) 

[Claim 18] The optical element for use in an optical pickup 
apparatus described in any one of claims 1 to 14 is 
characterized in that at least one optical surface of the 
optical element comprises a first region to allow a light 
flux having any one of wavelength X, X2 and X3 emitted 
respectively from the first, second and third light sources 
to pass through so as to conduct recording and/or reproducing 
for the first, second and third optical information recording 
mediums respectively, and a second region to allow a light 
flux having one of wavelength Xl and X2 emitted respectively 
from the first and second light sources to pass through so as 
to conduct recording and/or reproducing for the first and 
second optical information recording mediums respectively and 
not to allow a light flux having a wavelength X3 emitted from 
the third light source to pass through, 
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wherein the first diffractive structure is provided on 
the first region and a second diffractive structure is 
provided on the second region, 

wherein when an order number of a diffracted ray having 
the maximum diffraction efficiency among diffracted rays 
having the wavelength Xl generated by the first diffractive 
structure is nlA, an order number of a diffracted ray having 
the maximum diffraction efficiency among diffracted rays 
having the wavelength \2 generated by the first diffractive 
structure is nlD, an order number of a diffracted ray having 
the maximum diffraction efficiency among diffracted rays 
having the wavelength Xl generated by the second diffractive 
structure is n2A, and an order number of a diffracted ray 
having the maximum diffraction efficiency among diffracted 
rays having the wavelength X2 generated by the second 
diffractive structure is n2D, the following formula is 
satisfied: 

nlA : nlD = n2A : n2D (10) 

where n2A is an odd number. 
[Claim 19] The optical element for use in an optical pickup 
apparatus described in claim 18 is characterized in that n2A 
= 5 and n2D = 3 . 

[Claim 20] The optical element for use in an optical pickup 
apparatus described in claim 18 is characterized in that n2A 
= 3 and n2D = 2 . 

[Claim 21] The optical element for use in an optical pickup 
apparatus described in any one of claims 18 to 20 is 
characterized in that the maximum diffraction efficiency 
among diffracted rays having wavelength ^3 generated by the 
second diffractive structure is 60% or less. 
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[Claim 22] The optical element for use in an optical pickup 
apparatus described in any one of claims 18 to 21 is 
characterized in that chromatic aberration is corrected for 
the light flux with the wavelength Al * 

[Claim 23] In an optical pickup apparatus which comprises a 
first light source having a wavelength Al , a second light 
source having a wavelength A2 (Al<A2), a third light source 

having a wavelength A3 (1.6* Al ^ A3 ^ 2.0* Al and A2<A3), 

and a light converging system including an optical element, 
wherein the light converging system converges a light flux 
from the first light source onto an information recording 
plane of a first optical information recording medium through 
a protective layer having a thickness tl so that recording 
and/or reproducing information is conducted for the first 
optical information recording medium, converges a light flux 
from the second light source onto an information recording 
plane of a second optical information recording medium 

through a protective layer having a thickness t2 (0.8* tl ^ 

t2 < 1.2- tl) so that recording and/or reproducing 

information is conducted for the second optical information 
recording medium, and converges a light flux from the third 
light source onto an information recording plane of a third 
optical information recording medium through a protective 

layer having a thickness t3 (1 . 9 • tl < t3 < 2 . 1 • tl ) so that 

recording and/or reproducing information is conducted for the 
third optical information recording medium, the optical 
pickup apparatus is characterized in that the optical element 
comprises a first diffractive structure on at least one 
surface thereof, wherein when recording and/or reproducing is 
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conducted for the first, second and third information 
recording mediums respectively, a light flux emitted from 
each of the first, second and third light sources passes in 
common through the first diffractive structure and thereafter 
is converged respectively to form a light spot on an 
information recording plane of the first, second and third 
optical information recording mediums, and 

wherein in a case that a light flux having a wavelength 
Xl or A3 comes into the optical element, when an order number 
of a diffracted ray having the maximum diffraction efficiency 
among diffracted rays generated by the first diffractive 
structure is nl in the light flux having the wavelength A,l 
and n3 in the light flux having the wavelength A3 (nl and n3 
are a natural number respectively) , the following formula is 
satisfied: 

1.1 > (nlxA,l) / (n3xA3) > 0.9 (1) 
[Claim 24] The optical pickup apparatus described in claim 

23 is characterized in that the order numbers nl and n3 
satisfy the following formula: 

nl : n3 = 2 : 1 (2) 

[Claim 25] The optical pickup apparatus described in claim 

24 is characterized in that when the optical system 
magnification of the optical element for the wavelength A,l is 
ml, the following formula is satisfied: 

ml = 0 (3) 
[Claim 26] The optical pickup apparatus described in claim 
24 or 25 is characterized in that when the optical system 
magnification of the optical element for the wavelength A3 is 
m3 , the following formula is satisfied: 

- 1/12.0 < m3 < - 1/16.0 (4) 
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[Claim 27] The optical pickup apparatus described in claim 
24 or 25 is characterized in that when the optical system 
magnification of the optical element for the wavelength A.3 is 
m3 , the following formula is satisfied: 

- 1/12.0 < m3 < - 1/13.4 (4') 

[Claim 28] The optical pickup apparatus described in any one 
of claims 24 to 27 is characterized in that in a case that a 
light flux having a wavelength X2 comes into the optical 
element, when an order number of a diffracted ray having the 
maximum diffraction efficiency among diffracted rays 
generated by the diffractive structure is n2 in the light 
flux having the wavelength \2 (n2 is a natural number) , the 
following formula is satisfied: 

(n2xA,2) / (n3x^3) < 1 (5) 
[Claim 29] The optical pickup apparatus described in claim 
28 is characterized in that when the optical system 
magnification of the optical element for the wavelength X2 is 
m2, the following formula is satisfied: 

- 1/12.0 < m2 < - 1/17.0 (6) 

[Claim 30] The optical pickup apparatus described in claim 
28 is characterized in that when the optical system 
magnification of the optical element for the wavelength %2 is 
m2 , the following formula is satisfied: 

- 1/12.0 < m2 < - 1/13.4 (6') 

[Claim 31] The optical pickup apparatus described in claim 
3 0 is characterized in that the second light source to emit a 
light flux having a wavelength \2 and the third light source 
to emit a light flux having a wavelength ^,3 are made in a 
unit . 
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[Claim 32] The optical pickup apparatus described in any one 
of claims 24 to 27 is characterized in that in a case that a 
light flux having a wavelength X2 comes into the optical 
element, when an order number of a diffracted ray having the 
maximum diffraction efficiency among diffracted rays 
generated by the diffractive structure is n2 in the light 
flux having the wavelength X2 (n2 is a natural number) , the 
following formula is satisfied: 

(nlxXl) / (n2xX2) < 1 (7) 
[Claim 33] The optical pickup apparatus described in claim 
25, 26, 27 or 32 is characterized in that when the optical 
system magnification of the optical element for the 
wavelength X2 is m2 , the following formula is satisfied: 

m2 = 0 

[Claim 34] The optical pickup apparatus described in claim 
29, 30 or 33 is characterized in that when a wavelength 
changes to become longer, the diffractive structure has an 
optical characteristic to make the spherical aberration of a 
light flux having passed through the diffractive structure to 
be under. 

[Claim 35] The optical pickup apparatus described in claim 
33 or 34 is characterized in that the first light source to 
emit a light flux having a wavelength Xl and the second light 
source to emit a light flux having a wavelength X2 are made 
in a unit. 

[Claim 36] The optical pickup apparatus described in any one 
of claims 24 to 35 is characterized in that the optical 
element is an objective lens. 

[Claim 37] The optical pickup apparatus described in any one 
of claims 23 to 31 is characterized in that a light flux 
having a wavelength X2 comes as a divergent light flux into 
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the optical element and a coupling lens is arranged between 
the second light source and the optical element. 
[Claim 38] The optical pickup apparatus described in claim 

37 is characterized in that when a boundary line is defined 
at a position corresponding to a numerical aperture NA D in a 
case that information recording and/or reproducing is 
conducted for the second optical information recording medium 
and an optical surface of the coupling lens is separated by 
the boundary line into an inner region closer to the optical 
axis and an outer region farther from the optical axis,, the 
divergent angle of a light flux having a wavelength X2 when 
the light flux have passed through the inner region is 
different from that when the light flux have passed through 
the outer region near to the boundary between the inner 
region and the outer region. 

[Claim 39] The optical pickup apparatus described in claim 

38 is characterized in that the divergent angle of a light 
flux having a wavelength A,2 when the light flux have passed 
through the outer region is lager than that when the light 
flux have passed through the inner region near to the 
boundary between the inner region and the outer region. 

[Claim 40] The optical pickup apparatus described in any one 
of claims 37 to 39 is characterized in that a light flux 
having a wavelength A3 passes through the coupling lens and 
thereafter comes into the optical element. 

[Claim 41] The optical pickup apparatus described in claim 
40 is characterized in that when a boundary line is defined 
at a position corresponding to a numerical aperture NA C in a 
case that information recording and/or reproducing is 
conducted for the third optical information recording medium 
and an optical surface of the coupling lens is separated by 
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the boundary line into an inner region closer to the optical 
axis and an outer region farther from the optical axis, the 
divergent angle of a light flux having a wavelength A3 when 
the light flux have passed through the inner region is 
different from that when the light flux have passed through 
the outer region near to the boundary between the inner 
region and the outer region. . 

[Claim 42] The optical pickup apparatus described in any one 
of claims 38 to 41 is characterized in that a diffractive 
structure is provided on at least one of the inner and outer 
regions of the coupling lens. 

[Claim 43] The optical pickup apparatus described in claim 
37 is characterized in that when a boundary line is defined 
at a position corresponding to a numerical aperture NA D in a 
case that information recording and/or reproducing is 
conducted for the second optical information recording medium 
and an optical surface of the coupling lens is separated by 
the boundary line into an inner region closer to the optical 
axis and an outer region farther from the optical axis, a 
dichroic coat not to allow a light flux having a wavelength 
\2 to pass through is applied onto the outer region, and when 
a boundary line is defined at a position corresponding to a 
numerical aperture NA D in a case that information recording 
and/or reproducing is conducted for the second optical 
information recording medium and an optical surface of the 
optical element is separated by the boundary line into an 
inner region closer to the optical axis and an outer region 
farther from the optical axis, a dichroic coat not to allow a 
light flux having a wavelength X2 to pass through is applied 
onto the outer region. 

[Claim 44] The optical pickup apparatus described in claim 
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37 is characterized in that a coupling lens is arranged 
between the third light source and the optical element, when 
a boundary line is defined at a position corresponding to a 
numerical aperture NA C in a case that information recording 
and/or reproducing is conducted for the third optical 
information recording medium and an optical surface of the 
coupling lens is separated by the boundary line into an inner 
region closer to the optical axis and an outer region farther 
from the optical axis, a dichroic coat not to allow a light 
flux having a wavelength A3 to pass through is applied onto 
the outer region, and when a boundary line is defined at a 
position corresponding to a numerical aperture NAc in a case 
that information recording and/or reproducing is conducted 
for the third optical information recording medium and an 
optical surface of the optical element is separated by the 
boundary line into an inner region closer to the optical axis 
and an outer region farther from the optical axis, a dichroic 
coat not to allow a light flux having a wavelength A3 to pass 
through is applied onto the outer region. 

[Claim 45] A coupling lens for use in the optical pickup 
apparatus described in any one of claims 37 to 44 is 
characterized in that a light flux having a wavelength Xl 
passes through the coupling lens and thereafter comes into 
the optical element. 

[Claim 46] The optical pickup apparatus described in any one 
of claims 3 7 to 44 is characterized in that an aperture 
limiting element for a light flux having a wavelength A,13 is 
arranged closer to the light source than the light converging 
optical system. 

[Claim 47] The optical pickup apparatus described in claim 
46 is characterized in that the aperture limiting element is 
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a dichroic filter. 

[Claim 48] The optical pickup apparatus described in claim 
46 is characterized in that the aperture limiting element is 
a dichroic prism. 

[Claim 49] The optical pickup apparatus described in claim 
46 is characterized in that the aperture limiting element is 
a coupling lens. 

[Claim 50] The optical pickup apparatus described in claim 
46 is characterized in that the aperture limiting element is 
a phase difference plate. 

[Claim 51] The optical pickup apparatus described in any one 
of claims 23 to 44 and claims 46 to 50 is characterized in 
that at least one optical surface of the optical element 
comprises a first region to allow a light flux having any one 

of wavelength X, X2 and ^3 emitted respectively from the 
first, second and third light sources to pass through so as 
to conduct recording and/or reproducing for the first, second 
and third optical information recording mediums respectively, 
and a second region applied with a dichroic coat to allow a 
light flux having one of wavelength Xl and X2 emitted 
respectively from the first and second light sources to pass 
through so as to conduct recording and/or reproducing for the 
first and second optical information recording mediums 
respectively and not to allow a light flux having a 
wavelength X3 emitted from the third light source to pass 
through. 

[Claim 52] The optical pickup apparatus described in claim 
51 is characterized in that the diffractive structure is not 
provided on the optical surface on which the dichroic coat is 
applied. 
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[Claim 53] The optical pickup apparatus described in any one 
of claims 23 to 44 and claims 46 to 52 is characterized in 
that at least one optical surface of the light converging 
optical system comprises a first region to allow a light flux 
having any one of wavelength X, X2 and ^,3 emitted 
respectively from the first, second and third light sources 
to pass through so as to conduct recording and/or reproducing 
for the first, second and third optical information recording 
mediums respectively, and a second region applied with a 
dichroic coat to allow a light flux having one of wavelength 

Xl and X2 emitted respectively from the first and second 
light sources to pass through so as to conduct recording 
and/or reproducing for the first and second optical 
information recording mediums respectively and not to allow a 

light flux having a wavelength ^3 emitted from the third 
light source to pass through. 

[Claim 54] The optical pickup apparatus described in any one 
of claims 23 to 44 and claims 46 to 53 is characterized in 
that at least one optical surface of the optical element 
comprises a first region to allow a light flux having any one 
of wavelength X, Xl and A,3 emitted respectively from the 
first, second and third light sources to pass through so as 
to conduct recording and/or reproducing for the first, second 
and third optical information recording mediums respectively, 
and a second region to allow a light flux having one of 
wavelength Xl and X2 emitted respectively from the first and 
second light sources to pass through so as to conduct 
recording and/or reproducing for the first and second optical 
information recording mediums respectively and not to allow a 
light flux having a wavelength X3 emitted from the third 
light source to pass through, 
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wherein the first diffractive structure is provided on 
the first region and a second diffractive structure is 
provided on the second region, 

wherein when an order number of a diffracted ray having 
the maximum diffraction efficiency among diffracted rays 
having the wavelength Xl generated by the first diffractive 
structure is nlA, an order number of a diffracted ray having 
the maximum diffraction efficiency among diffracted rays 
having the wavelength Xl generated by the first diffractive 
structure is nlD, an order number of a diffracted ray having 
the maximum diffraction efficiency among diffracted rays 
having the wavelength Xl generated by the second diffractive 
structure is n2A, and an order number of a diffracted ray 
having the maximum diffraction efficiency among diffracted 
rays having the wavelength Xl generated by the second 
diffractive structure is n2D, the following formula is 
satisfied : 

nlA : nlD * n2A : n2D 

[Claim 55] The optical pickup apparatus described in any one 
of claims 23 to 44 and claims 46 to 53 is characterized in 
that at least one optical surface of the optical element 
comprises a first region to allow a light flux having any one 
of wavelength X, X2 and A3 emitted respectively from the 
first, second and third light sources to pass through so as 
to conduct recording and/or reproducing for the first, second 
and third optical information recording mediums respectively, 
and a second region to allow a light flux having one of 
wavelength Xl and X2 emitted respectively from the first and 
second light sources to pass through so as to conduct 
recording and/or reproducing for the first and second optical 
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information recording mediums respectively and not to. allow a 
light flux having a wavelength A3 emitted from the third 
light source to pass through, 

wherein the first diffractive structure is provided on 
the first region and a second diffractive structure is 
provided on the second region, 

wherein when an order number of a diffracted ray having 
the maximum diffraction efficiency among diffracted rays 
having the wavelength Xl generated by the first diffractive 
structure is nlA, an order number of a diffracted ray having 
the maximum diffraction efficiency among diffracted rays 
having the wavelength Xl generated by the first diffractive 
structure is nlD, an order number of a diffracted ray having 
the maximum diffraction efficiency among diffracted rays 
having the wavelength Xl generated by the second diffractive 
structure is n2A, and an order number of a diffracted ray 
having the maximum diffraction efficiency among diffracted 
rays having the wavelength Xl generated by the second 
diffractive structure is n2D, the following formula is 
satisfied : 

nlA : nlD = n2A : n2D 

where n2A is an odd number. 

[Claim 56] The optical pickup apparatus described in claim 
55 is characterized in that n2A = 5 and n2D = 3. 

[Claim 57] The optical pickup apparatus described in claim 
55 is characterized in that n2A = 3 and n2D = 2. 

[Claim 58] The optical pickup apparatus described in any one 
of claims 55 to 57 is characterized in that the maximum 
diffraction efficiency among diffracted rays having 
wavelength X3 generated by the second diffractive structure 
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is 60% or less. 

[Claim 59] The optical pickup apparatus described in any one 
of claims 55 to 58 is characterized in that a light flux 
outgoing from the first light source is achromatism. 

[Claim 60] The optical pickup apparatus described in any one 
of claims 33 to 59 is characterized in that the third light 
source is a hololaser. 

[Claim 61] The optical pickup apparatus described in claim 
33 is characterized in that a first chromatic correcting 
element to achromatize a light flux having a wavelength Xl is 
located on an optical of the light flux having the wavelength 
Xl. 

[Claim 62] The optical pickup apparatus described in claim 
61 is characterized in that a second chromatic correcting 
element to achromatize a light flux having a wavelength X2 is 
located on an optical path of the light flux having the 
wavelength X2 . 

[Claim 63] The optical pickup apparatus described in claim 
33 is characterized in that a first chromatic correcting 
element to achromatize a light flux having the wavelength Xl 
is located on an optical path on which only the light flux 
having the wavelength A,l passes, and a second chromatic 
correcting element to achromatize a light flux having the 
wavelength X2 is located on an optical path on which only the 
light flux having the wavelength X2 passes. 

[Claim 64] The optical pickup apparatus described in claim 
33 is characterized in that a first chromatic correcting 
element to achromatize a light flux having the wavelength Xl 
is located on an optical path on which the light flux having 
the wavelength A,l and the light flux having the wavelength X2 
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pass in common, and a second chromatic correcting element to 
achromatize a light flux having the wavelength X2 is located 
on an optical path on which only the light flux having the 
wavelength X2 passes. 

[Claim 65] The optical pickup apparatus described in claim 
21 or any of claims 61 to 64 is characterized in that a 
collimator is located on an optical path on which the light 
flux having the wavelength Xl and the light flux having the 
wavelength X-2. pass in common. 

[Claim 66] The optical pickup apparatus described in claim 

65 is characterized in that a first beam shaper to shape a 
light flux having the wavelength Xl is located at a light 
source side than the collimator on an optical path on which 
the light flux having the wavelength Xl passes. 

[Claim 67] The optical pickup apparatus described in claim 

66 is characterized in that the first beam shaper corrects 
chromatic aberration for a light flux having the wavelength 

Xl. 

[Claim 68] The optical pickup apparatus described in claim 
65 is characterized in that a second beam shaper to shape a 
light flux having the wavelength X2 is located at a light 
source side than the collimator on an optical path on which 
the light flux having the wavelength X2 passes. 

[Claim 69] The optical pickup apparatus described in claim 
68 is characterized in that the second beam shaper corrects 
chromatic aberration for a light flux having the wavelength 
X2 . 

[Claim 70] The optical pickup apparatus described in claim 
65 is characterized in that a beam shaper to shape a light 
flux having the wavelength Xl or to shape a light flux having 
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the wavelength X2 is located at a light source side than the 
collimator on an optical path on which the light flux having 
the wavelength Xl and the light flux having the wavelength X2 
pass in common. 

[Claim 71] The optical pickup apparatus described in any one 
of claims 65 to 70 is characterized in that the collimator is 
made of a plastic material . 

[Claim 72] The optical pickup apparatus described in claim 
65 is characterized in that a beam shaping prism to shape a 
light flux having the wavelength Xl or to shape a light flux 
having the wavelength X2 is located between the collimator 
and the light converging optical system on an optical path on 
which the light flux having the wavelength A,l and the light 
flux having the wavelength X2 pass in common. 

[Claim 73] The optical pickup apparatus described in claim 
72 is characterized in that the collimator is made of a glass 
material . 

[Claim 74] The optical pickup apparatus described in claim 
33 or any one of claims 61 to 63 is characterized in that a 
first collimator is located on an optical path on which only 
a light flux having the wavelength Xl and a second collimator 
is located on an optical path on which only a light flux 
having the wavelength X2 . 

[Claim 75] The optical pickup apparatus described in claim 

74 is characterized in that at least one collimator of the 
first and second collimators is made of a plastic material. 
[Claim 76] The optical pickup apparatus described in claim 

75 is characterized in that the at least one collimator made 
of the plastic material is a chromatic aberration correcting 
element . 
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[Claim 77] The optical pickup apparatus described in claim 
74 is characterized in that a first beam shaper to shape a 
light flux having the wavelength ^.1 is located at a light 
source side than the first collimator on an optical path on 
which the light flux having the wavelength ^,1 passes. 

[Claim 78] The optical pickup apparatus described in claim 

77 is characterized in that the first beam shaper is the 
first chromatic aberration correcting element. 

[Claim 79] The optical pickup apparatus described in claim 

78 is characterized in that a second beam shaper to shape a 
light flux having the wavelength \2 is located at a light 
source side than the collimator on an optical path on which 
the light flux having the wavelength A,2 passes. 

[Claim 80] The optical pickup apparatus described in claim 

79 is characterized in that the second beam shaper is the 
second chromatic aberration correcting element. 

[Claim 81] The optical pickup apparatus described in claim 
74 is characterized in that a first beam shaper to shape a 
light flux having the wavelength A,l is located between the 
first collimator and the light converging optical system on 
an optical path on which the light flux having the wavelength 

Xl passes. 

[Claim 82] The optical pickup apparatus described in claim 
81 is characterized in that a second beam shaper to shape a 
light flux having the wavelength X2 is located between the 
second collimator and the light converging optical system on 
an optical path on which the light flux having the wavelength 
A,2 passes . 

[Claim 83] The optical pickup apparatus described in any one 
of claims 37 to 82 is characterized in that the optical 
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element is an objective lens. 
[Detailed Description of the Invention] 
[Technical Field of the Invention] 

The present invention relates to an optical element for 
use in an optical pickup apparatus, a coupling lens and to 
the optical pickup apparatus, and in particular, to an 
optical element for use in an optical pickup apparatus 
capable of conducting recording and/or reproducing of 
information for each of three different optical information 
recording media by using a light flux emitted from each of 
three light sources each having a different light source 
wavelength, the coupling lens and to the optical pickup 
apparatus . 
[Prior Art] 

In recent years, with practical use of a red 
semiconductor laser with a short wavelength, there has been 
developed and commercialized a DVD (digital versatile disc) 
representing a high density optical disc having a size 
identical to that of CD (compact disc) representing a 
conventional optical disc (which is also called an optical 
information recording medium) and having a larger capacity, 
and it is estimated that a high density next-generation 
optical disc may appear in the near future. In a light- 
converging optical system of an optical information recording 
and reproducing device (which is also called on optical 
pickup apparatus) employing the next -generation optical disc 
as a medium, it is required that a diameter of a spot formed 
through light converging on an information recording surface 
through an objective lens is made to be small for the purpose 
of achieving high density of recording signals or for the 
purpose of reproducing high density recording signals. For 
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that purpose, it is necessary to make a wavelength of a laser 
representing a light source to be short, and to make a 
numerical aperture of an objective lens to be high (high NA) . 
What is expected to be put to practical use as a laser light 
source with a short wavelength is a violet semiconductor 
laser having a wavelength of about 400 nm. 

There have been advanced research and development of a 
high density optical disc system that can conduct recording 
and reproducing of information by the use of the violet 
semiconductor laser having a wavelength of about 400 nm of 
this kind. As an example, in the case of the optical disk 
conducting recording and reproducing of information under the 
specifications of NA 0.85 and light source wavelength 405 nm 
(hereinafter referred to as "high density DVD in the present 
specification) , it is possible to record information of 20 - 
30 GB per one surface for the optical disc having a diameter 
of 12 cm that is the same as DVD (NA 0.6, light source 
wavelength 650 nm and storage capacity 4.7 GB) . There has 
also been developed a light -converging optical system on 
which a diffractive structure is provided so that an 
appropriate light -converging spot may be formed on an 
information recording surface of the high density DVD of this 
kind . 

[Patent Documents] 

TOKKAI No. 2002-236253 
[Problems to be solved by the Invention] 

Incidentally, a value of an optical pickup apparatus as 
a product is not considered to be high sufficiently when the 
ability of the optical pickup apparatus is only proper 
recording and/or reproducing of information for high density 
DVD. When considering that DVD and CD wherein various types 
of information are recorded are actually on the market 
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presently, proper recording and/or reproducing of information 
for high density DVD alone are not sufficient, and the 
ability of conducting proper recording and/or reproducing of 
information also for conventional DVD or CD owned by a user, 
for example, leads to enhancement of a product value as an 
optical pickup apparatus of a compatible type . From the 
background of this kind, a light -converging optical system 
used for an optical pickup apparatus of a compatible type is 
required to secure a prescribed amount of spot light for 
conducting proper recording and/or reproducing of information 
even for both of high density DVD and conventional DVD and 
CD. However, in the Patent Documents stated above, the 
optimum amount of spot light has sometimes failed to be 
secured, because no consideration is paid to a diffraction 
efficiency in a dif tractive structure, although there is a 
disclosure of the optical pickup apparatus wherein a 
dif tractive structure is provided on an objective lens. 

The invention has been achieved in view of the problems 
mentioned above, and its object is to provide an optical 
element for use in an optical pickup apparatus capable of 
conducting proper recording and/or reproducing of information 
for both of high density DVD and conventional DVD and CD, for 
example , while securing a sufficient amount of spot light and 
to provide the optical pickup apparatus. 
[Means for solving the Problems] 

An optical element for use in an optical pickup 
apparatus described in claim 1 is represented by an optical 
element for an optical pickup apparatus having therein a 
first light source with wavelength Xl , a second light source 
with wavelength A,2 (A,l < A,2 ) , a third light source with 
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wavelength ^3 (1.6 • A,l < \3 ^ 2 . 0 • Xl and A.2 < \3) and a 
light -converging optical system including an optical element, 
in which recording and/or reproducing of information is 
possible when a light flux emitted from the first light 
source is converged on an information recording surface of a 
first optical information recording medium through a 
protective layer with a thickness of tl, recording and/or 
reproducing of information is possible when a light flux 
emitted from the second light source is converged on an 
information recording surface of a second optical information 
recording medium through a protective layer with a thickness 
of t2 (0.8 • tl ^ t2 < 1.2 • tl) , and recording and/or 
reproducing of information is possible when a light flux 
emitted from the third light source is converged on an 
information recording surface of a third optical information 
recording medium through a protective layer with a thickness 
of t3 (1.9 • tl < t3 < 2.1 • tl) , wherein a diffractive 
structure is provided on at least one surface of the optical 
element, and when conducting recording and/or reproducing 
respectively for the first optical information recording 
medium, the second optical information recording medium and 
the third optical information recording medium, light fluxes 
emitted respectively from the first light source, the second 
light source and the third light source pass through the 
common diffractive structure to be converged respectively on 
information recording surfaces of the first, second and third 
optical information recording media to form spots, and 
further, when light fluxes having respectively wavelength Xl 
and wavelength X3 enter the optical element, the following 
expression is satisfied under the assumption that order 
numbers of diffracted light fluxes having the maximum 
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diffraction efficiency among diffracted light fluxes 
generated by the diffractive structure are represented by nl 
and n3 (nl and n3 are natural numbers) . 

1.1 > (nl x Xl) / (n3 x X3) > 0.9 (1) 
In the optical element described in claim 1, when the 
expression (1) is satisfied, there are enhanced an amount of 
diffracted light irradiated on the information recording 
surface of the first optical information recording medium 
through the diffractive structure on the optical element and 
an amount of diffracted light irradiated on the information 
recording surface of the third optical information recording 
medium (the closer (nl x A,l) / (n3 x A3) is to 1, the better 
the condition is), thus, occurrence of errors in writing and 
errors in reading of information can be controlled 
effectively . 

In the optical element described in claim 1, an optical 
element for use in an optical pickup apparatus described in 
claim 2 is that it is possible to make an amount of step in 
the diffractive structure to be small and thereby to restrain 
a loss of substantial transmission factor of the optical 
element, because the order numbers nl and n3 mentioned above 
satisfy the following expression. 

nl : n3 = 2 : 1 (2) 

In the optical element described in claim 2, an optical 
element for use in an optical pickup apparatus described in 
claim 3 is that the off-axis characteristic is made to be 
excellent, and more appropriate correction may be carried 
out, when the light flux having wavelength Xl which is 
considered to be most difficult in correction of spherical 
aberration is made to enter the optical element as a parallel 
light flux, because 
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ml = 0 (3) 
holds when ml represents an optical system magnification of 
the optical element for the light flux with wavelength Xl . 
Further, when forming a light flux by using a beam shaper and 
a beam expander in addition to the optical element, if the 
beam shaper and the beam expander are inserted to be closer 
to a light source than the optical element is, a parallel 
light flux enters and thereby, the forming can be carried out 
properly. Incidentally, judging from the spirit of the 
invention stated above, it is assumed that errors of about 1% 
are estimated and at least an occasion of | ml | ^ 1/100 is 
included, under the condition of u optical system 
magnification ml = 0" . 

In the optical element described in claim 2 or 3 , an 
optical element for use in an optical pickup apparatus 
described in claim 4 is that the following expression holds 
when m3 represents the magnification of an optical system of 
the optical element for the light flux having wavelength \3 ; 

-1/12.0 < m3 < -1/16.0 (4) 
and therefore, a difference of spherical aberration caused by 
a difference of thickness between a protective layer of the 
first and second optical information recording media and that 
of the third optical information recording medium and by a 
difference in wavelength can be corrected properly by making 
the light flux emitted from the third light source to enter 
the optical element as a divergent light flux based on the 
expression (4 ) . 

In the optical element described in claim 2 or 3 , an 
optical element for use " in an optical pickup apparatus 
described in claim 5 is that it is preferable if the 
following expression holds when m3 represents the 
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magnification of an optical system of the optical element for 
the light flux having wavelength A3 . 

-1/12.0 < m3 < -1/13.4 (4') 

In the optical element described in any one of claims 2 
to 5, an optical element for use in an optical pickup 
apparatus described in claim 6 is that the following 
expression is satisfied under the assumption that n2 (n2 is a 
natural number) represents the order number of the diffracted 
light flux having the maximum diffraction efficiency among 
diffracted light fluxes generated by the aforesaid 
dif tractive structure, when the light flux having the 
wavelength A,2 enters the optical element. 

(n2 x A2) / (n3 x A3 ) < 1 (5) 
Though (n2 x A-2) can take various values from a 
viewpoint of design, it is necessary to make the optical 
system magnification of the optical element to be equal for 
all light fluxes emitted from all light sources, when using a 
unit light source which is called the so-called "two-laser 
one-package" and is put to practical use wherein the second 
light source and the third light source are arranged on the 
same base board. Therefore, by satisfying the expression 
(5) , the optical system magnification of the optical element 
for the light flux with wavelength X2 can be made equal to 
that of the optical element for the light flux with 
wavelength A3 . 

In the optical element described in claim 6, an optical 
element for use in an optical pickup apparatus described in 
claim 7 is that it is possible to use a unit light source 
such as the so-called "two-laser one -package" , because the 
following expression holds when m2 represents the 



33 



magnification of an optical system of the optical element for 
the light flux having wavelength X2 . 

-1/12.0 < m2 < -1/17.0 (6) 

In the optical element described in claim 6, an optical 
element for use in an optical pickup apparatus described in 
claim 8 is that it is more preferable if the following 
expression holds when m2 represents the magnification of an 
optical system of the optical element for the light flux 
having wavelength X2 . 

-1/12.0 < m2 < -1/13.4 (6') 
In the optical element described in claim 7 or 8 , an 
optical element for use in an optical pickup apparatus 
described in claim 9 is that the optical pickup apparatus can 
be downsized if the second light source emitting a light flux 
with wavelength X2 and the third light source emitting light 
with wavelength A3 are unitized to be a unit light source 
like the so-called two-laser one-package. Incidentally, 
"light sources are unitized" means a structure wherein two 
light sources, for example, are mounted on the same base 
board to be united, to which, however, the invention is not 
limited. 

In the optical element described in any one of claims 2 
to 5, an optical element for use in an optical pickup 
apparatus described in claim 10 is that it is preferable if 
the following expression holds when n2 (n2 is a natural 
number) represents the order number of the diffracted light 
flux having the maximum diffraction efficiency among 
diffracted light generated by the aforesaid diffractive 
structure, when the light flux having the wavelength X2 
enters the optical element. 

(nl x Xl) / (n2 x X2) < 1 (7) 
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It is estimated naturally that a unit light source 
wherein the first light source and the second light source 
are arranged on the same base board will be developed in the 
future, and in that case, it is necessary to make the optical 
system magnification of the optical element to be equal for 
both light fluxes emitted respectively from both light 
sources. Therefore, by satisfying the expression (7), the 
optical system magnification of the optical element for the 
light flux with wavelength Xl can be made equal to that of 
the optical element for the light flux with wavelength Xl . 

In the optical element described in claim 3, 4, 5 or 10, 
an optical element for use in an optical pickup apparatus 
described in claim 11 is that the following expression holds 
when m2 represents the magnification of the optical element 
for the light flux having wavelength X2 ; 

M2 = 0 (8) 
and therefore, it is possible to use a unit light source 
wherein the first light source and the second light source 
are arranged on the same base board, when that unit light 
source is developed. Incidentally, judging from the spirit 
of the invention stated above, it is assumed that errors of 
about 1% are estimated and at least an occasion of | m2 | < 
1/100 is included, under the condition of optical system 
magnification m2 = 0 . 

In the optical element described in claim 7, 8 or 11, an 
optical element for use in an optical pickup apparatus 
described in claim 12 is that it has optical characteristics 
which make spherical aberration to be under on the light flux 
passing through the diffractive structure, when the 
diffractive structure is changed so that a wavelength of a 
light source becomes longer. Since there are provided 
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optical characteristics which make spherical aberration to be 
under for the light flux passing through the diffractive 
structure when the diffractive structure is changed so that a 
wavelength,. of a light source becomes longer, it is possible 
to correct spherical aberration caused by refraction effect 
in the case of a temperature change and spherical aberration 
caused by dispersion between lots of light sources in the 
direction to reduce them and thereby to control wave-front 
aberration in a converging spot to be smaller. 

In the optical element described in claim 11 or 12, an 
optical element for use in an optical pickup apparatus 
described in claim 13 is such that the optical pickup 
apparatus can be downsized if the first light source emitting 
a light flux with wavelength A,l and the second light source 
emitting light with wavelength X2 are unitized. 

In the optical element described in any one of claims 2 
to 13, an optical element for use in an optical pickup 
apparatus described in claim 14 is such that it is preferable 
that the optical element for use in an optical pickup 
apparatus described in claim 14 is an objective lens, to 
which, however, the invention is not limited. 

In the optical element described in any one of claims 1 
to 14, an optical element for use in an optical pickup 
apparatus described in claim 15 is such that at least one 
optical surface of the optical element has a first region 
through which the light fluxes having respectively 
wavelengths A,l , X2 and ^3 emitted respectively from the first 
light source, the second light source and the third light 
source are made to pass for conducting recording and/or 
reproducing for the first optical information recording 
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medium, the second optical information recording medium and 
the third optical information recording medium and a second 
region through which. the light fluxes having respectively 
wavelengths Xl and X2 emitted respectively from the first 
light source and the second light source are made to pass and 
the light flux with wavelength X3 does not pass for 
conducting recording and/or reproducing for the first optical 
information recording medium and the second optical 
information recording medium, and recording and/or 
reproducing may be conducted properly for the third optical 
information recording medium if dichroic coating is provided 
on the second region. 

In the optical element described in claim 15, an optical 
element for use in an optical pickup apparatus described in 
claim 16 is such that if no diffractive structure is provided 
on the optical surface on which the dichroic coating is 
applied, causes for uneven coating can be reduced. 

In the optical element described in one of claims 1 to 
14, an optical element for use in an optical pickup apparatus 
described in claim 17 is such that at least one optical 
surface of the optical element has a first region through 
which the light fluxes having respectively wavelengths Xl , X2 
and X3 emitted respectively from the first light source, the 
second light source and the third light source are made to 
pass for conducting recording and/or reproducing for the 
first optical information recording medium, the second 
optical information recording medium and the third optical 
information recording medium and a second region through 
which the light fluxes having respectively wavelengths Xl and 
X2 emitted respectively from the first light source and the 
second light source are made to pass to be converged on 
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information recording surfaces for conducting recording 
and/or reproducing for the first optical information 
recording medium and the second optical information recording 
medium, and the light flux with wavelength A3 is made to pass 
not to be converged on an information recording surface, and 
the first diffractive structure is provided on the first 
region and the second diffractive structure is provided on 
the second region, and the following expression holds under 
the assumption that nlA represents the order number of 
diffracted light having the maximum diffraction efficiency 
among diffracted light with wavelength Xl generated by the 
first diffractive structure, nlD represents the order number 
of diffracted light having the maximum diffraction efficiency 
among diffracted light with wavelength X2 generated by the 
first diffractive structure, n2A represents the order number 
of diffracted light having the maximum diffraction efficiency 
among diffracted light with wavelength A,l generated by the 
second diffractive structure, and n2D represents the order 
number of diffracted light having the maximum diffraction 
efficiency among diffracted light with wavelength X2 
generated by the second diffractive structure. 

nlA : nlD * n2A : n2D (9) 

Incidentally, numerical aperture NA in the course of 
conducting recording and/or reproducing of information for 
the third optical information recording medium is made to be 
smaller than numerical aperture NA in the course of 
conducting recording and/or reproducing of information for 
the optical information recording medium other than the third 
optical information recording medium, and in this case, the 
structure to stop down the numerical aperture NA is needed 
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when the third optical information recording medium is used. 
In the invention, the expression (9) is satisfied. In order 
to realize compatibility for three optical information 
recording media, it is necessary to change an optical system 
magnification of the objective optical element for each 
light, for the combination of the order numbers having the 
maximum diffraction efficiency generated when light 
respectively with wavelengths Xl , A,2 and \3 enter. Though the 
optical system magnification of the objective optical element 
for each light is the same between the first region and the 
second region, it is possible to make the diffracted light 
having the maximum diffraction efficiency in the light flux 
with the wavelength A,3 that has passed through the second 
region to have spherical aberration because the combination 
of the order numbers of diffraction is changed, and 
therefore, light converging is not conducted on the 
information recording surface of the third optical 
information recording medium, which makes it possible to 
obtain effects to stop down the numerical aperture NA. 

In the optical element in either one of claims 1-14, 
an optical element for use in an optical pickup apparatus 
described in claim 18 is such that at least one optical 
surface of the optical element has a first region through 
which the light fluxes having respectively wavelengths Xl , X2 
and A, 3 emitted respectively from the first light source, the 
second light source and the third light source are made to 
pass for conducting recording and/or reproducing for the 
first optical information recording medium, the second 
optical information recording medium and the third optical 
information recording medium and a second region through 
which the light fluxes having respectively wavelengths Xl and 



39 



X2 emitted respectively from the first light source and the 
second light source are made to pass to be converged on 
information recording surfaces for conducting recording 
and/or reproducing for the first optical information 
recording medium and the second optical information recording 
medium, and the light flux with wavelength A3 is made to pass 
not to be converged on an information recording surface, and 
the first diffractive structure is provided on the first 
region and the second diffractive structure is provided on 
the second region, and the following expression holds under 
the assumption that nlA represents the order number of 
diffracted light having the maximum diffraction efficiency 
among diffracted light with wavelength Xl generated by the 
first diffractive structure, nlD represents the order number 
of diffracted light having the maximum diffraction efficiency 

among diffracted light with wavelength X2 generated by the 
first diffractive structure, n2A represents the order number 
of diffracted light having the maximum diffraction efficiency 

among diffracted light with wavelength Xl generated by the 
second diffractive structure, and n2D represents the order 
number of diffracted light having the maximum diffraction 

efficiency among diffracted light with wavelength X-2 
generated by the second diffractive structure, and n2A is an 
odd number (refer claim 18) . 

NlA : nlD = n2A : n2D (10) 

In the invention, if the wavelength X3 is twice the 
wavelength Xl , the maximum diffraction efficiency in the 
light flux with the wavelength X3 that has passed through the 
second diffractive structure becomes the order number n2A/2 
under the assumption that n2A represents the order number of 
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the maximum diffraction efficiency in the light flux with the 
wavelength Xl that has passed through the second diffractive 
structure, because the expression (10) is satisfied. 
Therefore, if the order number n2A is an even number, it is 
not possible to make the diffracted light having the maximum 
diffraction efficiency in the light flux with the wavelength 
X3 that has passed through the second region to have 
spherical aberration. However, if n2A is an odd number, 
diffraction efficiency in the order number of an integer 
close to n2A/2 becomes high. Since that diffracted light is 
not converged, light with wavelength A3 that has passed 
through the second diffractive structure is not converged 
efficiently on an information recording surface of the third 
optical information recording medium, thus, numerical 
aperture NA can be stopped down. 

In the optical element described in claim 18, an optical 
element for use in an optical pickup apparatus described in 
claim 18 is such that an optical element for an optical 
pickup apparatus wherein 

N2A = 5, n2D = 3, 
it is possible to conduct recording and/or reproducing of 
information properly by using the diffracted light with an 
appropriate order number, respectively for the first and 
second optical information recording media. 

In the optical element described in claim 18 to 21, an 
optical element for use in an optical pickup apparatus 
described in claim 18 is such that an optical element for an 
optical pickup apparatus wherein 

N2A =3,. n2D = 2, 
it is possible to conduct recording and/or reproducing of 
information properly by using the diffracted light with an 
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appropriate order number, respectively for the first and 
second optical information recording media. 

In the optical element described in claim 18, an optical 
element for an optical pickup apparatus 21 is such that, if 
the maximum diffraction efficiency among diffracted light 
having wavelength X3 generated by the second diffractive 
structure is 60% or less, it is possible to conduct recording 
and/or reproducing of information properly for the third 
optical information recording medium. 

In the optical element described in one of claims 18 to 
21, an optical element for an optical pickup apparatus 
described in claim 22 is such that, chromatic aberration is 
corrected for the light flux with the wavelength Xl . When 
there is a difference in the combination of the diffraction 
order numbers each having the maximum diffraction efficiency 
caused when each of light respectively with wavelength Xl and 
wavelength X2 enters, between the first diffractive structure 
and the second diffractive structure, it is necessary to make 
light -converged positions of the diffracted light having 
passed respective regions to agree with each other, by 
utilizing paraxial power of the diffraction. On the 
contrary, if the expression (10) is satisfied, it is possible 
to utilize paraxial power of diffraction to conduct color 
correction for the light flux with wavelength Xl or X2 , and 
therefore, recording and/or reproducing of information can be 
conducted more properly for the first optical information 
recording medium. 

An optical element for use in an optical pickup 
apparatus described in claim 23 is such that a first light 
source with wavelength Xl , a second light source with 
wavelength X2 (Xl < X2) , a third light source with wavelength 
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A3 (1.6 • Xl < X3 < 2.0 • Xl and \2 < X3 ) and a light- 
converging optical system including an optical element are 
provided, and recording and/or reproducing of information can 
be conducted when the light -converging optical system 
converges a light flux emitted from the first light source on 
an information recording surface of the first optical 
information recording medium through a protective layer with 
thickness tl, recording and/or reproducing of information can 
be conducted when the light -converging optical system 
converges a light flux emitted from the second light source 
on an information recording surface of the second optical 
information recording medium through a protective layer with 
thickness t2 (0.8 • tl < t2 < 1.2 • tl) and, recording and/or 
reproducing of information can be conducted when the light - 
converging optical system converges a light flux emitted from 
the third light source on an information recording surface of 
the third optical information recording medium through a 
protective layer with thickness t3 (1.9 • tl £ t3 £ 2.1 • 
tl) , wherein a first diffractive structure is provided on at 
least one surface of the optical element, and when conducting 
recording and/or reproducing for each of the first, second 
and third optical information recording media, each of light 
fluxes emitted respectively from the first, second and third 
light sources is converged on each of information recording 
surfaces of the first, second and third optical information 
recording media after passing commonly through the first 
diffractive structure, to form a spot, and further, the 
following expression is satisfied when nl and n3 (each of nl 
and n3 is a natural number) represent the order numbers of 
the diffracted light flux having the maximum diffraction 
efficiency among diffracted light generated by the first 
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diffractive structure when light fluxes having respectively 
wavelength Xl and wavelength A,3 enter the optical element. 

1.1 > (nl x ?il) / (n3 x X3 ) > 0.9 (1) 
Effects of the above structure are the same as those of the 
structure described in claim 1. 

In the optical pickup apparatus described in claim 23, 
an optical pickup apparatus described in claim 24 is such 
that the order numbers nl and n3 mentioned above satisfy the 
following expression . 

nl : n3 = 2 : 1 (2) 
Effects of the above structure are the same as those of the 
structure described in claim 2. 

In the optical pickup apparatus described in claim 24, 
an optical pickup apparatus described in claim 25 is such 
that the following expression holds when ml represents the 
magnification of the optical element for the light flux 
having wavelength A,l . 

M2 = 0 (3) 
Effects of the above structure are the same as those of the 
structure described in claim 3 . 

In the optical pickup apparatus described in claim 24 or 
25, an optical pickup apparatus described in claim 26 is such 
that the following expression holds when m3 represents the 
magnification of the optical element for the light flux 
having wavelength A,3 . 

-1/12.0 < m3 < -1/16.0 (4) 
Effects of the above structure are the same as those of the 
structure described in claim 4 . 

In the optical pickup apparatus described in claim 24 or 
25, an optical pickup apparatus described in claim 26 is such 
that the following expression holds when m3 represents the 
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magnification of the optical element for the light flux 
having wavelength X3 . 

-1/12.0 < m3 < -1/13.4 (4') 
Effects of the above structure are the same as those of the 
structure described in claim 5. 

In the optical pickup apparatus described in any one of 
claims 24 to 27, an optical pickup apparatus described in 
claim 28 is such that the following expression holds when n2 
(n2 is a natural number) represents the order number of the 
diffracted light flux having the maximum diffraction 
efficiency among diffracted light generated by the aforesaid 
first diffractive structure, when the light flux having the 
wavelength \2 enters the optical element. 

(n2 x X2) / (n3 x Jl3) < 1 (5) 
Effects of the above structure are the same as those of the 
structure described in claim 6. 

In the optical pickup apparatus described in claim 28, 
an optical pickup apparatus described in claim 29 is such 
that the following expression holds when m2 represents the 
magnification of an optical system of the optical element for 
the light flux having wavelength A,2 . 

-1/12.0 < m2 < -1/17.0 (6) 
Effects of the above structure are the same as those of the 
structure described in claim 7. 

In the optical pickup apparatus described in claim 28, 
an optical pickup apparatus described in claim 30 is such 
that the following expression holds when m2 represents the 
magnification of an optical system of the optical element for 
the light flux having wavelength A,2 . 

-1/12.0 < m2 < -1/13.4 (6') 
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Effects of the above structure are the same as those of the 
structure described in claim 8 . 

In the optical pickup apparatus described in claim 30, 
an optical pickup apparatus described in claim 31 is such 
that the second light source emitting a light flux with 
wavelength A,2 and the third light source emitting light with 
wavelength X3 are unitized. Effects of the above structure 
are the same as those of the structure described in claim 9. 

In the optical pickup apparatus described in any one of 
claims 24 to 27, an optical pickup apparatus described in 
claim 32 is such that the following expression holds when n2 
(n2 is a natural number) represents the order number of the 
diffracted light flux having the maximum diffraction 
efficiency among diffracted light generated by the aforesaid 
first diffractive structure, when the light flux having the 
wavelength A,2 enters the optical element. 

(nl x A,l) / (n2 x X2) < 1 (7) 
Effects of the above structure are the same as those of the 
structure described in claim 10. 

In the optical pickup apparatus described in claim 25, 
26, 27 or 32, an optical pickup apparatus described in claim 
3 3 is such that the following expression holds when m2 
represents the magnification of the optical element for the 
light flux having, wavelength A,2 . 

M2 = 0 (8) 
Effects of the above structure are the same as those of the 
structure described in claim 11. 

In the optical pickup apparatus described in claim 29, 
30 or 33, an optical pickup apparatus described in claim 34 
is such that the first diffractive structure has optical 
characteristics which make spherical aberration to be under 
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on the light flux that has passed through the diffractive 
structure, when the wavelength of the light source is changed 
to be longer. Effects of the above structure are the same as 
those of the structure described in claim 12. 

In the optical pickup apparatus described in claim 33 or 
34, an optical pickup apparatus described in claim 35 is such 
that the first light source emitting a light flux with 
wavelength Xl and the second light source emitting light with 
wavelength X2 are unitized. Effects of the above structure 
are the same as those of the structure described in claim 13 . 

In the optical pickup apparatus described in any one of 
claims 24 to 35, an optical pickup apparatus described in 
claim 36 is such that the optical element is an objective 
lens . 

In the optical pickup apparatus described in either one 
of claims 23-31, the optical pickup apparatus described in 
claim 37 is such that the light flux with wavelength X2 
enters the optical element under the condition of a divergent 
light flux, and a coupling lens is arranged between the 
second light source and the optical element. 

In the optical pickup apparatus described in claim 37, 
the optical pickup apparatus described in claim 3 8 is such 
that when the optical surface of the coupling lens is divided 
into an inner region closer to the optical axis and an outer 
region farther from the optical axis with the border of the 
position corresponding to numerical aperture NAD in the case 
of conducting recording and/or reproducing of information for 
the second optical information recording medium, a divergent 
angle of the light flux with the wavelength \2 that has 
passed through the inner region is different from that of the 
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light flux with the wavelength A,2 that has passed through the 
outer region. 

Incidentally, if a thickness of a protective layer in 
the optical information recording medium is different, when 
the magnification of the objective lens in recording and/or 
reproducing of information for each optical information 
recording medium is the same, there is caused spherical 
aberration on a light -converged spot on an information 
recording surface of the optical information recording medium 
having a protective layer with a different thickness. On the 
contrary, for forming a proper light -converged spot even when 
converging through a protective layer having a different 
thickness, a divergent angle is changed, and for example, an 
infinite light flux on one side and a finite light flux on 
the other side are made to enter the objective optical 
element. However, a sine condition can not be satisfied 
though spherical aberration can be corrected. When finite 
light enters the objective optical element in which a sine 
condition is not satisfied in particular, if a deviation of 
an optical axis is caused between the objective optical 
element and the other optical element by the problem of 
accuracy in incorporation or be tracking, there is a fear 
that coma which is not negligible is caused. 

In the structure, therefore, the problems mentioned 
above are solved in the following way. To be more concrete 
in the explanation of the structure, it is possible to 
provide a diffractive structure for changing an amount of 
occurrence of spherical aberration with a border in the 
vicinity of the position corresponding to numerical aperture 
NAD = 0.65 (which is called an effective diameter) on 
coupling lens (collimator) 115, for example, referring to 
Fig. 1 showing the optical pickup apparatus. In this case, 
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when the total light -converging optical system is viewed, 
spherical aberration is a diffraction limit or less within a 
range of NAD, and in the region outside the NAD, over 
spherical aberration is caused. By doing this, even when the 
light flux with wavelength X2 is made to enter under the 
condition of a finite light flux, it is possible to correct 
coma on the occasion wherein objective optical element 
(objective lens) 16 is shifted in the direction perpendicular 
to the optical axis. 

Namely, when a deviation of an optical axis is not 
caused between the objective optical element and the coupling 
lens, recording and/or reproducing of information can be 
conducted properly even if no actions are taken on the 
coupling lens in particular, because the light flux with 

wavelength \2 does not take part in the inside of the light- 
converged spot when that light flux passes through the 
outside of the effective diameter. While, when the deviation 
of an optical axis is not caused between them, the light flux 
entering the effective diameter of the objective optical 
element through the outside of the effective diameter of the 
coupling lens, for example, becomes one whose deterioration 
of aberration is remarkable on an information recording 
surface, and thereby, proper recording and/or reproducing of 
information is impeded. Therefore, the aforementioned 
coupling lens is used so that the light flux that has passed 
through the outside of the effective diameter may not be 
converged on an information recording surface, and thereby, 
it is possible to conduct recording and/or reproducing of 
information properly by using the light flux which has passed 
through the only region where the effective diameter of the 
objective optical element is overlapped on the effective 
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diameter of the coupling lens and has less deterioration of 
aberration. Further, since the light flux with wavelength Al 
enters the objective optical element in the form of an 
infinite light flux, recording and/or reproducing of 
information for the first optical information recording 
medium is not adversely affected, even when the coupling lens 
as that stated above is provided. 

In the optical pickup apparatus described in claim 38, 
the optical pickup apparatus described in claim 3 9 is such 
that a divergent angle of the light flux with wavelength A,2 
that has passed through the outer region is greater than that 
of the light flux with wavelength A,2 that has passed through 
the inner region, and thereby, the above-mentioned effects 
can be exhibited more efficiently. 

In the optical pickup apparatus described in either one 
of claims 37-39, the optical pickup apparatus described in 
claim 40 is such that the light flux with wavelength A3 
enters the optical element after passing through the coupling 
lens, which makes the structure of the optical pickup 
apparatus to be simple. 

In the optical pickup apparatus described in claim 40, 
the optical pickup apparatus described in claim 41 is such 
that when the optical surface of the coupling lens is divided 
into an inner region closer to the optical axis and an outer 
region farther from the optical axis with the border of the 
position corresponding to numerical aperture NAC in the case 
of conducting recording and/or reproducing of information for 
the third optical information recording medium, a divergent 
angle of the light flux with the wavelength A3 that has 
passed through the inner region is different from that of the 
light flux with the wavelength A3 that has passed through the 



outer region, which makes it possible to conduct recording 
and/or reproducing of information more properly even when the 
light flux with wavelength A3 is made to enter the objective 
optical element in the form of a finite light flux. 

In the optical pickup apparatus described in either one 
of claims 38-41, the optical pickup apparatus described in 
claim 42 is such that a diffractive structure is provided on 
at least one of the inner region and the outer region of the 
coupling lens, and thereby, the effects stated above can be 
realized. 

In the optical pickup apparatus described in claim 37, 
the optical pickup apparatus described in claim 43 is such 
that when the optical surface of the coupling lens is divided 
into an inner region closer to the optical axis and an outer 
region farther from the optical axis with the border of the 
position corresponding to numerical aperture NAD in the case 
of conducting recording and/or reproducing of information for 
the second optical information recording medium, a dichroic 
coat which does not transmit the light flux with wavelength 
X2 is provided on the outer region, and when the optical 
surface of the optical element is divided into an inner 
region closer to the optical axis and an outer region farther 
from the optical axis with the border of the position 
corresponding to numerical aperture NAD in the case of 
conducting recording and/or reproducing of information for 
the second optical information recording medium, a dichroic 
coat which does not transmit the light flux with wavelength 
\2 is provided on the outer region, and thereby, it is 
possible to conduct recording and/or reproducing of 
information properly by using the light flux which has passed 
through the only region where the effective diameter 
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corresponding to numerical aperture NAD of the objective 
optical element is overlapped on the effective diameter 
corresponding to numerical aperture NAD of the coupling lens 
and has less deterioration of aberration. Incidentally, 
"transmitting no light flux" means reducing an amount of 
transmitted light (including an amount of transmitted light 
which is zero) to the extent having no influence on recording 
and/or reproducing of information. 

In the optical pickup apparatus described in claim 37, 
the optical pickup apparatus described in claim 44 is such 
that a coupling lens is arranged between the third light 
source and the optical element, and when the optical surface 
of the coupling lens is divided into an inner region closer 
to the optical axis and an outer region farther from the 
optical axis with the border of the position corresponding to 
numerical aperture NAC in the case of conducting recording, 
and/or reproducing of information for the third optical 
information recording medium, a dichroic coat which does not 
transmit the light flux with wavelength A, 3 is provided on the 
outer region, and when the optical surface of the optical 
element is divided into an inner region closer to the optical 
axis and an outer region farther from the optical axis with 
the border of the position corresponding to numerical 
aperture NAC in the case of conducting recording and/or 
reproducing of information for the third optical information 
recording medium, a dichroic coat which does not transmit the 
light flux with wavelength X3 is provided on the outer 
region, and thereby, it is possible to conduct recording 
and/or reproducing of information properly by using the light 
flux which has passed through the only region where the 
effective diameter corresponding to numerical aperture NAC of 
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the coupling lens is overlapped on the effective diameter 
corresponding to numerical aperture NAC of the coupling lens 
and has less deterioration of aberration. 

In a coupling lens used for the optical pickup apparatus 
described in either one of claims 37-44, the optical pickup 
apparatus described in claim 45 is such that the light flux 
with wavelength Xl passes through the coupling lens and 
enters the optical element. 

In the optical pickup apparatus described in any one of 
claims 23 to 44, an optical pickup apparatus described in 
claim 46 is such that recording and/or reproducing of 
information may be conducted properly for the third optical 
information recording medium, if an opening regulating 
element for the light flux with wavelength X3 is arranged to 
be closer than the light -converging optical system to the 
light source, on the optical path of the light flux with 
wavelength A3 . 

In the optical pickup apparatus described in claim 46, 
an optical pickup apparatus described in claim 47 is such 
that it is preferable if the opening regulating element is a 
dichroic filter . 

In the optical pickup apparatus described in claim 46, 
an optical pickup apparatus described in claim 48 is such 
that it is preferable if the opening regulating element is a 
dichroic prism. 

In the optical pickup apparatus described in claim 46, 
an optical pickup apparatus described in claim 49 is such 
that it is preferable if the opening regulating element is a 
coupling lens. 

In the optical pickup apparatus described in claim 46, 
an optical pickup apparatus described in claim 50 is such 
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that it is preferable if the opening regulating element is a 
phase difference plate. 

In the optical pickup apparatus described in any one of 
claims 23 to 44 and 46 to 50, an optical pickup apparatus 
described in claim 51 is such that at least one optical 
surface of the light-converging optical system has thereon a 
first region that transmits light fluxes which are emitted 
respectively from the first, second and third light sources 
and have respectively wavelength Xl , wavelength Xl and 
wavelength A,3 for conducting recording and/or reproducing 
respectively for the first optical information recording 
medium, the second optical information recording medium and 
the third optical information recording medium and a second 
region that transmits light fluxes which are emitted 
respectively from the first and second light sources and have 
respectively wavelength Xl and wavelength X2 for conducting 
recording and/or reproducing respectively for the first 
optical information recording medium and the second optical 
information recording medium, but does not transmit a light 
flux with wavelength A3 emitted from the third light, and 
when a dichroic coating is provided on the second region, 
recording and/or reproducing of information can be conducted 
properly for the third optical information recording medium. 
Effects of the above structure are the same as those of the 
structure described in claim 15. 

In the optical pickup apparatus described in claim 51, 
an optical pickup apparatus described in claim 52 is such 
that if no diffractive structure is provided on the optical 
surface on which the dichroic coating is applied, causes for 
uneven coating can be reduced. Effects of the above structure 
are the same as those of the structure described in claim 16. 
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In the optical pickup apparatus described in one of 
claims 23 to 44, 46 to 52, an optical pickup apparatus 
described in claim 53 is such that at least one optical 
surface of the optical element has a first region through 
which the light fluxes having respectively wavelengths ^1 , X2 
and X3 emitted respectively from the first light source, the 
second light source and the third light source are made to 
pass for conducting recording and/or reproducing for the 
first optical information recording medium, the second 
optical information recording medium and the third optical 
information recording medium and a second region through 
which the light fluxes having respectively wavelengths Xl and 
X2 emitted respectively from the first light source and the 
second light source are made to pass and the light flux with 
wavelength X3 does not pass for conducting recording and/or 
reproducing for the first optical information recording 
medium and the second optical information recording medium, 
and recording and/or reproducing may be conducted properly 
for the third optical information recording medium if 
dichroic coating is provided on the second region. 

In the optical pickup apparatus described in one of 
claims 23 to 44, 46 to 53, an optical pickup apparatus 
described in claim 54 is such that at least one optical 
surface of the optical element has a first region through 
which the light fluxes having respectively wavelengths Xl , X2 
and X3 emitted respectively from the first light source, the 
second light source and the third light source are made to 
pass for conducting recording and/or reproducing for the 
first optical information recording medium, the second 
optical information recording medium and the third optical 
information recording medium and a second region through 
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which the light fluxes having respectively wavelengths A,l and 
\l emitted respectively from the first light source and the 
second light source are made to pass to be converged on 
information recording surfaces for conducting recording 
and/or reproducing for the first optical information 
recording medium and the second optical information recording 
medium, and the light flux with wavelength A,3 is made to pass 
not to be converged on an information recording surface, and 
the first diffractive structure is provided on the first 
region and the second diffractive structure is provided on 
the second region, and the following expression holds under 
the assumption that nlA represents the order number of 
diffracted light having the maximum diffraction efficiency 
among diffracted light with wavelength ^.1 generated by the 
first diffractive structure, nlD represents the order number 
of diffracted light having the maximum diffraction efficiency 
among diffracted light with wavelength %2 generated by the 
first diffractive structure, n2A represents the order number 
of diffracted light having the maximum diffraction efficiency 
among diffracted light with wavelength ^.1 generated by the 
second diffractive structure, and n2D represents the order 
number of diffracted light having the maximum diffraction 
efficiency among diffracted light with wavelength X2 
generated by the second diffractive structure. 

NlA : nlD * n2A : n2D (9) 

Effects of the above structure are the same as those of the 
structure described in claim 17. 

In the optical pickup apparatus described in one of 
claims 23 to 44, 46 to 53, an optical pickup apparatus 
described in claim 55 is such that at least one optical 
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surface of the optical element has a first region through 
which the light fluxes having respectively wavelengths Xl , X2 
and ^3 emitted respectively from the first light source, the 
second light source and the third light source are made to 
pass for conducting recording and/or reproducing for the 
first optical information recording medium, the second 
optical information recording medium and the third optical 
information recording medium and a second region through 
which the light fluxes having respectively wavelengths ^.1 and 
X2 emitted respectively from the first light source and the 
second light source are made to pass to be converged on 
information recording surfaces for conducting recording 
and/or reproducing for the first optical information 
recording medium and the second optical information recording 
medium, and the light flux with wavelength A,3 is made to pass 
not to be converged on an information recording surface, and 
the first diffractive structure is provided on the first 
region and the second diffractive structure is provided on 
the second region, and the following expression holds under 
the assumption that nlA represents the order number of 
diffracted light having the maximum diffraction efficiency 
among diffracted light with wavelength Xl generated by the 
first diffractive structure, nlD represents the order number 
of diffracted light having the maximum diffraction efficiency 
among diffracted light with wavelength X2 generated by the 
first diffractive structure, n2A represents the order number 
of diffracted light having the maximum diffraction efficiency 
among diffracted light with wavelength Xl generated by the 
second diffractive structure, and n2D represents the order 
number of diffracted light having the maximum diffraction 
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efficiency among diffracted light with wavelength A,2 
generated by the second diffractive structure, and n2A is an 
odd number. 

N1A : nlD = n2A : n2D (10) 

Effects of the above structure are the same as those of the 
structure described in claim 18. 

In the optical pickup apparatus described in claim 55, 
an optical pickup apparatus described in claim 56 is such 
that 

N2A = 5, n2D = 3. 
Effects of the above structure are the same as those of the 
structure described in claim 19. 

In the optical pickup apparatus described in claim 55, 
an optical pickup apparatus described in claim 57 is such 
that 

N2A = 3, n2D = 2. 
Effects of the above structure are the same as those of the 
structure described in claim 20. 

In the optical pickup apparatus described in any one of 
claims 55 to 57, an optical pickup apparatus described in 
claim 58 is such that the maximum diffraction efficiency 
among diffracted light with wavelength ^3 generated by the 
second diffractive structure is 60% or less. Effects of the 
above structure are the same as those of the structure 
described in claim 21. 

In the optical pickup apparatus described in any one of 
claims 55 to 58, an optical pickup apparatus described in 
claim 59 is such that a color correction is conducted for a 
light flux having the wavelength Xl . Effects of the above 
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structure are the same as those of the structure described in 
claim 22 . 

In the optical pickup apparatus described in any one of 
claims 33 to 59, an optical pickup apparatus described in 
claim 60 is such that if the third light source is a 
hololaser, an optical pickup apparatus can further be 
downsized because the third light source and a photo-detector 
are unitized. 

In the optical pickup apparatus described in claim 33, 
an optical pickup apparatus described in claim 61 is such 
that if a first chromatic aberration correcting element for 
conducting chromatic aberration correction for the light flux 
with wavelength A.1 is arranged on an optical path of the 
light flux with wavelength Xl , recording and/or reproducing 
of information can be conducted properly for the first 
optical information recording medium. 

In the optical pickup apparatus described in claim 61, 
an optical pickup apparatus described in claim 62 is such 
that if a second chromatic aberration correcting element for 
conducting chromatic aberration correction for the light flux 
with wavelength \2 is arranged on an optical path of the 
light flux with wavelength X2 , recording and/or reproducing 
of information can be conducted properly for the second 
optical information recording medium. 

In the optical pickup apparatus described in claim 33, 
an optical pickup apparatus described in claim 63 is such 
that if a first chromatic aberration correcting element for 
conducting chromatic aberration correction for the light flux 
with wavelength Xl is arranged on an optical path through 
which the light flux with wavelength A,l only passes, and if a 
second chromatic aberration correcting element for conducting 
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chromatic aberration correction for the light flux with 
wavelength X2 is arranged on an optical path through which 
the light flux with wavelength X2 only passes, recording 
and/or reproducing of information can be conducted properly 
for the first and second optical information recording media. 

In the optical pickup apparatus described in claim 33, 
an optical pickup apparatus described in claim 64 is such 
that if a first chromatic aberration correcting element for 
conducting chromatic aberration correction for the light flux 
with wavelength Til is arranged on an optical path through 
which the light flux with wavelength A,l and the light flux 
with wavelength X2 pass commonly, and if a second chromatic 
aberration correcting element for conducting chromatic 
aberration correction for the light flux with wavelength %2 
is arranged on an optical path through which the light flux 
with wavelength \2 only passes, recording and/or reproducing 
of information can be conducted properly for the first and 
second optical information recording media. 

In the optical pickup apparatus described in any one of 
claims 21 and 61 to 64, an optical pickup apparatus described 
in claim 65 is such that if a collimator is arranged on an 
optical path through which the light flux with wavelength ^.1 
and the light flux with wavelength \2 pass commonly, 
recording and/or reproducing of information can be conducted 
properly for the first and second optical information 
recording media. 

In the optical pickup apparatus described in claim 65, 
an optical pickup apparatus described in claim 66 is such 
that if a first beam shaper for shaping the light flux with 
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wavelength Xl is arranged to be closer than the collimator to 
the light source on an optical path through which the light 
flux with wavelength Xl passes, recording and/or reproducing 
of information can be conducted properly for the first 
optical information recording medium. 

In the optical pickup apparatus described in claim 66, 
an optical pickup apparatus described in claim 67 is such 
that if the first beam shaper corrects chromatic aberration 
for the light flux with wavelength Xl , recording and/or 
reproducing of information can be conducted properly for the 
first optical information recording medium, and the structure 
of the optical pickup apparatus can further be simplified. 

In the optical pickup apparatus described in claim 65, 
an optical pickup apparatus described in claim 68 is such 
that if a second beam shaper for shaping the light flux with 
wavelength X2 is arranged to be closer than the collimator to 
the light source on an optical path through which the light 
flux with wavelength X2 passes, recording and/or reproducing 
of information can be conducted properly for the second 
optical information recording medium. 

In the optical pickup apparatus described in claim 68, 
an optical pickup apparatus described in claim 6 9 is such 
that if the second beam shaper corrects chromatic aberration 
for the light flux with wavelength X2 , recording and/or 
reproducing of information can be conducted properly for the 
second optical information recording medium, and the 
structure of the optical pickup apparatus can further be 
simplified. 

In the optical pickup apparatus described in claim 65, 
an optical pickup apparatus described in claim 70 is such 
that if a beam shaper for shaping the light flux with 
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wavelength Xl or shaping the light flux with wavelength X2 is 
arranged to be closer than the collimator to the light source 
on an optical path through which the light flux with 
wavelength A,l and the light flux with wavelength X2 pass 
commonly, recording and/or reproducing of information can be 
conducted properly for the first and second optical 
information recording media. 

In the optical pickup apparatus described in any one of 
claims 65 to 70, an optical pickup apparatus described in 
claim 71 is such that if a material of the collimator is 
plastic, production at low cost is possible. 

In the optical pickup apparatus described in claim 65, 
an optical pickup apparatus described in claim 72 is such 
that if a beam shaping prism for shaping the light flux with 
wavelength Xl or the light flux with wavelength X2 is 
arranged between the collimator and the light -converging 
optical system on an optical path through which the light 
flux with wavelength Xl and the light flux with wavelength X2 
pass commonly, recording and/or reproducing of information 
can be conducted properly for the first and second optical 
information recording media. 

In the optical pickup apparatus described in claim 72, 
an optical pickup apparatus described in claim 73 is such 
that if a material of the collimator is glass, excellent 
optical characteristics can be obtained. 

In the optical pickup apparatus described in any one of 
claims 33 and 61 to 63, an optical pickup apparatus described 
in claim 74 is such that if a first collimator is arranged on 
an optical path through which the light flux with wavelength 
Xl only passes and a second collimator is arranged on an 
optical path through which the light flux with wavelength X2 
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only passes, recording and/or reproducing of information can 
be conducted properly for the first and second optical 
information recording media. 

In the optical pickup apparatus described in claim 74, 
an optical pickup apparatus described in claim 75 is such 
that if a material of at least one of the first collimator 
and the second collimator is plastic, production at low cost 
is possible. 

In the optical pickup apparatus described in claim 75, 
an optical pickup apparatus described in claim 76 is such 
that if the collimator whose material is plastic on at least 
one side is a chromatic aberration correcting element, 
recording and/or reproducing of information can be conducted 
properly for the first optical information recording medium 
and/or the second optical information recording medium. 

In the optical pickup apparatus described in claim 74, 
an optical pickup apparatus described in claim 77 is such 
that if a first beam shaper for shaping the light flux with 
wavelength Xl is arranged to be closer than the first 
collimator to the light source on an optical path through 
which the light flux with wavelength Xl passes, recording 
and/or reproducing of information can be conducted properly 
for the first optical information recording medium. 

In the optical pickup apparatus described in claim 77, 
an optical pickup apparatus described in claim 78 is such 
that if the first beam shaper is the first chromatic 
aberration correcting element, recording and/or reproducing 
of information can be conducted properly for the first 
optical information recording medium, and the structure of 
the optical pickup apparatus can further be simplified. 
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In the optical pickup apparatus described in claim 78, 
an optical pickup apparatus described in claim 79 is such 
that if a second beam shaper for shaping the light flux with 
wavelength A,2 is arranged to be closer than the collimator to 
the light source on an optical path through which the light 
flux with wavelength A,2 passes, recording and/or reproducing 
of information can be conducted properly for the second 
optical information recording medium. 

In the optical pickup apparatus described in claim 79, 
an optical pickup apparatus described in claim 80 is such 
that if the second beam shaper is the second chromatic 
aberration correcting element, recording and/or reproducing 
of information can be conducted properly for the second 
optical information recording medium, and the structure of 
the optical pickup apparatus can further be simplified. 

In the optical pickup apparatus described in claim 74, 
an optical pickup apparatus described in claim 81 is such 
that if a first beam shaping prism for shaping the light flux 
with wavelength Xl is arranged between the first collimator 
and the light -converging optical system on an optical path of 
the light flux with wavelength Xl , recording and/or 
reproducing of information can be conducted properly for the 
first optical information recording medium. 

In the optical pickup apparatus described in claim 81, 
an optical pickup apparatus described in claim 82 is such 
that if a second beam shaping prism for shaping the light 
flux with wavelength A,2 is arranged between the second 
collimator and the light -converging optical system on an 
optical path of the light flux with wavelength X2 , recording 
and/or reproducing of information can be conducted properly 
for the second optical information recording medium. 
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In the optical pickup apparatus described in any one of 
claims 37 to 82, it is preferable if the optical element is 
an objective lens. 

The expression "chromatic aberration correction 
(achromatizing) ) " used in the present specification means 
that fluctuations of a position of a light -converging spot 
(position where the wave-front aberration of the" light- 
converging spot becomes minimum) in the direction of an 
optical axis by an objective optical element are controlled 
when a wavelength is changed, and thereby, means that the 
wave-front aberration after wavelength fluctuations in the 
light -converging spot position before wavelength fluctuations 
(position where the wave-front aberration of the light- 
converging spot becomes minimum) is controlled within a range 
which makes recording and/or reproducing of information for 
an optical information recording medium possible. 

With respect to the expression "making spherical 
aberration to be under" in the present specification, an 
occasion to intersect the optical axis at a position closer 
than a paraxial image point to an object point in spherical 
aberration where a position of the paraxial image point is 
the origin as shown in Fig. 1 is defined to be "making to be 
under" . Incidentally, an occasion to intersect the optical 
axis at a position closer than a paraxial image point to an 
image point is defined to be "making to be over" . 

The expression "diffractive structure" used in the 
present specification means a portion where a relief is 
provided on a surface of the optical element so that the 
portion has a function to converge or diverge a light flux 
through diffraction. With respect to a shape of the relief, 
there is known a shape wherein ring-shaped zones in a shape 
of approximate concentric circles having their centers on an 



65 



optical axis are formed on a surface of the optical element, 
and each ring-shaped zone looks like a saw tooth when its 
section is observed on a plane including the optical axis, 
and the shape like this is included, and this shape is called 
u dif tractive ring-shaped zone" in particular. 

The optical element in the present specification means, 
in a narrow sense, a lens (for example, an objective lens) 
having the light -converging function arranged at the position 
closest to the optical information recording medium to face 
that position under the condition that the optical 
information recording medium is loaded in an optical pickup 
apparatus, and it means, in a broad sense, a lens capable of 
being moved by an actuator at least in the direction of the 
optical axis together with the aforementioned lens. 
Therefore, numerical aperture NA of the optical element on 
the optical information recording medium side (image side) in 
the present specification means numerical aperture NA of the 
plane of the optical element positioned to be closest to the 
optical information recording medium. Further, it is assumed 
that necessary numerical aperture NA in the present 
specification means a numerical aperture prescribed by the 
standards of each optical information recording medium, or 
means a numerical aperture of the objective lens of 
diffraction limit power which can obtain a spot diameter 
necessary for conducting recording or reproducing of 
information in accordance with a wavelength of a working 
light source for each optical information recording medium. 

In the present specification, the first optical 
information recording medium means a optical disc of a high 
density DVD system, and the second optical information 
recording medium includes various optical discs of a DVD 
system such as DVD-ROM and DVD-Video used exclusively for 
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reproducing and various optical discs of a DVD system such as 
DVD-RAM, DVD-R and DVD-RW. The third optical information 
recording medium means an optical disc of a CD system such as 
CD-R and CD-RW. 
[Embodiment of the invention] 

The invention will be explained as follows in a more 
detailed way, referring to the drawings. Fig. 2 is a 
schematic structure diagram of an optical information 
recording and reproducing device or an optical pickup 
apparatus relating to the first embodiment which can conduct 
recording and/or reproducing of information for all of a high 
density DVD (which is also called a first optical disc) , a 
conventional DVD (which is also called a second optical disc) 
and a conventional CD (which is also called a third optical 
disc) . Incidentally, in the present embodiment, 
first semiconductor laser 111 and second semiconductor laser 
112 are arranged to adjoin each other on the same base board, 
and they construct a unit light source like the so-called 
two-laser one-package to correspond to optical pickup 
apparatus described respectively in claim 11 and claim 33 . 

In Fig. 2, a light flux emitted from the first 
semiconductor laser 111 (wavelength Xl = 380 nm - 450 nm) 
representing the first light source is transmitted through 
1/4 wavelength plate 113 and first beam splitter 114 and is 
transformed into a parallel light flux by collimator 115, and 
then, passes further through second beam splitter 116 to be 
narrowed further by diaphragm 17, and is converged by 
objective lens 16 representing a light -converging optical 
element on information recording surface 22 through 
protective layer 21 (thickness tl is 0.5 - 0.7 mm and 
preferably is 0.6 mm) of the first optical disc 20. 
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The light flux modulated by information pits and 
reflected on the information recording surface is transmitted 
again through objective lens 16 and diaphragm 17, then, 
passes through second beam splitter 116 and collimator 115 
and enters the first beam splitter 114 to be reflected 
thereon, then, is given astigmatism by cylindrical lens 117 
and enters photodetector 119 through concave lens 118, thus, 
the output signals therefrom are used to obtain reading 
signals for information information-recorded on the first 
optical disc 20. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
119 is detected for detection of focusing and a track. Then, 
the objective lens 16 is moved so that a two-dimensional 
actuator (not shown) may make a light flux emitted from the 
first semiconductor laser 111 to form an image on the 
recording surface 22 of the first optical disc 20, based on 
the aforementioned detection, and the objective lens 16 is 
moved so that a light flux emitted from the semiconductor 
laser 111 may form an image on a prescribed track. 

On the other hand, a light flux emitted from the second 
semiconductor laser 112 (wavelength A,2 = 600 nm - 700 nm) 
representing the second light source is transmitted through 
1/4 wavelength plate 113 and first beam splitter 114 and is 
transformed into a parallel light flux by collimator 115, and 
then, passes further through second beam splitter 116 to be 
narrowed further by diaphragm 17, and is converged by 
objective lens 16 representing a light -converging optical 
element on information recording surface 22 through 
protective layer 21 (thickness t2 is 0.5 - 0.7 mm and 
preferably is 0.6 mm) of the second optical disc 20. 
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The light flux modulated by information pits and 
reflected on the information recording surface 22 is 
transmitted again through objective lens 16 and diaphragm 17, 
then, passes through second beam splitter 116 and collimator 
115 and enters the first beam splitter 114 to be reflected 
thereon, then, is given astigmatism by cylindrical lens 117 
and enters photodetector 119 through concave lens 118, thus, 
the output signals therefrom are used to obtain reading 
signals for information information- recorded on the second 
optical disc 20. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
119 is detected for detection of focusing and a track. Then, 
the objective lens 16 is moved so that a two-dimensional 
actuator (not shown) may make a light flux emitted from the 
second semiconductor laser 112 to form an image on the 
recording surface 22 of the second optical disc 20, based on 
the aforementioned detection, and the objective lens 16 is 
moved so that a light flux emitted from the semiconductor 
laser 112 may form an image on a prescribed track. 

Further, a light flux emitted from the third 
semiconductor laser 121 (wavelength A,3 = 700 nm - 800 nm) 
representing the third light source is transmitted through 
1/4 wavelength plate 123 and third beam splitter 124 and is 
transformed into a parallel light flux by collimator 125 
representing a correcting element, and then, passes further 
through second beam splitter 116 to be narrowed further by 
diaphragm 17, and is converged by objective lens 16 on 
information recording surface 22 through protective layer 21 
(thickness t3 is 1.1 - 1.3 mm and preferably is 1.2 mm) of 
the third optical disc 20. 
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The light flux modulated by information pits and 
reflected on the information recording surface 22 is 
transmitted again through objective lens 16 and diaphragm 17, 
then, enters second beam splitter 116 to be reflected thereon 
and passes through collimator 125 and enters the third beam 
splitter 124 to be reflected further thereon, then, is given 
astigmatism by cylindrical lens 127 and enters photodetector 
129 through concave lens 128, thus, the output signals 
therefrom are used to obtain reading signals for information 
information-recorded on the third optical disc 20. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
129 is detected for detection of focusing and a track. Then, 
the objective lens 16 is moved so that a two-dimensional 
actuator (not shown) may make a light flux emitted from the 
third semiconductor laser 121 to form an image on the 
recording surface 22 of the third optical disc 20, based on 
the aforementioned detection, and the objective lens 16 is 
moved so that a light flux emitted from the semiconductor 
laser 121 may form an image on a prescribed track. 

Incidentally, though the first light source and the 
second light source are arranged on the same base board in 
the embodiment stated above, the invention is not limited to 
this, and the second light source and the third light source 
may be arranged on the same base board, or, the first, second 
and third light sources may be arranged respectively at 
different positions, without being arranged on the same base 
board. 

Fig. 3 is a schematic structure diagram of an optical 
information recording and reproducing device or an optical 
pickup apparatus relating to the second embodiment which can 
conduct recording and/or reproducing of information for all 
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of a high density DVD (which is also called a first optical 
disc) , a conventional DVD (which is also called a second 
optical disc) and a conventional CD (which is also called a 
third optical disc) . 

In Fig. 3, a light flux emitted from the first 
semiconductor laser AL (wavelength ^1 = 380 nm - 450 nm) 
representing the first light source is reflected on 1/4 
wavelength plate HF and passes through first beam splitter 
BS1 to be transformed into a parallel light flux by 
collimator PLCL made of plastic, and then, passes further 
through second beam splitter BS2 and is converged by 
ob j ect ive lens OBL representing a light -converging optical 
element on information recording surface RP through 
protective layer TL (thickness tl is 0.5 - 0.7 mm and 
preferably is 0.6 mm) of the first optical disc DSK. 

The light flux modulated by information pits and 
reflected on the information recording surface RP is 
transmitted again through objective lens OBL, and then, 
passes through second beam splitter BS2, collimator PLCL and 
first beam splitter BS1 to pass through 1/4 wavelength plate 
HF, and enters photodetector AS for the first light source, 
thus, the output signals therefrom are used to obtain reading 
signals for information information-recorded on the first 
optical disc DSK. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
AS is detected for detection of focusing and a track. Then, 
the objective lens OBL is moved so that a two-dimensional 
actuator (not shown) may make a light flux emitted from the 
first semiconductor laser AL to form an image on the 
recording surface RP of the first optical disc DSK, based on 
the aforementioned detection, and the objective lens OBL is 
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moved so that a light flux emitted from the semiconductor 
laser AL may form an image on a prescribed track. 

On the other hand, a light flux emitted from the second 
semiconductor laser DHL (wavelength \2 = 600 nm - 700 nm) 
representing the second light source and also representing 
hololaser is reflected on the first beam splitter BS1, and 
passes further through the second beam splitter BS2 after 
being transformed into a parallel light flux by collimator 
PLCL made of plastic, thus, it is converged by objective lens 
OBL representing a light -converging optical element on 
information recording surface RP through protective layer TL 
(thickness t2 is 0.5 - 0.7 mm and preferably is 0.6 mm) of 
the second optical disc DSK. 

The light flux modulated by information pits and 
reflected on the information recording surface RP is 
transmitted again through objective lens OBL, then, passes 
through the second beam splitter BS2 and collimator PLCL and 
reflected on the first beam splitter BS1 to enter a 
photodetector (not shown) in the second semiconductor laser 
DHL, thus, the output signals therefrom are used to obtain 
reading signals for information information- recorded on the 
second optical disc DSK. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
is detected for detection of focusing and a track. Then, the 
objective lens OBL is moved so that a two-dimensional 
actuator (not shown) may make a light flux emitted from the 
second semiconductor laser DHL to form an image on the 
recording surface RP of the second optical disc DSK, based on 
the aforementioned detection, and the objective lens OBL is 
moved so that a light flux emitted from the semiconductor 
laser DHL may form an image on a prescribed track. 
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Furthermore, a light flux emitted from the third 
semiconductor laser CHL (wavelength A3 = 700 nm - 800 nm) 
representing the third light source and also representing 
hololaser passes through coupling lens CPL, then, reflected 
by the second beam splitter BS2 to enter objective lens 16 
representing a light -converging optical element under the 
condition of divergence constraint, by which the light flux 
is converged on information recording surface RP through 
protective layer TL (thickness t3 is 1.1 - 1.3 mm and 
preferably is 1.2 mm) of the third optical disc DSK. 

The light flux modulated by information pits and 
reflected on the information recording surface RP is 
transmitted again through objective lens OBL, and then, it 
enters the second beam splitter BS2 to be reflected thereon, 
and is converged by coupling lens CPL to enter photodetector 
(not shown) in the third semiconductor laser CHL, thus, the 
output signals therefrom are used to obtain reading signals 
for information information-recorded on the third optical 
disc DSK. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
is detected for detection of focusing and a track. Then, the 
objective lens OBL is moved so that a two-dimensional 
actuator (not shown) may make a light flux emitted from the 
third semiconductor laser CHL to form an image on the 
recording surface RP of the third optical disc DSK, based on 
the aforementioned detection, and the objective lens OBL is 
moved so that a light flux emitted from the semiconductor 
laser CHL may form an image on a prescribed track. 

In the present embodiment, it is possible to use 
coupling lens CPL as an opening regulating element by 
providing on an optical surface of coupling lens CPL a light- 
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shielding film having a circular non-film portion (a circular 
region where a film whose center is on an optical axis is not 
formed) corresponding to the numerical aperture that makes it 
possible to conduct recording and/or reproducing of 
information properly on information recording surface RP of 
the third optical disc DSK, and thereby by making a light 
flux with wavelength A3 to pass through only the circular 
non-film portion, (see claims 46 and 49) . 

As a variation, however, it is also possible to provide, 
as an opening regulating element, a dichroic filter that has 
a circular non-film portion corresponding to the numerical 
aperture capable of conducting recording and/or reproducing 
of information properly on information recording surface RP 
of the third optical disk DSK and is equipped with a dichroic 
coat between, for example, the second beam splitter BS2 and 
objective lens OBL, in place of providing a light-shielding 
film on coupling lens CPL. In this case, the dichroic coat 
functions to prevent passage of only the light flux with 
wavelength A3 emitted from the third semiconductor laser CHL 
(see claim 47) . 

Further, as another variation, it is also possible to 
provide, as an opening regulating element, a dichroic prism 
on which a dichroic coat having a circular non-film portion 
corresponding to the numerical aperture capable of conducting 
recording and/or reproducing of information properly on 
information recording surface RP of the third optical disk 

DSK, in an optical path for light with wavelength A3, for 
example, in place of providing a light -shielding film on 
coupling lens CPL . In this case, the dichroic coat functions 
to prevent passage of only the light flux with wavelength A3 
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emitted from the third semiconductor laser CHL (see claim 
51) . 

Further, as still another variation, it is also possible 
to form a dichroic coat having a circular non-film portion 
corresponding to the numerical aperture capable of conducting 
recording and/or reproducing of information properly on 
information recording surface RP of the third optical disk 
DSK, on an optical surface of objective lens OBL, for 
example, in place of providing a light-shielding film on 
coupling lens CPL . In this case, a region having the dichroic 
coat functions as a second region because it prevents passage 
of only the light flux with wavelength A3 emitted from the 
third semiconductor laser CHL, while, the circular non-film 
portion functions as the first region (see claim 50) . In 
this case, a diffractive structure is not provided on the 
region where the dichroic coat is provided (see claim 51) . 

In the present embodiment, a diffractive structure is 
provided on the circular non-film portion of objective lens 
OBL to correct chromatic aberration for a light flux emitted 
from the first semiconductor laser AL or the second 
semiconductor laser DHL (see claims 37 and 38) . Namely, the 
objective lens OBL constitutes the first chromatic aberration 
correcting element or the second chromatic aberration 
correcting element. Incidentally, as a variation, in place 
of providing a diffractive structure on a circular non-film 
portion of objective lens OBL, there may also be provided a 
diffractive structure equipped with the same chromatic 
aberration function on the region of collimator PLCL 
corresponding to the foregoing. Further, as another 
variation, it is also possible to arrange so that not only 
reflected light of a light flux with wavelength Xl emitted 
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from the first semiconductor laser AL but also reflected 
light of a light flux with wavelength A. 2 emitted from the 
second semiconductor laser DHL are detected, in place of 
making the second semiconductor laser DHL to be hololaser. 
Incidentally, though beam shaping is not conducted in the 
present embodiment, it is possible to shape a beam for the 
light flux with wavelength A,l or the light flux with 
wavelength Xl , by arranging, as a variation, a beam shaper to 
be closer to the light source than collimator PLCL through 
which the light flux with wavelength Xl and the light flux 
with wavelength Xl pass (see claims 64, 66) . It is also 
possible to make collimator PLCL to have a function of beam 
shaping. The beam shaper, in this case, means an optical 
element having a function to make a light flux whose section 
is oval to enter and to make it to emerge after shaping it to 
have a circular section. 

However, it is also possible to provide the second 
diffractive structure at a region corresponding to the 
numerical aperture capable of conducting recording and/or 
reproducing of information properly on information recording 
surface RP of the third optical disk DSK, on an optical 
surface of objective lens OBL, for example, in place of 
providing a dichroic coat. In this case, an optical surface 
of the objective lens OBL has a first region through which 
the light fluxes having respectively wavelengths Xl, Xl and 
X3 emitted respectively from the first semiconductor laser 
AL, the second semiconductor laser DHL and the third 
semiconductor laser CHL are made to pass for conducting 
recording and/or reproducing for the first optical disk, the 
second optical disk and the third optical disk and a second 
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region through which the light fluxes having respectively 
wavelengths Xl and X2 emitted respectively from the first 
semiconductor laser AL and the second semiconductor laser DHL 
are made to pass to be converged on information recording 
surfaces for conducting recording and/or reproducing for the 
first optical disk and the second optical disk, and the light 
flux with wavelength A3 is made to pass not to be converged 
on an information recording surface, and the first 
diffractive structure is provided on the first region and the 
second diffractive structure is provided on the second 
region, and the following expression holds under the 
assumption that nlA represents the order number of diffracted 
light having the maximum diffraction efficiency among 
diffracted light with wavelength Xl generated by the first 
diffractive structure, nlD represents the order number of 
diffracted light having the maximum diffraction efficiency 
among diffracted light with wavelength X2 generated by the 
first diffractive structure, n2A represents the order number 
of diffracted light having the maximum diffraction efficiency 
among diffracted light with wavelength kl generated by the 
second diffractive structure, and n2D represents the order 
number of diffracted light having the maximum diffraction 
efficiency among diffracted light with wavelength X2 
generated by the second diffractive structure, and n2A is an 
odd number (refer claim 18) . 

NlA : nlD = n2A : n2D (10) 

Further, at this time, it may be preferable tha n2A = 5, 
n2D = 3 (refer claim 19), or n2A = 3, n2D = 2 (refer claim 
20) . Further, among diffracted rays having a wavelength X3 
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generated by the second diffractive structure, the maximum 
diffraction efficiency is 60% or less (refer claim 21) . 

However, if N1A : nlD * n2A : n2D, n2A is not limited 

to an odd number (refer claim 17) . 

Fig. 4 is a schematic structure diagram of an optical 
information recording and reproducing device or an optical 
pickup apparatus relating to the third embodiment capable of 
conducting recording and/or reproducing of information for 
all of high density DVD (which is also called a first optical 
disc) , conventional DVD (which is also called a second 
optical disc) and CD (which is also called a third optical 
disc) . Incidentally, since only difference between the 
present embodiment and the embodiment in Fig. 3 is that 
chromatic aberration correcting optical element DSE that is 
provided with a diffractive structure for conducting 
chromatic aberration correction for the light flux with 
wavelength A,2 emitted from the second semiconductor laser DHL 
is arranged between the second semiconductor laser DHL and . 
the first beam splitter BS1 (on the optical path through 
which the light flux with wavelength X2 only passes) , and 
therefore, an explanation for the other points will be 
omitted because they are the same as those in the embodiment 
(including variations) shown in Fig. 3. Incidentally, it is 
possible to correct chromatic aberration for the light flux 
emitted from the first semiconductor laser AL, by providing a 
diffractive structure on objective lens OBL or collimator 
PLCL which is present on the optical path through which the 
light flux with wavelength A,l and the light flux with 
wavelength \2 pass (see claim 59, 61) . It is also possible 
to conduct chromatic aberration correction for the light flux 
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emitted from the second semiconductor laser DHL with a 
diffractive structure on the objective lens OBL, and to 
conduct chromatic aberration correction for the light flux 
emitted from the first semiconductor laser AL with a 
diffractive structure on the collimator PLCL. 

Fig. 5 is a schematic structure diagram of an optical 
information recording and reproducing device or an optical 
pickup apparatus relating to the fourth embodiment capable of 
conducting recording and/or reproducing of information for 
all of high density DVD (which is also called a first optical 
disc) , conventional DVD (which is also called a second 
optical disc) and CD (which is also called a third optical 
disc) . 

In Fig. 5, a light flux emitted from the first 
semiconductor laser AL (wavelength Xl = 380 nm - 450 nm) 
representing the first light source passes through the first 
beam splitter BS1 to be converted into a parallel light flux 
by collimator GMCL made of glass mold, and enters beam 
shaping prism BSP to be shaped, and passes further through 
prism P and second beam splitter BS2 to be converged on 
information recording surface RP through protective layer TL 
(thickness tl is 0.5 - 0.7 mm and preferably is 0.6 mm) of 
the first optical disk DSK by objective lens OBL representing 
a light -converging optical element. 

The light flux modulated by information pits and 
reflected on the information recording surface RP is 
transmitted again through objective lens OBL, then, passes 
through second beam splitter BS2, and is reflected by prism P 
to pass through 1/4 wavelength plate HF and enters 
photodetector ADS, thus, the output signals therefrom are 
used to obtain reading signals for information information- 
recorded on the first optical disc DSK. 
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Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
ADS is detected for detection of focusing and detection of a 
track. Then, the objective lens OBL is moved so that a two- 
dimensional actuator (not shown) may make a light flux 
emitted from the first semiconductor laser AL to form an 
image on the recording surface RP of the first optical disc 
DSK, based on the aforementioned detection, and the objective 
lens OBL is moved so that a light flux emitted from the 
semiconductor laser AL may form an image on a prescribed 
track. 

On the other hand, a light flux emitted from the second 
semiconductor laser DL (wavelength X2 = 600 nm - 700 nm) 
representing the second light source is reflected on the 
first beam splitter BS1, then, it is shaped when it further 
passes through beam shaping prism BSP after being transformed 
into a parallel light flux by collimator GMCL, and passes 
through the second beam splitter BS2 , thus, it is converged 
by objective lens OBL representing a light-converging optical 
element on information recording surface RP through 
protective layer TL (thickness t2 is 0.5 - 0.7 mm and 
preferably is 0.6 mm) of the second optical disc DSK. 

The light flux modulated by information pits and 
reflected on the information recording surface RP is 
transmitted again through objective lens OBL, then, passes 
through the second beam splitter BS2, and reflected on the 
prism P and passes through 1/4 wavelength plate HF to enter a 
photodetector ADS, thus, the output signals therefrom are 
used to obtain reading signals for information information- 
recorded on the second optical disc DSK. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
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ADS is detected for detection of focusing and detection of a 
track. Then, the objective lens OBL is moved so that a two- 
dimensional actuator (not shown) may make a light flux 
emitted from the second semiconductor laser DL to form an 
image on the recording surface RP of the second optical disc 
DSK, based on the aforementioned detection, and the objective 
lens OBL is moved so that a light flux emitted from the 
semiconductor laser DL may form an image on a prescribed 
track . 

Furthermore, a light flux emitted from the third 
semiconductor laser CHL (wavelength A3 = 700 nm - 800 nm) 
representing the third light source and also representing 
hololaser passes through coupling lens CPL, then, reflected 
by the second beam splitter BS2 to enter objective lens 16 
representing a light -converging optical element under the 
condition of divergence constraint, by which the light flux 
is converged on information recording surface RP through 
protective layer TL (thickness t3 is 1.1 - 1.3 mm and 
preferably is 1.2 mm) of the third optical disc DSK. 

The light flux modulated by information pits and 
reflected on the information recording surface RP is 
transmitted again through objective lens OBL, then, enters 
the second beam splitter BS2 where the light flux is 
reflected, and is converged by coupling lens CPL to enter a 
photodetector (not shown) in the third semiconductor laser 
CHL, thus, the output signals therefrom are used to obtain 
reading signals for information information- recorded on the 
third optical disc DSK. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
is detected for detection of focusing and detection of a 
track. Then, the objective lens OBL is moved so that a two- 
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dimensional actuator (not shown) may make a light flux 
emitted from the third semiconductor laser CHL to form an 
image on the recording surface RP of the third optical disc 
DSK, based on the aforementioned detection, and the objective 
lens OBL is moved so that a light flux emitted from the 
semiconductor laser CHL may form an image on a prescribed 
track. 

In the present embodiment, it is possible to use 
coupling lens CPL as an opening regulating element by 
providing on an optical surface of coupling lens CPL a light - 
shielding film having a circular non-film portion (a circular 
region where a film whose center is on an optical axis is not 
formed) corresponding to the numerical aperture that makes it 
possible to conduct recording and/or reproducing of 
information properly on information recording surface RP of 
the third optical disc DSK, and thereby by making a light 
flux with wavelength A3 to pass through only the circular 
non-film portion (see claims 48 and 51) . 

As a variation, however, it is also possible to provide, 
as an opening regulating element, a dichroic filter that has 
a circular non-film portion corresponding to the numerical 
aperture capable of conducting recording and/or reproducing 
of information properly on information recording surface RP 
of the third optical disk DSK and is equipped with a dichroic 
coat between, for example, the second beam splitter BS2 and 
objective lens OBL, in place of providing a light-shielding 
film on coupling lens CPL. In this case, the dichroic coat 
functions to prevent passage of only the light flux with 
wavelength A3 emitted from the third semiconductor laser CHL 
(see claim 49) . 
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Further, as another variation, it is also possible to 
provide, as an opening regulating element, a dichroic prism 
on which a dichroic coat having a circular non-film portion 
corresponding to the numerical aperture capable of conducting 
recording and/or reproducing of information properly on 
information recording surface RP of the third optical disk 
DSK, in an optical path for light with wavelength A3, for 
example, in place of providing a light -shielding film on 
coupling lens CPL. In this case, the dichroic coat functions 
to prevent passage of only the light flux with wavelength A3 
emitted from the third semiconductor laser CHL (see claim 
50) . 

Further, as still another variation, it is also possible 
to form a dichroic coat having a circular non-film portion 
corresponding to the numerical aperture capable of conducting 
recording and/or reproducing of information properly on 
information recording surface RP of the third optical disk 
DSK, on an optical surface of objective lens OBL, for 
example, in place of providing a light - shielding film on 
coupling lens CPL. In this case, a region having the 
dichroic coat functions as a second region because it 
prevents passage of only the light flux with wavelength A3 
emitted from the third semiconductor laser CHL, while, the 
circular non-film portion functions as the first region (see 
claim 51) . In this case, a diffractive structure is not 
provided on the region where the dichroic coat is provided 
(see claim 52) . 

In the present embodiment, a diffractive structure is 
provided on the circular non-film portion of objective lens 
OBL to correct chromatic aberration for a light flux emitted 
from the first semiconductor laser AL or the second 
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semiconductor laser DL (see claim 64) . Namely, the objective 
lens OBL constitutes the first chromatic aberration 
correcting element or the second chromatic aberration 
correcting element. Incidentally, as a variation, in place 
of providing a diffractive structure on a circular non-film 
portion of objective lens OBL, there may also be provided a 
diffractive structure equipped with the same chromatic 
aberration function on the region of collimator GMCL 
corresponding to the foregoing. Further, in the present 
embodiment, beam shaping prism BSP is arranged between 
collimator GMCL and objective lens OBL on the optical path 
through which a light flux with wavelength Xl and a light 
flux with wavelength X2 pass commonly, so that beam shaping 
may be conducted for a light flux emitted from the first 
semiconductor laser AL and a light flux emitted from the 
second semiconductor laser DL (see claim 66) . 

Fig. 6 is a schematic structure diagram of an optical 
information recording and reproducing device or an optical 
pickup apparatus relating to the fifth embodiment which can 
conduct recording and/or reproducing of information for all 
of a high density DVD (which is also called a first optical 
disc) , a conventional DVD (which is also called a second 
optical disc) and a conventional CD (which is also called a 
third optical disc) . 

In Fig. 6, a light flux emitted from the first 
semiconductor laser AL (wavelength X-l = 380 nm - 450 nm) 
representing the first light source passes through the first 
beam splitter BS1 and is shaped by beam shaper BSE, and then, 
passes through the third beam splitter BS3 to be transformed 
into a parallel light flux by collimator PLCL, and passes 
further through the second beam splitter BS2 to enter 
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objective lens OBL representing a light -converging optical 
element, thus, it is converged on information recording 
surface RP through protective layer TL (thickness tl is 0.5 - 
0.7 mm and preferably is 0.6 mm) of the first optical disc 
DSK. 

The light flux modulated by information pits and 
reflected on the information recording surface RP is 
transmitted again through objective lens OBL, then, passes 
through second beam splitter BS2 and collimator PLCL, and is 
reflected by third beam splitter BS3 to pass through 1/4 
wavelength plate HF and enters photodetector ADS, thus, the 
output signals therefrom are used to obtain reading signals 
for information information-recorded on the first optical 
disc DSK. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
ADS is detected for detection of focusing and detection of a 
track. Then, the objective lens OBL is moved so that a two- 
dimensional actuator (not shown) may make a light flux 
emitted from the first semiconductor laser AL to form an 
image on the recording surface RP of the first optical disc 
DSK, based on the aforementioned detection, and the objective 
lens OBL is moved so that a light flux emitted from the 
semiconductor laser AL may form an image on a prescribed 
track . 

On the other hand, a light flux emitted from the second 
semiconductor laser DL (wavelength \2 = 600 nm - 700 nm) 
representing the second light source is reflected on the 
first beam splitter BS1 and is beam- shaped by beam shaper 
BSE, then, passes through the third beam splitter BS3 to be 
transformed into a parallel light flux by collimator PLCL 
made of plastic, and further passes through the second beam 
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splitter BS2 to enter objective lens OBL representing a 
light -converging optical element, thus, it is converged on 
information recording surface RP through protective layer TL 
(thickness t2 is 0.5 - 0.7 mm and preferably is 0.6 mm) of 
the second optical disc DSK. 

The light flux modulated by information pits and 
reflected on the information recording surface RP is 
transmitted again through objective lens OBL, then, passes 
through second beam splitter BS2 and collimator PLCL, and is 
reflected by third beam splitter BS3 to pass through 1/4 
wavelength plate HF and enters photodetector ADS, thus, the 
output signals therefrom are used to obtain reading signals 
for information information-recorded on the first optical 
disc DSK. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
ADS is detected for detection of focusing and detection of a 
track. Then, the objective lens OBL is moved so that a two- 
dimensional actuator (not shown) may make a light flux 
emitted from the second semiconductor laser DHL to form an 
image on the recording surface RP of the second optical disc 
DSK, based on the aforementioned detection, and the objective 
lens OBL is moved so that a light flux emitted from the 
semiconductor laser DHL may form an image on a prescribed 
track. 

Furthermore, a light flux emitted from the third 
semiconductor laser CHL (wavelength X3 = 700 nm - 800 nm) 
representing the third light source and also representing 
hololaser passes through coupling lens CPL, then, reflected 
by the second beam splitter BS2 to enter objective lens 16 
representing a light -converging optical element under the 
condition of divergence constraint, by which the light flux 
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is converged on information recording surface RP through 
protective layer TL (thickness t3 is 1.1 - 1.3 mm and 
preferably is 1.2 mm) of the third optical disc DSK. 

The light flux modulated by information pits and 
reflected on the information recording surface RP is 
transmitted again through objective lens OBL, and then, it 
enters the second beam splitter BS2 to be reflected thereon, 
and is converged by coupling lens CPL to enter photodetector 
(not shown) in the third semiconductor laser CHL, thus, the 
output signals therefrom are used to obtain reading signals 
for information information-recorded on the third optical 
disc DSK. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
is detected for detection of focusing and a track. Then, the 
objective lens OBL is moved so that a two-dimensional 
actuator (not shown) may make a light flux emitted from the 
third semiconductor laser CHL to form an image on the 
recording surface RP of the third optical disc DSK, based on 
the aforementioned detection, and the objective lens OBL is 
moved so that a light flux emitted from the semiconductor 
laser CHL may form an image on a prescribed track. 

In the present embodiment, it is possible to use 
coupling lens CPL as an opening regulating element by 
providing on an optical surface of coupling lens CPL a light- 
shielding film having a circular non-film portion (a circular 
region where a film whose center is on an optical axis is not 
formed) corresponding to the numerical aperture that makes it 
possible to conduct recording and/or reproducing of 
information properly on information recording surface RP of 
the third optical disc DSK, and thereby by making a light 
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flux with wavelength A3 to pass through only the circular 
non-film portion. 

As a variation, however, it is also possible to provide, 
as an opening regulating element, a dichroic filter that has 
a circular non-film portion corresponding to the numerical 
aperture capable of conducting recording and/or reproducing 
of information properly on information recording surface RP 
of the third optical disk DSK and is equipped with a dichroic 
coat between, for example, the second beam splitter BS2 and 
objective lens OBL, in place of providing a light-shielding 
film on coupling lens CPL . In this case, the dichroic coat 
functions to prevent passage of only the light flux with 
wavelength A3 emitted from the third semiconductor laser CHL . 

Further, as another variation, it is also possible to 
provide, as an opening regulating element, a dichroic prism 
on which a dichroic coat having a circular non-film portion 
corresponding to the numerical aperture capable of conducting 
recording and/or reproducing of information properly on 
information recording surface RP of the third optical disk 
DSK, in an optical path for light with wavelength A3, for 
example, in place of providing a light-shielding film on 
coupling lens CPL . In this case, the dichroic coat functions 
to prevent passage of only the light flux with wavelength A,3 
emitted from the third semiconductor laser CHL. 

Further, as still another variation, it is also possible 
to form a dichroic coat having a circular non-film portion 
corresponding to the numerical aperture capable of conducting 
recording and/or reproducing of information properly on 
information recording surface RP of the third optical disk 
DSK, on an optical surface of objective lens OBL, for 
example, in place of providing a light-shielding film on 
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coupling lens CPL . In this case, a region having the 
dichroic coat functions as a second region because it 
prevents passage of only the light flux with wavelength A3 
emitted from the third semiconductor laser CHL, while, the 
circular non-film portion functions as the first region. In 
this case, a dif tractive structure is not provided on the 
region where the dichroic coat is provided. 

In the present embodiment, a dif tractive structure is 
provided on the circular non-film portion of objective lens 
OBL to correct chromatic aberration for a light flux emitted 
from the first semiconductor laser AL or the second 
semiconductor laser DHL. Namely, the objective lens OBL 
constitutes the first chromatic aberration correcting element 
or the second chromatic aberration correcting element. 
Incidentally, as its variation, in place of providing a 
diffractive structure on a circular non-film portion of 
objective lens OBL, there may also be provided a diffractive 
structure equipped with the same chromatic aberration 
function on the region of collimator PLCL or of beam shaper 
BSE corresponding to the foregoing. 

Further, in the present embodiment, beam shaper BSE is 
arranged to be closer than collimator PLCL to the light 
source on the optical path through which a light flux with 
wavelength Xl and a light flux with wavelength A.2 pass 
commonly, and thereby, beam shaping is conducted for each of 
a light flux emitted from the first semiconductor laser AL 
and a light flux emitted from the second semiconductor laser 
DL. 

Fig. 7 is a schematic structure diagram of an optical 
information recording and reproducing device or an optical 
pickup apparatus relating to the sixth embodiment which can 
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conduct recording and/or reproducing of information for all 
of a high density DVD (which is also called a first optical 
disc) , a conventional DVD (which is also called a second 
optical disc) and a conventional CD (which is also called a 
third optical disc) . Incidentally, since only difference 
between the present embodiment and the embodiment in Fig. 6 
is that beam shaper BSE is arranged between the second 
semiconductor laser DHL and the first beam splitter BS1, and 
other points are the same as those in the embodiment in Fig. 
6 (including variations), an explanation will be omitted. 
Though beam shaping is carried out only for the light flux 
with wavelength Xl in the present embodiment, if a second 
beam shaper (not shown) is arranged between the first beam 
splitter BS1 and the second semiconductor laser DL, it is 
possible to conduct beam shaping also for the light flux with 
wavelength \2 . 

Fig. 8 is a schematic structure diagram of an optical 
information recording and reproducing device or an optical 
pickup apparatus relating to the seventh embodiment which can 
conduct recording and/or reproducing of information for all 
of a high density DVD (which is also called a first optical 
disc) , a conventional DVD (which is also called a second 
optical disc) and a conventional CD (which is also called a 
third optical disc) . Incidentally, only difference between 
the present embodiment and the embodiment shown in Fig. 3 is 
that the common collimator is abolished, first collimator 
APLC that is made of plastic and is exclusive for a light 
flux emitted from the first light source is arranged between 
the first semiconductor laser AL and the first beam splitter 
BS1, and second collimator DPLCL that is made of plastic and 
is exclusive for a light flux emitted from the second light 
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source is arranged between the second semiconductor laser DHL 
and the first beam splitter BS1 . Due to this, it is possible 
to conduct correction of chromatic aberration for the light 
flux with wavelength Xl by providing a diffractive structure 
on the first collimator APLCL through which only the light 
flux with wavelength Xl passes, and to conduct correction of 
chromatic aberration for the light flux with wavelength Xl by 
providing a diffractive structure on the second collimator 
DPLCL through which only the light flux with wavelength X2 
passes (see claims 62, 63 and 64). Incidentally, providing 
the diffractive structure for chromatic aberration correction 
on each of a collimator exclusive for a light flux with 
wavelength Xl and a collimator exclusive for a light flux 
with wavelength A,2 can also be applied to embodiments shown 
in Figs. 9-13 which will be described later. With respect 
to the points other than that are the same as those in the 
embodiment (including variations) in Fig. 3, and an 
explanation will be omitted accordingly. 

Fig. 9 is a schematic structure diagram of an optical 
information recording and reproducing device or an optical 
pickup apparatus relating to the eighth embodiment which can 
conduct recording and/or reproducing of information for all 
of a high density DVD (which is also called a first optical 
disc) , a conventional DVD (which is also called a second 
optical disc) and a conventional CD (which is also called a 
third optical disc) . Incidentally, only difference between 
the present embodiment and the embodiment shown in Fig. 8 is 
that a diffractive structure is provided on the collimator 
DPLCL made of plastic that is exclusive of the light flux 
emitted from the second light source so that correction of 
chromatic aberration may be conducted for the light flux with 
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wavelength \2 . In this case, it is preferable that a 
diffract ive structure is provided on objective lens OBL so 
that correction of chromatic aberration may be conducted for 
the light flux with wavelength Xl . With respect to the 
points other than that are the same as those in the 
embodiment (including variations) in Fig. 3 or Fig. 8, and an 
explanation will be omitted accordingly. 

Fig. 10 is a schematic structure diagram of an optical 
information recording and reproducing device or an optical 
pickup apparatus relating to the ninth embodiment which can 
conduct recording and/or reproducing of information for all 
of a high density DVD (which is also called a first optical 
disc) , a conventional DVD (which is also called a second 
optical disc) and a conventional CD (which is also called a 
third optical disc) . 

In Fig. 10, a light flux emitted from the first 
semiconductor laser AL (wavelength ^,1 = 380 nm - 450 nm) 
representing the first light source is transformed into a 
parallel light flux by first collimator AGMCL made through 
glass mold, then, is beam- shaped by first beam shaping prism 
BSP (see claim 72) , and passes through prism P, first beam 
splitter BS1 and second beam splitter BS2 to enter objective 
lens OBL representing a light -converging optical element, 
thus, it is converged on information recording surface RP 
through protective layer TL (thickness tl is 0.5 - 0.7 mm and 
preferably is 0.6 mm) of the first optical disc DSK. 

The light flux modulated by information pits and 
reflected on the information recording surface RP is 
transmitted again through objective lens OBL, and then, it 
passes through the second beam splitter BS2 and is reflected 
by the first beam splitter BS1, and it passes through 1/4 
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wavelength plate HF to enter photodetector AS, thus, the 
output signals therefrom are used to obtain reading signals 
for information information- recorded on the first optical 
disc DSK. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
AS is detected for detection of focusing and a track. Then, 
the objective lens OBL is moved so that a two-dimensional 
actuator (not shown) may make a light flux emitted from the 
first semiconductor laser AL to form an image on the 
recording surface RP of the first optical disc DSK, based on 
the aforementioned detection, and the objective lens OBL is 
moved so that a light flux emitted from the semiconductor 
laser AL may form an image on a prescribed track. 

On the other hand, a light flux emitted from the second 
semiconductor laser DHL (wavelength X2 = 60 0 nm - 7 00 nm) 
representing the second light source and also representing 
hololaser is transformed into a parallel light flux by the 
second collimator DPLCL made of plastic, and is reflected on 
prism P and passes through the first beam splitter BS1 and 
the second beam splitter BS2 to enter objective lens OBL 
representing a light -converging optical element to be 
converged on information recording surface RP through 
protective layer TL (thickness t2 is 0.5 - 0.7 mm and 
preferably is 0.6 mm) of the second optical disc DSK. 

The light flux modulated by information pits and 
reflected on the information recording surface RP is 
transmitted again through objective lens OBL, then, passes 
through the second beam splitter BS2 and the first beam 
splitter BS1, then, reflected on prism P and passes through 
the second collimator DPLCL to enter the photodetector (not 
shown) in the second semiconductor laser DHL, thus, the 
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output signals therefrom are used to obtain reading signals 
for information information-recorded on the second optical 
disc DSK. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
is detected for detection of focusing and a track. Then, the 
objective lens OBL is moved so that a two-dimensional 
actuator (not shown) may make a light flux emitted from the 
second semiconductor laser DHL to form an image on the 
recording surface RP of the second optical disc DSK, based on 
the aforementioned detection, and the objective lens OBL is 
moved so that a light flux emitted from the semiconductor 
laser DHL may form an image on a prescribed track. 

Furthermore, a light flux emitted from the third 
semiconductor laser CHL (wavelength X3 = 700 nm - 800 nm) 
representing the third light source and also representing 
hololaser passes through coupling lens CPL, then, reflected 
by the second beam splitter BS2 to enter objective lens 16 
representing a light-converging optical element under the 
condition of divergence constraint, by which the light flux 
is converged on information recording surface RP through 
protective layer TL (thickness t3 is 1.1 - 1.3 mm and 
preferably is 1.2 mm) of the third optical disc DSK. 

The light flux modulated by information pits and 
reflected on the information recording surface RP is 
transmitted again through objective lens OBL, and then, it 
enters the second beam splitter BS2 to be reflected thereon, 
and is converged by coupling lens CPL to enter photodetector 
(not shown) in the third semiconductor laser CHL, thus, the 
output signals therefrom are used to obtain reading signals 
for information information-recorded on the third optical 
disc DSK. 
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Further, a change in an amount of light caused by- 
changes in forms and positions of a spot on the photodetector 
is detected for detection of focusing and a track. Then, the 
objective lens OBL is moved so that a two-dimensional 
actuator (not shown) may make a light flux emitted from the 
third semiconductor laser CHL to form an image on the 
recording surface RP of the third optical disc DSK, based on 
the aforementioned detection, and the objective lens OBL is 
moved so that a light flux emitted from the semiconductor 
laser CHL may form an image on a prescribed track. 

In the present embodiment, it is possible to use 
coupling lens CPL as an opening regulating element by 
providing on an optical surface of coupling lens CPL a light - 
shielding film having a circular non-film portion (a circular 
region where a film whose center is on an optical axis is not 
formed) corresponding to the numerical aperture that makes it 
possible to conduct recording and/or reproducing of 
information properly on information recording surface RP of. 
the third optical disc DSK, and thereby by making a light 
flux with wavelength A3 to pass through only the circular 
non-film portion. 

As a variation, however, it is also possible to provide, 
as an opening regulating element, a dichroic filter that has 
a circular non-film portion corresponding to the numerical 
aperture capable of conducting recording and/or reproducing 
of information properly on information recording surface RP 
of the third optical disk DSK and is equipped with a dichroic 
coat between, for example, the second beam splitter BS2 and 
objective lens OBL, in place of providing a light - shielding 
film on coupling lens CPL. In this case, the dichroic coat 
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functions to prevent passage of only the light flux with 
wavelength A3 emitted from the third semiconductor laser CHL. 

Further, as another variation, it is also possible to 
provide, as an opening regulating element, a dichroic prism 
on which a dichroic coat having a circular non-film portion 
corresponding to the numerical aperture capable of conducting 
recording and/or reproducing of information properly on 
information recording surface RP of the third optical disk 
DSK, in an optical path for light with wavelength A3, for 
example, in place of providing a light-shielding film on 
coupling lens CPL. In this case, the dichroic coat functions 
to prevent passage of only the light flux with wavelength A3 
emitted from the third semiconductor laser CHL. 

Further, as still another variation, it is also possible 
to form a dichroic coat having a circular non-film portion 
corresponding to the numerical aperture capable of conducting 
recording and/or reproducing of information properly on 
information recording surface RP of the third optical disk 
DSK, on an optical surface of objective lens OBL, for 
example, in place of providing a 1 ight - shielding film on 
coupling lens CPL. In this case, a region having the 
dichroic coat functions as a second region because it 
prevents passage of only the light flux with wavelength A3 
emitted from the third semiconductor laser CHL, while, the 
circular non-film portion functions as the first region. In 
this case, a dif tractive structure is not provided on the 
region where the dichroic coat is provided. 

In the present embodiment, chromatic aberration of the 
light flux emitted from the first semiconductor laser AL is 
corrected by providing a diffractive structure on the first 
collimator APLCL, and chromatic aberration of the light flux 
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emitted from the second semiconductor laser DHL is corrected 
by providing a diffractive structure on the second collimator 
DPLCL. Incidentally, it is also possible to provide a 
diffractive structure having a function of correcting 
chromatic aberration on the circular non-film portion of the 
objective lens OBL in place of providing a diffractive 
structure on the first collimator APLCL or on the second 
collimator DPLCL, as a variation. 

Fig. 11 is a schematic structure diagram of an optical 
information recording and reproducing device or an optical 
pickup apparatus relating to the tenth embodiment which can 
conduct recording and/or reproducing of information for all 
of a high density DVD (which is also called a first optical 
disc) , a conventional DVD (which is also called a second 
optical disc) and a conventional CD (which is also called a 
third optical disc) . Incidentally, a difference between the 
present embodiment and the embodiment shown in Fig. 10 is 
that the second beam shaping prism BSP2 that is exclusive for 
a light flux emitted from the second light source is provided 
in place of prism P so that beam shaping may be conducted 
also on a light flux with wavelength X2 (see claim 82) . With 
respect to the points other than that are the same as those 
in the embodiment (including variations) in Fig. 3 or Fig. 8, 
and an explanation will be omitted accordingly. 

Fig. 12 is a schematic structure diagram of an optical 
information recording and reproducing device or an optical 
pickup apparatus relating to the eleventh embodiment which 
can conduct recording and/or reproducing of information for 
all of a high density DVD (which is also called a first 
optical disc) , a conventional DVD (which is also called a 
second optical disc) and a conventional CD (which is also 
called a third optical disc) . 
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In Fig. 12, a light flux emitted from the first 
semiconductor laser AL (wavelength A,l = 380 nm - 450 nm) 
representing the first light source is beam-shaped by the 
first beam shaper BSE, then, is reflected on 1/4 wavelength 
plate HF and is transformed into a parallel light flux by the 
first collimator APLCL made by plastic, and after that, it 
passes through the first beam splitter BS1 and the second 
beam splitter BS2 to enter objective lens OBL representing a 
light -converging optical element to be converged on 
information recording surface RP through protective layer TL 
(thickness tl is 0.5 - 0.7 mm and preferably is 0.6 mm) of 
the first optical disc DSK. 

The light flux modulated by information pits and 
reflected on the information recording surface RP passes 
again through objective lens OBL, and is converged by the 
second beam splitter BS2, the first beam splitter BS1 and the 
first collimator APLCL to pass through 1/4 wavelength plate 
HF to enter photodetector AS, thus, the output signals 
therefrom are used to obtain reading signals for information 
information-recorded on the first optical disc DSK. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
AS is detected for detection of focusing and a track. Then, 
the objective lens OBL is moved so that a two-dimensional 
actuator (not shown) may make a light flux emitted from the 
first semiconductor laser AL to form an image on the 
recording surface RP of the first optical disc DSK, based on 
the aforementioned detection, and the objective lens OBL is 
moved so that a light flux emitted from the semiconductor 
laser AL may form an image on a prescribed track. 
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On the other hand, a light flux emitted from the second 
semiconductor laser DHL (wavelength \2 = 600 nm - 700 nm) 
representing the second light source and also representing 
hololaser is transformed into a parallel light flux by the 
second collimator DPLCL made of plastic, then, is reflected 
on the first beam splitter BS1, and passes through the second 
beam splitter BS2 to enter objective lens OBL representing a 
light -converging optical element to be converged on 
information recording surface RP through protective layer TL 
(thickness t2 is 0.5 - 0,7 mm and preferably is 0.6 mm) of 
the second optical disc DSK. 

The light flux modulated by information pits and 
reflected on the information recording surface RP is 
transmitted again through objective lens OBL, then, passes 
through the second beam splitter BS2 and reflected on the 
first beam splitter BS1 to pass through the second collimator 
DPLCL and enter a photodetector (not shown) in the second 
semiconductor laser DHL, thus, the output signals therefrom 
are used to obtain reading signals for information 
information- recorded on the second optical disc DSK. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
is detected for detection of focusing and a track. Then, the 
objective lens OBL is moved so that a two-dimensional 
actuator (not shown) may make a light flux emitted from the 
second semiconductor laser DHL to form an image on the 
recording surface RP of the second optical disc DSK, based on 
the aforementioned detection, and the objective lens OBL is 
moved so that a light flux emitted from the semiconductor 
laser DHL may form an image on a prescribed track. 
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Furthermore, a light flux emitted from the third 
semiconductor laser CHL (wavelength ^3 = 700 nm - 800 nm) 
representing the third light source and also representing 
hololaser passes through coupling lens CPL, then, reflected 
by the second beam splitter BS2 to enter objective lens 16 
representing a light-converging optical element under the 
condition of divergence constraint, by which the light flux 
is converged on information recording surface RP through 
protective layer TL (thickness t3 is 1.1 - 1.3 mm and 
preferably is 1.2 mm) of the third optical disc DSK. 

The light flux modulated by information pits and 
reflected on the information recording surface RP is 
transmitted again through objective lens OBL, and then, it 
enters the second beam splitter BS2 to be reflected thereon, 
and is converged by coupling lens CPL to enter photodetector 
(not shown) in the third semiconductor laser CHL, thus, the 
output signals therefrom are used to obtain reading signals 
for information information-recorded on the third optical 
disc DSK. 

Further, a change in an amount of light caused by 
changes in forms and positions of a spot on the photodetector 
is detected for detection of focusing and a track. Then, the 
objective lens OBL is moved so that a two-dimensional 
actuator (not shown) may make a light flux emitted from the 
third semiconductor laser CHL to form an image on the 
recording surface RP of the third optical disc DSK, based on 
the aforementioned detection, and the objective lens OBL is 
moved so that a light flux emitted from the semiconductor 
laser CHL may form an image on a prescribed track. 

In the present embodiment, it is possible to use 
coupling lens CPL as an opening regulating element by 
providing on an optical surface of coupling lens CPL a light- 
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shielding film having a circular non-film portion (a circular 
region where a film whose center is on an optical axis is not 
formed) corresponding to the numerical aperture that makes it 
possible to conduct recording and/or reproducing of 
information properly on information recording surface RP of 
the third optical disc DSK, and thereby by making a light 
flux with wavelength A,3 to pass through only the circular 
non-film portion. 

As a variation, however, it is also possible to provide, 
as an opening regulating element, a dichroic filter that has 
a circular non-film portion corresponding to the numerical 
aperture capable of conducting recording and/or reproducing 
of information properly on information recording surface RP 
of the third optical disk DSK and is equipped with a dichroic 
coat between, for example, the second beam splitter BS2 and 
objective lens OBL, in place of providing a light - shielding 
film on coupling lens CPL . In this case, the dichroic coat 
functions to prevent passage of only the light flux with 
wavelength A3 emitted from the third semiconductor laser CHL. 

Further, as another variation, it is also possible to 
provide, as an opening regulating element, a dichroic prism 
on which a dichroic coat having a circular non-film portion 
corresponding to the numerical aperture capable of conducting 
recording and/or reproducing of information properly on 
information recording surface RP of the third optical disk 

DSK, in an optical path for light with wavelength A,3 , for 
example, in place of providing a light - shielding film on 
coupling lens CPL. In this case, the dichroic coat functions 
to prevent passage of only the light flux with wavelength X3 
emitted from the third semiconductor laser CHL. 
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Further, as still another variation, it is also possible 
to form a dichroic coat having a circular non-film portion 
corresponding to the numerical aperture capable of conducting 
recording and/or reproducing of information properly on 
information recording surface RP of the third optical disk 
DSK, on an optical surface of objective lens OBL, for 
example, in place of providing a light-shielding film on 
coupling lens CPL . In this case, a region having the 
dichroic coat functions as a second region because it 
prevents passage of only the light flux with wavelength A3 
emitted from the third semiconductor laser CHL, while, the 
circular non-film portion functions as the first region. In 
this case, a diffract ive structure is not provided on the 
region where the dichroic coat is provided. 

In the present embodiment, a diffractive structure is 
provided on the circular non-film portion of objective lens 
OBL through which the light flux with wavelength Xl and the 
light flux with wavelength X2 pass to correct chromatic 
aberration for the light flux with wavelength Xl emitted from 
the first semiconductor laser AL, and a diffractive structure 
is provided on the second collimator DPLCL through which the 

light flux with wavelength X2 emitted from the second 
semiconductor laser DHL only passes, to correct chromatic 
aberration for the aforementioned light flux (see claim 62) . 

Further, in the present embodiment, beam shaping is 
conducted for the light flux emitted from the first 
semiconductor laser AL by arranging first beam shaper BSE 
between the first collimator APLCL and the first 
semiconductor laser AL on the optical path through which a 
light flux with wavelength Xl passes. As a variation of the 
foregoing, it is also possible to provide a diffractive 
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structure on the first beam shaper BSE or collimator APLCL 
through which a light flux with wavelength A,l only passes to 
correct chromatic aberration for the light flux with 
wavelength Xl . 

Fig. 13 is a schematic structure diagram of an optical 
information recording and reproducing device or an optical 
pickup apparatus relating to the tenth embodiment which can 
conduct recording and/or reproducing of information for all 
of a high density DVD (which is also called a first optical 
disc) , a conventional DVD (which is also called a second 
optical disc) and a conventional CD (which is also called a 
third optical disc) . Incidentally ,„ a difference between the 
present embodiment and the embodiment shown in Fig. 12 is 
that a light flux emitted not from the second semiconductor 
laser of hololaser but from the second semiconductor laser is 
beam-shaped by the second beam shaper BSE2 and is reflected 
by 1/4 wavelength plate HF to enter the second collimator 
DPLCA. The reflected light from the second disc DSK passes 
through 1/4 wavelength plate HF through the second collimator 
DPLCA and is received by photodetector DS . Further, a 
diffractive structure is provided on the second beam shaper 
BSE2 to correct chromatic aberration for the light flux with 
wavelength A,2 . With respect to the points other than the 
foregoing are the same as those in the embodiment (including 
variations) in Fig. 12, and an explanation will be omitted 
accordingly. 

Preferable examples for the aforementioned embodiments 
will be explained as follows . 

Both surfaces of an objective lens are represented by an 
aspheric surface shown in "Numeral 1" wherein Z represents an 
axis in the direction of an optical axis, h represents a 
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height from the optical axis, r represents a paraxial radius 
of curvature, K represents the constant of the cone and A 2 ± . 
represents the coefficient of aspheric surface. 
(Numeral 1) 



Further, a diffractive structure is formed solidly on 
the surface of the aspheric surface closer to the light 
source on the objective lens. This diffractive structure is 
expressed by optical path difference function <1> for blazed 
wavelength Xb in ''Numeral 2" . Further, controlling of the 
spherical aberration can be carried out by the coefficient 
other than the second order coefficient, for example, by the 
coefficient of the fourth order or of the sixth order. 
"Controlling" in this case means that the spherical 
aberration on the refraction portion is made to be one having 
opposite characteristics by the diffracting portion so that 
the spherical aberration may be corrected on the whole, and 
that the wavelength dependency of the diffracting portion is 
utilized so that the spherical aberration may be corrected or 
a flare may be generated by the incident wavelength. In this 
case, the spherical aberration in the case of temperature 
changes can be considered to be the total of a temperature 
change of the spherical aberration of the diffracting portion 
and a spherical aberration change of the diffracting portion. 
Incidentally, let it be assumed that blazed wavelength \ B is 
equal to 1 mm in the following examples. 
(Numeral 2) 



Z = 




(h 2 /r) 



9 



2i 



5 



®(H ) = (J] C 2i H 2i )xAx n(mm) 



i=\ 



(n: Diffraction order number) 
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(Example 1) 

Table 1 shows lens data of an optical element (objective 
lens) that is an example that is right fit for the 
aforementioned embodiment. A diffractive structure is 
provided on the region (which is called a common region) 
through which light fluxes emitted respectively from the 
first, second and third semiconductor lasers pass, which is 
clear from Table 1. This diffractive structure has optical 
characteristics which make the spherical aberration of the 
light flux passing through the diffractive structure to be 
under when the light source wavelength is changed to be 
longer . The present example corresponds to the optical 
element described in claims 6 and 7. Incidentally, let it be 
assumed hereafter (including lens data on the Table) that an 
exponent of 10 (for example, 2.5 x 10" 3 ) is expressed by the 
use of E (for example, 2.5 x E - 3) . 



105 



cd 
i— i 

XI 
cd 











O 




i 


LO 














ro 








rH 


rH 






O 








\ N 




ro 


rH 




CN 




P 




II 
II 


$ 




•* 




M-l 






ro 
B 










rH 




B 


Lf) 




• 




B 






ro 




• 


O 


rH 
' * 


rH 




CN 




CN 


rH 




II 


CN 




1 




CN 

M-l 


NA 




" • 

CN 

B 




1 


LO 








B 


VD 












CN 


o 






O 








CN 




rH 


rH 




II 


iH 




B 




rH 

M-l 






























CO 


*H 










co 








<D 










i— 1 


cd 
Di 








CD 


cd 








> 


B 


h 






•H 


•H 


<D 






-P 










O 


a 


1 




m 


CD 


o 






4-> 


•n 








05 


Xi 


a) 






Q 


O 


u 


h 






? 


(D 




rn 


M-l 








Leru 


o 


H 


rH 






d> 


O 




X! 


a 




O 




4-) 


rd 


a 


-H 




Oi 




o 


4-) 


rH 


C 


rH 


*H 


cd 




Q) 


cd 


4-> 


u 


CD 


rH 


u 


U 


-H 


rH 




•H 


cd 


M-l 


a 


rH 


Sh 




-H 


B 


cd 


CD 


MH 


a 


cd 


U 




MH 


01 


XI 


O 




-H 


cd 


w 






Q 





I 

in 

oo 
[> 

-H 



LO 
CO 



LO 
LO 



e 

LO 
LO 



I 

l> 
O 



I 
o 

•H 



-H 

Jh 



(D 
U 

£ cd 

MH 

CO 



CN 



ro 



i 

CN 

ro 

CN 

e 



B 
B 

CN 
LO 

ro 

O 



ro 
O 



CN 



ro 



LO 



+ 

-H 



CD 

XI 

0 
4J 

CD 

a 
cd 

MH 

JH 

03 



CD 
XI 
4-> 

B 
O 



4J 

CD 

B 

CD 
U 

cd 
— i 

CO 



cd 

CO 
4-3 
Ph 
CD 
CO 
CD 
H 

CD 
H 



H 



CO 

CD 
X! 
Eh 



CD 
U 

cd 

MH 
H 

to 



cd 

4-) 

cd 

CD 

a 
m 

MH 

Sh 

CO 



5h 
CD 
XI 

CO 

< 



rH 


ro 


ro 


ro 


ro 
i 


1 


LO 


+ 


W 


i 

W 


i 

W 


W 


w 


W 




X 


X 


X 


X 


X 


X 




o 


rH 


o 


LO 


CN 


U> 




l> 


cn 


CN 


LO 




CN 




o 




LO 


CN 




<£> 




[> 


00 


00 


U> 




rH 






rH 


^ 


rH 


CN 


rH 




+ 


+ 




+ 


1 


+ 










O 


CN 










00 


rH 


rH 


rH 




< 






< 


< 


< 



u 

-H 

Jh 
(D 
X! 

CO 

< 



4-> 

d 

CD (D 
U -H 

cd u 

4H -H 
H MH 
P MH 

CO CD 
O 

a 



rH 


ro 


ro 




W 


i 

W 


W 


1 

w 


X 


X 


X 


X 


o 


o 


rH 


CN 




CN 


O 


l> 


O 


o 


rH 




[> 


rH 


rH 




t> 


LO 


rH 




1 


+ 


+ 










00 




< 











LO 


w 


1 

W 


1 

w 


X 


X 


X 


o 


a> 


H 


rH 


CN 


ro 


00 




LO 


Ch 


ro 


CN 


LO 


ro 




1 


+ 




o 


CN 




rH 


rH 


rH 









CD 
O 

cd 

MH 

Sh 

CO 

a 

•H 

rH 

CD 
X! 
Qa 
CO 



4-) 

a 

CD 
-H 

a 

-H 
MH 
MH 
CD 
O 
U 



o 


O 


o 


o 


W 


1 

w 


1 

W 


W 


X 


X 


X 


X 




LO 


LO 






00 


CN 


rH 


a\ 


rO 


LO 


LO 


rH 


l> 


00 


l> 


CO 


LO 


rH 


rH 




1 


+ 


1 


CN 






00 


U 




a 





CN 
l> 

ro 



4J 

cd 



cd 
u 

-H 
4J 

o 



XI 

4J 

cn 
C 

CD 
rH 
CD 

> ' 

cd : 

CD 
N 

cd 



106 



Specifications in the present example are as follows. 

(1) Light source wavelength Xl of the first semiconductor 
laser : 407 nm 

(2) Order number nl exhibiting maximum diffraction efficiency 
when a light flux from first semiconductor laser passes 
through diffractive structure : Second order 

(3) Magnification ml of objective lens for light flux from 
first semiconductor laser : 0 

(4) Light source wavelength A,2 of second semiconductor laser 
: 6 5 5 nm 

(5) Order number n2 exhibiting maximum diffraction efficiency 
when a light flux from second semiconductor laser passes 
through diffractive structure : First order 

(6) Magnification m2 of objective lens for light flux from 
third semiconductor laser : -1/13.1 

(7) Light source wavelength \3 of third semiconductor laser : 
785 nm 

(8) Order number n3 exhibiting maximum diffraction efficiency 
when a light flux from third semiconductor laser passes 
through diffractive structure : First order 

(9) Magnification m3 of objective lens for light flux from 
third semiconductor laser : -1/13.0 

(Example 2) 

Table 2 shows lens data of an optical element (objective 
lens) that is an example that is right fit for the 
aforementioned embodiment. A diffractive structure is 
provided on the region (which is called a common region) 
through which light fluxes emitted respectively from the 
first, second and third semiconductor lasers pass, which is 
clear from Table 2. This diffractive structure has optical 
characteristics which make the spherical aberration of the 
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light flux passing through the diffractive structure to be 
under when the light source wavelength is changed to be 
longer. The present example corresponds to the optical 
element described in claim 11. 
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Table 2-1 

Aspheric surface data 



Second surface (0<h<1.56 mm : HD- 
DVD /DVD common region) 



Aspheric surface 
coefficient 



K 

A4 

A6 

A8 

A10 

A12 

A14 



-7 
+ 8 . 
-8 . 



.4653 
3080 
7702 
+1.3463 
-7 . 9116 
+2.9845 



x E-l 
x E-3 
x E-4 
x E-3 
x E-4 
x E-4 
■6 . 6527 x E-5 



Optical path 
difference function 
(blazed wavelength 
1 mm) 



C2 -1.2851 x E-l 
C4 -1.8026 x E-0 
C6 -1.1807 x E-2 
C8 -1.0354 x E-l 
C10 +4 . 8953 x E-3 



(2' ) cn surface 
(1.56 mm<h : DVD exclusive region) 



Aspheric surface 
coefficient 



K 

A4 

A6 

A8 

A10 

A12 

A14 



-7.4653 x 

+8.3080 x 

-8.7702 x 

+1.3463 x 

-7.9116 x 

+2.9845 x 

-6.6527 x 



E-l 
E-3 
E-4 
E-3 
E-4 
E-4 
E-4 



Optical path 
difference function 
(blazed wavelength 
1 mm) 



C2 -4 
C4 +1 
C6 +2 
C8 +1 
C10 -9 



.0492 x 
.2757 x 
.8435 x 
.0392 x 
.0342 x 



E + l 
E-0 
E-0 
E-0 
E-l 



Third surface (0<h<1.287 mm) 



Aspheric surface 
coefficient 



K 


-9 


. 6287 


x 


E+l 


A4 


-3 


.4537 


X 


E-2 


A6 


+ 1 


.2630 


X 


E-2 


A8 


-9 


. 0327 


X 


E-3 


A10 


+ 2 


.2022 


X 


E-3 


A12 


-1 


. 0621 


X 


E-4 


A14 


-3 


.1979 


X 


E-5 



(3 ' ) zn surface (1.2 87 mm<h) 



Aspheric surface 
coefficient 



K 


-1 


. 5903 


X 


E+2 


A4 


+ 8 


. 4430 


X 


E-4 


A6 


-1 


.2839 


X 


E-2 


A8 


-9 


. 6961 


X 


E-3 


A10 


+ 1 


. 9433 


X 


E-3 


A12 


-8 


. 6437 


X 


E-5 


A14 


-1 


. 8294 


X 


E-5 



110 



Specifications in the present example are as follows. 

(1) Light source wavelength Xl of the first semiconductor 
laser : 407 nm 

(2) Order number nl exhibiting maximum diffraction efficiency 
when a light flux from first semiconductor laser passes 
through diffractive structure : Sixth order 

(3) Magnification ml of objective lens for light flux from 
first semiconductor laser : 0 

(4) Light source wavelength X2 of second semiconductor laser 
: 65 5 nm 

(5) Order number n2 exhibiting maximum diffraction efficiency 
when a light flux from second semiconductor laser passes 
through diffractive structure : Fourth order 

(6) Magnification m2 of objective lens for light flux from 
second semiconductor laser : 0 

(7) Light source wavelength A3 of third semiconductor laser : 
785 nm 

(8) Order number n3 exhibiting maximum diffraction efficiency 
when a light flux from third semiconductor laser passes 
through diffractive structure : Third order 

(9) Magnification m3 of objective lens for light flux from 
third semiconductor laser : -1/12.7 

(Example 3) 

Table 3 shows lens data of an optical element (objective 
lens) that is an example that is right fit for the 
aforementioned embodiment. A diffractive structure is 
provided on the region (which is called a common region) 
through which light fluxes emitted respectively from the 
first, second and third semiconductor lasers pass, which is 
clear from Table 3. This diffractive structure has optical 
characteristics which make the spherical aberration of the 
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light flux passing through the diffractive structure to be 
under when the light source wavelength is changed to be 
longer. The present example corresponds to the optical 
element described in claim 11 . 
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Specifications in the present example are as follows. 

(1) Light source wavelength Xl of the first semiconductor 
laser : 407 nm 

(2) Order number nl exhibiting maximum diffraction efficiency 
when a light flux from first semiconductor laser passes 
through diffractive structure : Sixth order 

(3) Magnification ml of objective lens for light flux from 
first semiconductor laser : 0 

(4) Light source wavelength X2 of second semiconductor laser 
: 6 55 nm 

(5) Order number n2 exhibiting maximum diffraction efficiency 
when a light flux from second semiconductor laser passes 
through diffractive structure : Fourth order 

(6) Magnification m2 of objective lens for light flux from 
second semiconductor laser : 0 

(7) Light source wavelength X3 of third semiconductor laser : 
78 5 nm 

(8) Order number n3 exhibiting maximum diffraction efficiency 
when a light flux from third semiconductor laser passes 
through diffractive structure : Third order 

(9) Magnification m3 of objective lens for light flux from 
third semiconductor laser : -1/13.2 

(Example 4) 

Table 4 shows lens data of an optical element (objective 
lens) that is an example that is right fit for the 
aforementioned embodiment. A diffractive structure is 
provided on the region (which is called a common region) 
through which light fluxes emitted respectively from the 
first, second and third semiconductor lasers pass, which is 
clear from Table 4. This diffractive structure has optical 
characteristics which make the spherical aberration of the 
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light flux passing through the diffractive structure to be 
under when the light source wavelength is changed to be 
longer. The present example corresponds to the optical 
element described in claim 11. 
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Specifications in the present example are as follows. 

(1) Light source wavelength Xl of the first semiconductor 
laser : 407 nm 

(2) Order number nl exhibiting maximum diffraction efficiency 
when a light flux from first semiconductor laser passes 
through diffractive structure : Eighth order 

(3) Magnification ml of objective lens for light flux from 
first semiconductor laser : 0 

(4) Light source wavelength \2 of second semiconductor laser 
: 6 5 5 nm 

(5) Order number n2 exhibiting maximum diffraction efficiency 
when a light flux from second semiconductor laser passes 
through diffractive structure : Fifth order 

(6) Magnification m2 of objective lens for light flux from 
second semiconductor laser : -1/333 

(7) Light source wavelength X3 of third semiconductor laser : 
785 nm 

(8) Order number n3 exhibiting maximum diffraction efficiency 
when a light flux from third semiconductor laser passes 
through diffractive structure : Fourth order 

(9) Magnification m3 of objective lens for light flux from 
third semiconductor laser : -1/13.4 

(Example 5) 

Table 5 shows lens data of an optical element (objective 
lens) that is an example that is right fit for the 
aforementioned embodiment. A first diffractive structure is 
provided on the region (which is called a common region for 
HD-DVD, DVD and CD) through which light fluxes emitted 
respectively from the first, second and third semiconductor 
lasers pass, and a second diffractive structure is provided 
on the region (which is called a common region for HD-DVD and 
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DVD) through which light fluxes emitted respectively from the 
first and second semiconductor lasers pass, in the objective 
lens, which is clear from Table 5. The present example 
corresponds to the optical element for the optical pickup 
apparatus described in claim 32. 
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Aspheric surface data 



Second surface (0<h<1.68 mm : HD- 
DVD/DVD/CD common region) 



Aspheric surface 
coefficient 



Optical path 
difference function 
(blazed wavelength 
1 mm) 

(2' ) tn surface (1 . 68 mm<h 
common r eg i on ) 



K -4 . 
A4 +2 . 
A6 -1 . 
A8 +2 . 
A10 +2 
A12 -7 



5379 x E-l 
0525 x E-3 
1756 x E-3 
5759 x E-4 
.3562 x E-6 
.9031 x E-6 



C2 -8 . 
C4 +3 . 
C6 -1 . 
C8 +4 . 
CIO -5 



4960 x E-l 

5177 x E-l 

0464 x E-l 

6954 x E-2 

6408 x E-3 



HD- DVD/ DVD 



Aspheric surface 
coefficient 



Optical path 
difference function 
(blazed wavelength 
1 mm) 



K -5 . 

A4 +9 . 

A6 -1 . 

A8 +7 . 
A10 +9 
A12 -1 



7918 x 

6782 x 

2926 x 

0939 x 

4340 x 

8905 x 



E-l 
E-4 
E-3 
E-5 
E-5 
E-5 



C2 +2 . 

C4 -5. 

C6 -1. 

C8 +1 . 
C10 -3 



7786 x 
6866 x 
6304 x 
3984 x 
.5235 x 



E-l 
E-2 
E-2 
E-3 
E-4 



Third surface 



Aspheric surface 
coefficient 



K 


-1 


. 0427 


X 


E + 2 


A4 


-4 


. 8545 


X 


E-3 


A6 


+ 5 


. 8441 


X 


E-3 


A8 


-2 


. 1908 


X 


E-3 


A10 


+ 3 


. 9724 


X 


E-4 


A12 


-3 


. 9184 


X 


E-5 


A14 


+ 1 


.7473 


X 


E-6 



Specifications in the present example are as follows. 

(1) Light source wavelength Xl of the first semiconductor 
laser : 407 nm 

(2) Order number nl exhibiting maximum diffraction efficiency 
when a light flux from first semiconductor laser passes 
through the first diffractive structure : Second order 
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(3) Magnification ml of objective lens for light flux from 
first semiconductor laser : 0 

(4) Light source wavelength %2 of second semiconductor laser 
: 6 55 nm 

(5) Order number n2 exhibiting maximum diffraction efficiency 
when a light flux from second semiconductor laser passes 
through the first diffractive structure : First order 

(6) Magnification m2 of objective lens for light flux from 
second semiconductor laser : 0 

(7) Light source wavelength ^3 of third semiconductor laser : 
7 8 5 nm 

(8) Order number n3 exhibiting maximum diffraction efficiency 
when a light flux from third semiconductor laser passes 
through diffractive structure : First order 

(9) Magnification m3 of objective lens for light flux from 
third semiconductor laser : -1/14.3 

A table of diffraction efficiency of the objective lens 
in the present example is shown in Table 6 . Table 6 shows 
the diffraction efficiency which is shown when a light flux 
with a wavelength used for each optical information recording 
medium shown in Table 6 passes through the first diffractive 
structure that is designed so that the secondary diffracted 
light may come to 100% when a light flux with wavelength 420 
nm passes through a common region for high density DVD, DVD 
and CD, and the diffraction efficiency which is shown when a 
light flux with a wavelength used for each optical 
information recording medium shown in Table 6 passes through 
the second diffractive structure that is designed so that the 
secondary diffracted light may come to 100% when a light flux 
with wavelength 420 nm passes through a common region for 
high density DVD and DVD. 



121 



Table 6 

Diffraction order number and efficiency having the maximum 
diffraction efficiency in each region 





Order number 


Efficiency (x 100%) 




High 
density 
DVD 


DVD 


CD 


High 
density 
DVD 


DVD 


CD 


Common region 

for high 
density DVD, 
DVD and CD 


2 


1 


1 


0 . 98 


0,81 


1 . 00 


Common region 
for high 
density DVD and 
DVD 


3 


2 


2 


0 . 97 


0 . 95 


0 . 50 



Figs. 14 - 16 represent vertical diagrams of spherical 
aberration concerning the diffracted light with the order 
number that achieves the maximum diffraction efficiency in 
the objective lens of the present example. 

Table 7 shows lens data of an optical element (objective 
lens) that is an example that is right fit for embodiments 
corresponding to claims 20 and 55. 
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Aspheric surface data 



Second surface 


Aspheric surface 
coefficient 


K -7 . 6390 x E-1 
Al +5.7888 x E-3 
A2 +5 . 9520 x E-4 
A3 +9 . 0951 x E-4 
A4 +9 . 9238 x E-4 
A5 +4 . 0468 x E-4 
A6 -7.5725 x E-5 


PI 4.0 
P2 6.0 
P3 8.0 
P4 10.0 
P5 12.0 
P6 14.0 


Optical path 
difference function 
(blazed wavelength 

Xb=1 mm) 


C2 -2.6687 x E+1 
C4 -1.6322 x E-0 
C6 +5.5099 x E-2 
C8 -1 . 0644 x E-0 
C10 +1.3015 x E-2 




(2' ) tn surface 


Aspheric surface 
coefficient 


K -7 . 6390 x E-1 
Al +5 . 7888 x E-3 
A2 +5 . 9520 x E-4 
A3 +9 . 0951 x E-4 
A4 -9 . 9238 x E-4 
A5 +4 . 0468 x E-4 
A6 -7 . 5725 x E-5 


PI 4.0 
P2 6.0 
P3 8.0 
P4 10 . 0 
P5 12.0 
P6 14.0 


Optical path 
difference function 
(blazed wavelength 

Xb=1 mm) 


C2 -5.3374 x E+1 
C4 -3 . 2644 x E-0 
C6 +1 . 1020 x E-1 
C8 -2.1288 x E-0 
C10 +2 . 6030 x E-2 




Third surface 




Aspheric surface 
coefficient 


K -4 . 5835 x E+2 
Al +1 . 8084 x E-2 
A2 -4 . 3442 x E-3 
A3 -4.5714 x E-3 
A4 +4 . 1244 x E-3 
A5 -2 .4595 x E-3 
A6 +5.7937 x E-4 


PI 4.0 
P2 6.0 
P3 8.0 
P4 10.0 
P5 12.0 
P6 14.0 



Specifications in the present example are as follows. 

(1) Light source wavelength A,l of the first semiconductor 
laser : 407 nm 

(2) Order number nl (N1A) exhibiting maximum diffraction 
efficiency when a light flux from first semiconductor laser 
passes through the first dif tractive structure: Sixth order 
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(2') Order number n2A exhibiting maximum diffraction 
efficiency when a light flux from first semiconductor laser 
passes through the second diffractive structure: Third order 

(3) Magnification ml of objective lens for light flux from 
first semiconductor laser : 0 

(4) Light source wavelength A,2 of second semiconductor laser 
: 6 5 5 nm 

(5) Order number n2 (nlD) exhibiting maximum diffraction 
efficiency when a light flux from second semiconductor laser 
passes through the first diffractive structure: Fourth order 

(5') Order number n2D exhibiting maximum diffraction 
efficiency when a light flux from second semiconductor laser 
passes through the second diffractive structure: Second order 

(6) Magnification m2 of objective lens for light flux from 
second semiconductor laser : 0 

(7) Light source wavelength X3 of third semiconductor laser : 
785 nm 

(8) Order number n3 (nlC) exhibiting maximum diffraction 
efficiency when a light flux from third semiconductor laser 
passes through the first diffractive structure: Third order 

(9) Magnification m3 of objective lens for light flux from 
the third semiconductor laser : -1/13 . 2 

The invention makes it possible to provide an optical 
element for use in an optical pickup apparatus capable of 
conducting recording and/or reproducing of information 
properly for all of high density DVD, conventional DVD and 
CD, while securing a sufficient amount of spot light, and the 
optical pickup apparatus . 
[Brief Description of the Drawings] 

Fig. 1 is a diagram showing whether aberration 
characteristics are under or over. 
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Fig. 2 is a schematic structure diagram of an optical 
information recording and reproducing apparatus or an optical 
pickup apparatus relating to the first embodiment. 

Fig. 3 is a schematic structure diagram of an optical 
information recording and reproducing apparatus or an optical 
pickup apparatus relating to the second embodiment. 

Fig. 4 is a schematic structure diagram of an optical 
information recording and reproducing apparatus or an optical 
pickup apparatus relating to the third embodiment. 

Fig. 5 is a schematic structure diagram of an optical 
information recording and reproducing apparatus or an optical 
pickup apparatus relating to the fourth embodiment. 

Fig. 6 is a schematic structure diagram of an optical 
information recording and reproducing apparatus or an optical 
pickup apparatus relating to the fifth embodiment. 

Fig. 7 is a schematic structure diagram of an optical 
information recording and reproducing apparatus or an optical 
pickup apparatus relating to the sixth embodiment. 

Fig. 8 is a schematic structure diagram of an optical 
information recording and reproducing apparatus or an optical 
pickup apparatus relating to the seventh embodiment. 

Fig. 9 is a schematic structure diagram of an optical 
information recording and reproducing apparatus or an optical 
pickup apparatus relating to the eighth embodiment. 

Fig. 10 is a schematic structure diagram of an optical 
information recording and reproducing apparatus or an optical 
pickup apparatus relating to the ninth embodiment. 

Fig. 11 is a schematic structure diagram of an optical 
information recording and reproducing apparatus or an optical 
pickup apparatus relating to the tenth embodiment. 
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Fig. 12 is a schematic structure diagram of an optical 
information recording and reproducing apparatus or an optical 
pickup apparatus relating to the eleventh embodiment. 

Fig. 13 is a schematic structure diagram of an optical 
information recording and reproducing apparatus or an optical 
pickup apparatus relating to the twelfth embodiment. 

Fig. 14 is a longitudinal spherical aberration diagram 
concerning diffracted light with the order number that 
achieves the maximum diffraction efficiency when a light flux 
for high density DVD passes through the objective lens in the 
example . 

Fig. 15 is a longitudinal spherical aberration diagram 
concerning diffracted light with the order number that 
achieves the maximum diffraction efficiency when a light flux 
for DVD passes through the objective lens in the example. 

Fig. 16 is a longitudinal spherical aberration diagram 
concerning diffracted light with the order number that 
achieves the maximum diffraction efficiency when a light flux 
for CD passes through the objective lens in the example. 
[Explanation of signs] 
16, OBL objective lens 
17 Aperture stop 
20 , DSK optical disk 

111, AL the first semiconductor laser 

112, DL, DHL the second semiconductor laser 
121, CHL the third semiconductor laser 
115, 125, PLCL. APLCL, AGMCL collimator 
119, 129, AS, DS photo detector 
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FIG. 2 
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FIG. 14 

LONGITUDINAL SPHERICAL ABERRATION DIAGRAM 
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FIG. 15 



LONGITUDINAL SPHERICAL ABERRATION DIAGRAM DVD 
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FIG. 16 



LONGITUDINAL SPHERICAL ABERRATION DIAGRAM CD 
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[Name of document] Abstract 
[Abstract] 

[Problems] To provide an optical element for use in an 
optical pickup apparatus capable of conducting proper 
recording and/or reproducing of information for both of high 
density DVD and conventional DVD and CD, for example, while 
securing a sufficient amount of spot light and to provide the 
optical pickup apparatus. 

[Means for solving] The diffractive structure of the 
objective lens has an optical characteristic to make a 
spherical aberration of a light flux having passed through 
the diffractive structure under when a wavelength of a light 
source changes to become longer so that it makes possible to 
correct well the spherical aberration for a change of 
refractive index of the objective lens due to a temperature 
change and for a change of a wavelength of the light source 
due to a temperature change. Further, when the formula of 
(1-1 ^ (nlx?ll) / (n3xA,3 ) > 0.9) is satisfied, since the amount 
of diffracted light rays irradiated onto an information 
recording surface of a high density DVD and he amount of 
diffracted light rays irradiated onto an information 
recording surface of CD through the diffractive structure of 
the objective lens 16 are increased, it becomes possible to 
suppress effectively the occurrence of a writing error or a 
reading error for information. 
[Selected drawing] Fig. 2 



